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INTRODUCTION 


The writer of this manual does not claim to know 
all there is to know about trailers. He does not pose 
as an engineer and does not claim years of experience 
in the trailer field. He is not an expert mechanic, 
a draftsman nor a skilled worker but is just an or- 
dinary home craftsman. Therefore, this is written for 
the home craftsman trailer builder so that he may 
understand it. If he can understand it, certainly the 
skilled worker will know what it’s all about. 

Who can claim a super-knowledge of trailers? 
The house trailer is a development of recent years 
and no vehicle requires less engineering skill to build. 
There’s nothing to be engineered about it except to 
use an axle heavy enough to carry the weight, locate 
it for proper distribution of body weight and square 
the tongue with the wheels. After this, you can 
build most any kind of a body on the chassis. You 
will see all kinds -- and they all seem to give their 
owners perfect satisfaction. 

Every statement, idea, suggestion, recommendation 
given in this manual is the result of experience gath- 
ered in building and the use of trailers - the ex- 
perience of the writer and that of many hundreds of 
trailer enthusiasts all over the country. 

A lot of ground is covered in this manual, but 
there’s still a lot that can be written about trailers. 
If something of importance is omitted, I am wide 
open for suggestions. If an error has been made, I 


stand ready to be corrected. Leave it to me to see 
that future editions of this book are revised with 
the progress of trailer development. 

Just a word here to those who write: while I will 
appreciate your comments, criticisms, suggestions and 
corrections, I cannot promise an acknowledgment. 
I haven’t the facilities to handle heavy correspondence. 
Every communication however, is given my personal 
attention, and if your letter contains information of 
value to other trailer builders as well as myself, I’ll 
find some way of showing my appreciation for your 
interest. 

To those who have written me in the past, I thank 
you most sincerely for the good things you’ve said 
about my plans and ideas and for the many splendid 
suggestions you’ve given me. I hope this manual re- 
pays you for your trouble. 



To Help You Get the Trailer You Want 


Selecting a Trailer 

After all there are just three things to be con- 
sidered in a trailer. Comfort, convenience and dur- 
ability. Comfort - as near like that of your home 
as possible. Convenience — a trailer you can haul and 
handle without trouble. Durability -- one that will 
give you lasting service and satisfaction. In discuss- 
ing the many features of design or construction in 
the following paragraphs, please consider the com- 
ments as suggestions only. They are given in order 
to help you in your decisions, to bring out details 
that may have escaped you, to assist you in buying 
or building a trailer that will meet your requirements 
in every way. 

"Shall 1 Buy or Build?" 

It is an established fact that no two people have 
the same ideas about trailers. You may question this 
statement but until you’ve had several years’ contact 
with thousands of trailer fans you cannot realize how 
truthful it is. This, of course, makes it rather tough 
for the trailer manufacturer and the solution to in-' 
dividual satisfaction, build your own. That is the 
only possible way to get a trailer exactly as you wish. 
If you haven’t the time to build it yourself, get a 
good plan, hire a good carpenter or handy man, let 
him do the building and you supervise the job. 

A Fascinating Project 

The remarkable growth of home craftsmanship in 
the past few years has proved that no finer hobby 
can be followed than that of carpentry. As a project 
for the amateur carpenter, a house trailer is ideal. 
Here is a combination of steel work, body building 
and cabinet work that provides an outlet for your 
ingenuity in every direction. And no project can pos- 
sibly give as much pride of ownership or pleasure. 


Unless you go in for an extremely complicated design, 
you need no expensive tools, no power machinery-just 
a kit of good carpenter tools plus perhaps a portable 
drill. 

Shall I Buy Parts ? 

It is possible to build a complete trailer without 
buying a part except perhaps an axle and wheels. A 
lot depends upon the time you have in which to build 
your trailer and the amount of money you have to 
spend. Even though you buy every part you possibly 
can, there’ll be plenty of work for you. Then too, 
buying parts simplifies a job that is otherwise difficult 
and likely to become tedious. When this happens, ail 
pleasure of building is lost. When all is said and 
done, it is cheaper to buy the hard-to-make parts 
than to attempt to make them yourself. 

How About a Plan? 

When you get the trailer bug you’ll be tempted 
to send for every trailer plan you see advertised and, 
if you do, you will be surprised at the result. Plans 
are offered by some who have never hauled a trailer 
far enough to know they had one on behind -- never 
slept a night or cooked a meal in one. Others are 
comically crude as far as practicability is concerned. 
For example, one plan has an oblong drawn in the 
side of the car and is marked "window” - a great 
help to the builder indeed - no size, no details, no 
nothing. Still other plans are a hodge-podge of dia- 
grams which no mechanic could understand, much 
less an amateur craftsman. 

What is a Blue Print? 

A blue print is simply an economical method of 
duplicating a plan or drawing when only a limited 
number of copies are required. When quantities of 
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duplicates are required they are produced by a print- 
ing process in ink on paper and the result is a clean, 
distinct, easily read plan or diagram that is an exact 
copy of the original in every respect. After all is 
said and done, though, it’s the plan that counts, for 
blueprints or printed diagrams can be made of a 
poor plan as well as a good one. 

What are Working Drawings? 

There are two kinds - the technical and non-tech- 
nical. The technical drawing is for the mechanic, 
engineer or builder. The non-technical drawing is for 
the amateur. Everything is shown and explained in 
simple terms, lacking the hieroglyphics of a craft 
or trade. Any drawing is a working drawing, only 
some are clearer, more practical and more easily 
understood by the amateur craftsman than others. 

What Is the Way Out? 

•r t ^ 8°ing to 8 et t ^ le design I want and 

if I do find it, how do I know the plan is practical, and 
easy to follow?” That is a question that cannot be 
answered. You’ll either have to be a good judge of 
the probability of getting what you want after read- 
ing the various ads or get every plan offered and take 
your choice. 

(ADVERTISEMENT) 

A word about the Jim Dandy plans. Many thou- 
sands of sets of plans have been sold and many 
fine letters of commendation have been received and 
records show that over one thousand Jim Dandy 
Cabin Trailers have been built. For completeness, 
practicability and ease of understanding, a comparison 
of the Jim Dandy plans with any other will reveal 
their superiority. This is the conclusion of many 
trailer fans who have bought every set of plans ever 
advertised. 

About Streamlining 

"I want a streamlined trailer.” What do you 
mean, streamlined”? Do you mean a trailer with 
round corners, a graceful top and beautiful lines or 
do you mean a job with a blunt nose and a beaver 
tail? If you mean the latter, you certainly have set 
a tough mark to hit, but if you mean the former 
your desires are easily satisfied. 

Scientifically speaking, streamlining is designed to 
reduce air resistance of a moving object such as a 
vehicle. As far as this factor in trailers is concerned, 
it amounts to exactly nothing for, because of the gap 
between and the difference in the height of your car 
and that of a trailer, a resistance is built up instead 
of reduced due to the break in the air stream. And, 
did you ever see a real streamlined trailer? There 
are a lot of freak designs whose originators think they 
are streamlined, but they are far from it when con- 
sidered aerodynamically. 

After all, what would be gained if you did have a 
truly streamlined trailer? Where would there be any 
advantage, even if both car and trailer were perfectly 
streamlined? The difference in riding, driving and 
economy would be so little that you’d never notice 
it. Cars ran just as fast before streamlining was 
ever thought of and with a well built trailer behind 
any car of today, little difference in its efficiency will 
be noticed. You should never drive fast enough with 
a trailer to show any difference. A streamlined vehicle 
is a composition of graceful curves - many of which 
are compound curves - the bane of trailer builders. 
Imagine a home craftsman trying to fashion a com- 
pound curve of metal -- a job that requires the heavy 
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presses and massive dies to perform in the automobile 
factory. Or, tougher still - try to make it out of wood 
or Masonite. Arcs are easy, but you can’t get by 
with simple arcs alone when you talk about stream- 
lining. 

Most builders, when they get the "streamlined” 
idea, mean nothing more than a long, low trailer 
with some freak front or rear that (they hope) will 
match their car. It takes a real artist to design such 
a trailer and its building is not an amateur’s job. 

But, in spite of all that has been said, you still 
stick to the streamlined idea. Well, consider the con- 
venience of such a trailer. After all, you are build- 
ing a trailer for living comfort. Are you going to 
sacrifice this for design? Of course you want a good 
looking trailer. No one wants a shed on wheels. 
But convenience, economy and comfort must be sac- 
rificed in any design that gets away from the conven- 
tional coach. Odd shaped fronts and backs mean 
loss of floor and closet space. They mean cramped 
quarters, and odd spaces and corners are no good for 
storage for such spaces are usually hard to get at. 
Such trailers are expensive to build and they take 
more time and tinkering than any man can afford. 

Take a look at the Jim Dandy Cabin Cruiser shown 
on page 31 of this catalog. Compare it with a so- 
called streamlined trailer -- either of your own design 
of that of some one else. Here is a coach in which 
every feature of comfort, convenience, economy, dur- 
ability, good appearance and ease of building was 
considered in its designing. Call it streamlined if 
you wish. It comes about as near to being stream- 
lined as any coach of its size and cost now on the 
market. And, as for its efficiency, its pointed peak 
splits the air stream following the car -- exactly like 
a motor boat spreads the water — and reduces air 
resistance perhaps to a greater extent than a genuine 
streamlined job. This is what may be termed as a 
conventional coach so constructed as to eliminate as 
much air resistance as possible. It employs curves, 
has graceful lines and is by far the most popular of 
all trailer designs. A trailer built along these lines 
will give you exactly what a trailer is designed to 
give — a comfortable coach in which to live that may 
be easily and economically built, easily and econom- 
ically transported and a credit to its owner. 

About Low Trailers 

"I want a trailer as low to the ground as possible.” 
If you’re looking for trouble — build your trailer too 
low and you’ll get plenty of it. Only two ways to 
operate an extremely low trailer without trouble and 
both are impractical. One is to stay on perfectly 
level concrete all the time (and don’t get off of it) ; 
the other is to locate the axle almost to the rear of 
the trailer so the body won’t drag when you go over 
a hill, a bump or a dip in the road. Of course this 
will throw practically all of the weight of the trailer 
on to the rear end of the car, but if you’re determined 
to build low, you must take the chance of breaking 
the springs, riding on the axle, ruining the rear end 
of your car. It is possible to build low and some 
builders are even eliminating springs to do it -- 
letting the tires absorb the bumps. Someday we’ll 
see pictures of some of these low trailers hung up 
on rocks or ridges on some of the side roads which 
always lead to the best camping grounds. 

Keep your trailer at a respectable distance off the 
ground. Make allowances for the raising and lower- 
ing of the front and rear when your car goes over 
a bump, a dip or a hill of any kind. Be practical! A 
floor up to 20 inches off the ground will not incon- 
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venience you. Remember you can always put a port- 
able step in front of the door. 

About Long Trailers 

"I want a trailer 18 to 22 feet long.” (Yes, some 
want them longer than that.) You don’t want a 
trailer, you want a bus for you’ve no right to try 
to transport a trailer of that size on two wheels with 
an ordinary car. The longer the trailer, the smaller 
the bump or dip in the road necessary to cause it 
to drag. 

The most popular length (as a nation-wide in- 
vestigation has proved) is 14 feet. Sixteen feet is 
the limit of practicability for a trailer that is to be 
attached to the rear of a car (this does not include 
the Aerocar type of trailer, the front end of which 
rides on the rear deck of a coupe). A trailer 14 to 
16 feet long will provide plenty of room for four 
people and that is about all a trailer can be expected 
to accommodate except perhaps where there is an 
extra child or so. 

Build a cozy trailer - but not cramped. Build as 
small as possible to accommodate your family — avoid 
the box car, bus size trailer and increase your chances 
for trouble-free trailer enjoyment. 

About Four Wheel Trailers 

Though we’ve been asked hundreds of times for 
plans for a 4-wheel trailer and have seen thousands 
of trailers, we have yet to see a 4-wheel trailer. Where 
do people get the idea? Does it seem simpler to 
build a body on an old automobile chassis than to 
build the conventional 2-wheel type? 

Any one who has ever driven about the country 
very much certainly has seen 4 -wheel utility trailers 
with a load of wood, manure or what not, wabbling 
and weaving from one side of the road to the other; 
throwing fear into the motorist following them or 
approaching them from the opposite direction. If you 
haven’t, you’ve a driving thrill coming. Just watch 
one swaying down the road and you have the reason 
why (1) you don’t see 4-wheel house trailers (2) 
why they are impractical and (3) why 4- wheel trailers 
are prohibited in some states. 

It is possible to back a 2-wheel trailer. Of course 
it’s a trick to do but easily learned, but to back a 
4-wheel trailer attached to a car is impossible. 

About Trailer Weights 

Everyone wants to build as lightly as possible, but 
there’s a limit to lightness if you are building with 
any degree of durability. As one builder said, "I 
want to build light, but at the same time I don’t 
want a trailer that is flimsy or one that will not stand 
up under hard usage or one so frail that you can poke 
your finger through the walls.” If you want a coach, 
build like a coach but build with light materials. 

It is certain that if you have a substantial chassis, 
a solid frame, a Masonite body, an interior lining, a 
good top, your trailer is not going to be a crate. 
You are going to have average weight, and if you try 
to beat "average” weight you’ve got to use an entirely 
different method of construction and entirely different 
materials. Can you design a trailer of this kind? 
Have you the time and money to spend in building 
it? Are you certain of satisfaction when it’s finished? 
Can you calculate its weight in advance of building? 

A lot of people worry about the weight of the 
trailer. It’s a consideration but not nearly as im- 
portant as weight distribution. If you have your axle 
located in the right position so that just the right 


amount of weight rests on the rear of your car, a few 
hundred pounds of weight will make no difference for, 
once underway, a 2500 to 3000 pound trailer is no 
harder to pull than a 1500 to 2000 pound job. Sure, 
there’s a difference on the hills, but a little slower 
speed here needn’t worry you nearly as much as a 
flimsy trailer. And, as far as difference in the con- 
sumption of gas, it would be so small you could 
hardly figure it. 

A 2500 pound trailer pulled by a modern six 
cylinder car over an average road - hills, curves, con- 
crete, macadam, gravel - takes about one extra gal- 
lon of gas to haul it every 100 miles. That is 
economical enough. 

About Locating the Axle 

The location of the axle is one of the most im- 
portant factors in the construction of a trailer and 
causes trailer builders most concern. As has been 
stated, no two people have the same ideas about build- 
ing and equipping a trailer, and it is therefore im- 
possible to prepare a formulae of any kind for lo- 
cating the axle. 

What kind of a car are you driving? How many 
people, if any, are going to ride in the rear seat? 
Considering these things, how much weight will the 
rear end of your car stand, and what kind of a 
bracket are you going to use for attaching the trailer 
to the car? 

Generally speaking, if you are driving a sedan and 
two people are going to ride in the rear seat, two 
hundred pounds on the trailer hitch is about the 
limit. If no one will ride in the rear seat, you can go 
to 300 to 350 pounds if you have to, but it is better 
to stay around 250 pounds. Now, if you can locate 
the axle on your trailer to accomplish this, you have 
solved the problem. 

Your trailer, with the right amount of weight on 
the rear of your car will make the car ride smoothly, 
evenly and comfortably. In fact, it will ride better 
than without this weight because all jars and jolts 
of any kind are thoroughly absorbed by the springs. 

The trailer must never be balanced on the axle. 
To do so is dangerous. It will bob and sway and 
throw your car out of control. Get some extra weight 
forward for safety. It’s getting the right amount 
that’s hard! 

Certainly the axle, wherever located, carries that 
part of the trailer equal to twice the distance from 
the axle to the rear end, plus one-half of the excess of 
this distance toward the front. In other words, if 
your trailer is 14 feet long, and the axle is 5 feet 
from the rear, 10 feet of the length is balanced on 
the axle while the weight of the remaining 4 feet 
is divided between the axle and the rear end of the 
car. See Diagram "U”. Therefore, if this remain- 
ing 4 feet can be kept within 400 to 500 pounds, 
naturally the weight on the rear of the car would 
be only 200 to 250 pounds. 

There is only one possible way to determine the 
location of the axle exactly in advance of building 
and that is to correctly calculate the weight of the 
materials that are going into the trailer and the 
distribution of the weight as closely as possible, sub- 
tract twice the amount to go on to the hitch and 
divide in half - and when you’ve turned this into 
feet, you’ve located your axle. If you can do this, 
you’re good. Otherwise just size up the job and take 
a darned good guess and go to it. This is the way 
they all do. See table of weights of materials, page 23. 
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About Trailer Axles 

You can use a regular automobile 
axle for your trailer if you wish - and 
there’s no need ever to stick to its 
standard tread - cut it in two in the 
center, weld in a section of steel to give 
you the tread you want. Get a set of 
converters to hold the spindles and you 
are all set. A Chevrolet front axle is 
a fine axle for this purpose. Converters 
are listed on page 14 of this catalog. 

The only thing such an axle lacks is spring spread. 
^ ^ l 6 s P rea d means steady riding -- less sway 

and here s where a special trailer axle is worth the 
price. Then too, by the time you pay the junk yard 
price for a Chevrolet axle, have it widened as sug- 
gested, and buy the converters, a special axle can’t 
cost you but a few dollars more and it pays to buy it. 

As a matter of comparison, the spring spread on 
a Chevrolet axle that has been widened to a 72 inch 
tread is only 39% inches while the spring spread on 
the 72 in. "Marathon” Axle shown on page 13 of 
this catalog is 56 inches. A trailer body 6 feet wide 
and at least 6 feet high, mounted on springs set only 
26% inches apart, as on a standard Chevrolet front 
axle, is bound to cause top heaviness, and even when 
the axle is widened to permit a 39 % inch spring 
spread it is apt to sway. 

^ , buiI< | er . s hesitate to use a wider tread than 
standard for their trailer for fear of trouble on side 
roads or backwoods trails. There’s something to 
this, of course, but if the road is safe and fit for your 
car to travel, chances are you’ll have no trouble with 
a wide tread. Of course if the ruts are extremely 
deep and the road winds between and over large 
boulders, some trouble may be experienced. Fortun- 
ately these kinds of roads do not invite automobile 
traffic, let alone trailer traffic. 

Brakes on trailers are okeh when a satisfactory 
method of operating them from the brake pedal of 
your car is devised, but brakes are not necessary if 
safe practices in driving and common sense in the 
operation of your car are followed. Keep the brakes 
on your car in good condition. Don’t allow yourself 
to get into emergencies that demand sudden stops. 
Don t jamb on the brakes, especially when the road 
is wet. In going down steep hills, use the compression 
of your motor as a brake - shift into socond - or 
even low gear — save your brakes. 

The Foundation 

The foundation of a trailer, like the foundation 
of a house, should be rigid and solid. The main 
parts are the two stringers running the full length 
of the body and upon which the body rests. These 
can be of steel or wood, but they should be of one 
continuous piece - not jointed. This principle is 
followed in every manufactured trailer, every com- 
mercial trailer you see and it must be right. Remem- 
ber, your trailer rests on two points - the rear of the 
car and the axle of the trailer, and most of the 
weight is between these two points. If you have a 
joint in your foundation between these points it is 
further weakened by the continuous jars and jolts 
to which tho trailer is subjected. 

About Trailer Hitches 

Of course you’ll use a ball joint hitch. It’s the 
bracket on the car that holds the ball that is im- 
portant. This bracket should be solidly bolted to the 


frame of your car - and no where else. Don’t mount 
the ball on the bumper. The bumper is naturally 
flexible — if it isn t it isn’t any good. The weight of 
the trailer will cause it to spring and break in time. 
At least it will gradually weaken the bolts holding 
the bumper to the car. See Diagrams "N”,"0”,"P”. 

Take off the bumper. Mount your hitch bracket 
in its place. Get your hitch as closely and as solidly 
to the car as possible. Don’t be afraid to sacrifice 
your rear bumper in the cause of safety and reli- 
ability in pulling your trailer. Remember, it is only 
in recent years that cars were equipped with bumpers 
at all. We got along without them a long time be- 
fore they were introduced. 

Some builders inquire about hitches with springs 
to absorb the jerk on the trailer when starting the 
car. The idea hails from the railway coupler but 
there’s a whale of a difference in starting a trailer 
and starting a string of box cars. You do not (or 
should not) move your car with a jerk. Your clutch 
shouldn’t grab. Start your car as it should be started 
and the entire unit — car and trailer — will move with 
the same ease as the car alone. Any spring between 
car and trailer is bound to permit play — and that 
is the very thing to be eliminated - as explained in 
the first and second paragraphs above. 

Choose a good hitch -- one that is substantial, safe 
and easily attached and detached. The Ball Bearing 
Safety Hitch described on page 10 of this catalog 
is a special house trailer hitch that is built to carry 
the trailer weight with ball bearing efficiency. Read 
all about it. The weight rests entirely on top of 
the ball and the threaded collar is about the easiest, 
simplest and quickest method of locking ever ap- 
plied to a hitch. Naturally this hitch costs a little 
more because it is a hitch of steel, all parts of which 
are individually machined to exactness. 

The Body 

It doesn’t make a lot of difference what kind of 
wood you use for the body frame as long as it is 
light. Nor is it necessary to use a great number of 
studdings. Locate them at the windows, doors, cor- 
ners or where you have a piece of heavy equipment 
such as a berth to attach from the inside. Don’t al- 
low exceptionally wide gaps without a studding. 

The rigidity of the body depends upon the brac- 
ing of the studding. For this bracing, nothing equals 
the gusset type body studding brace shown on page 
22. Well braced studding, plus the added strength 
of the outside and inside paneling, will give you as 
strong a body as you can possibly require. 

The thickness of your window and screen assembly 
should determine the thickness of your body walls. 
First, you must determine how you are going to 
operate your windows, and start from these. How 
thick is the window and screen? What kind of stop 
between? Study the illustrations and diagrams on 
pages 25, 26, 27, 28 and make your plans accord- 
ing to the method of window operation you select. 


6 


Trailer Supply Co., Wausau, Wisconsin 




DIAGRAM "N” 

For older cars and trailers with hitches around 
20 in. from the ground, this bracket is suggested. 
The bumper is removed and a piece of 2x2x!4 in. 
angle iron is mounted in its place. The ball is cen- 
tered. For additional strength, a piece of iron is 
shaped to fasten in the center of the bracket and ex- 
tend beneath the apron to a cross member of the 
car frame to which it is bolted. 


DIAGRAM "O” 

The newer cars with the curved bodies present a 
problem for attaching a trailer. It is easily solved 
with a piece of 2Zix2ZixZa, in. angle iron and a good 
blacksmith. The angle iron is bent to the contour of 
the body and attached in place of the bumper as 
shown in the illustration. The ball is centered. 



DIAGRAM "P” 

For low trailers, the same bar is used as described 
under Diagram "O” but the blacksmith cuts the angle 
and puts an offset in it as illustrated. A piece of 
steel is riveted in the offset on which the ball is cen- 
tered. Be sure to get offset wide enough to give trailer 
tongue plenty of play on turns. 


The Floor 

A solid floor means added strength and greater 
comfort to your trailer. Use a tongue and groved 
flooring of light pine % inches thick. Lay the floor 
with screws. Cover it with one layer of building 
paper and on top of this put linoleum or carpet, as 
you wish. The 1/10 inch tempered Masonite Presd- 
wood makes an ideal floor covering. It is durable, neat 
and takes floor varnish nicely. Some builders use this 
Masonite with the carpet or linoleum over it. A floor 
of this type gives you not only a solid floor to walk 
on, but one that is certainly air tight. 


FOR SAFETY 


Don’t he a Fool — Drive Carefully 

A wrecked automobile is bad enough, but when 
there’s a trailer mixed up in it, it’s an awful mess. 
Just a glimpse of such a wreck will make a careful 
driver out of you. The greatest danger lies in for- 
getting that you are pulling a trailer. You slide 
along so nicely that you become unconscious of the 
fact that you have a trailer on behind. Better not 
forget it - ever. 

When you’re pulling a trailer you should be more 
certain to obey the rules of the road than ever. Don’t 
dispute the right of way. You may lose. To speed 
with a trailer is evidence of insanity. Never drive 
so fast that your car is out of control. Keep well 
behind the car in front of you and do not think of 
passing another car until you’re positive there is no 
car behind you. A rear view mirror, fastened on the 
door or fender of your car, is a necessity. All state 
laws require them on commercial trucks and trailers, 
and when you have a trailer on behind you have the 
same problems as the truck drivers. 

If your trailer has a tread wider than standard, or 
a wide body, keep well to the right side of the road. 
Don’t be a road hog, or some truck driver may ease 
you over with a generous clip on your trailer that 
may cause you some difficulty, and, in such cases, it 
is easy to say that you were too far over to the left. 

If you’ve never used the arm signal for a turn, do 
it when you’re pulling a trailer - not only for the 
other fellow’s benefit but for your own protection. 
This is the way to prevent rear end collisions and is 
obligatory. Learn what running lights are required 
on a trailer in your state and equip your trailer with 
them - no matter whether such lights are required 
by law on a trailer of your size or not - you want the 
protection. 


Protect Yourself and Your Trailer 
with Insurance 

It is just as foolish to drive without insurance on 
your car and trailer as it is to drive recklessly. For 
a small premium you can have your trailer covered 
by fire, theft, collision and property damage insur- 
ance and be protected in the event of accident or loss. 
This is especially valuable when you are on a distant 
trip. Remember, in pulling a trailer, you are the 
prey of "the other fellow” and it is easy to shift the 
blame onto you for any accident that may happen. 
Then you’re not only "out” the money to pay "the 
other fellow” but for the damage to your own trailer 
as well. If your car is insured, don’t fail to notify 
your insurance company that you are going to attach 
a trailer to it. Your policy may not permit you to 
do this. Some companies, however, will give you 
insurance protection on your trailer as a part of your 
automobile insurance without extra charge. It is also 
possible to insure your trailer for short periods. For 
instance, while you are on your trip or vacation. 
There is no need to carry insurance (except fire and 
theft) for a whole year if your trailer is laid up for 
9 to 10 months out of a year. Investigate before you 
start on that trip. 


Look Out for Fire 

Be ever conscious of the danger of fire in your 
trailer, especially at night. Should fire break out 
while you are sleeping your chances of escaping are 
slim. Try to keep in mind just what to do in case 
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of fire and, should an emergency arise, you will un- 
consciously act to save yourself and other occupants 
of the trailer. In handling gasoline for your stove or 
lantern, never get careless. Immediately wipe up every 
drop you may spill and do not strike a match near 
the stove until you’re sure there is no gasoline near 
to ignite. Keep the gas can tightly covered. Have 
leaky containers repaired at once. If gasoline escapes 
from any part of the stove, take it outside the trailer 
at once and repair it. 

Every trailer should be equipped with a good fire 
extinguisher kept in a handy place ready for instant 
use. Make sure it is properly filled and in good 
working order at all times. See that every occupant 
of the trailer knows how to use it. 

The Volunteer extinguisher listed on page 56 of 
this catalog, is one that is dependable, and is so 
modestly priced that it is within the means of every- 
one to have its protection. 
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About this Catalog 


Jioiice! 

Prices in this Catalog Subject 
to Change Without Notice 

Due to rapidly changing market con- 
ditions we reserve the right to change 
the prices quoted in this catalog. Ma- 
terials are advancing in cost! Order 
at once and avoid the risk of increased 
costs. 


The "Catalog that has Everything” — that 
is what we’ve tried to make it. If there is 
any thing missing it is because we have either 
been unable to locate a satisfactory source 
or we have felt so little demand for it that 
it did not warrant its listing herein. But if 
there is anything important we’ve overlooked 
write us. If there’s anything you want that 
is not listed write us - we will try and find 
it for you. 

You’ll find the items in this catalog com- 
pletely described - all essential information, 
sizes, methods of installation and suggestions 
regarding their use is given. All illustrations 
are made from the merchandise. All the 
facts are included in the descriptions and 
special circulars are not available. Please do 
not ask for them. However, we are willing 
to answer any questions but we ask that you 
read the descriptions carefully before writing. 

We do not pose as "experts” in trailer 
building but if we can help you we are willing 
to do so. Our answers to your questions will 
be our opinions only and will be offered as 
suggestions. Therefore we will assume no re- 
sponsibility whatsoever for their correctness or 
reliability. We are not in position to prepare 
special plans nor can we pass judgment on 
yours. We will not pass an opinion on trailer 
plans or parts other than our own. 

One feature of this catalog is the range 
of selection offered. While many of the items 
are the exclusive productions of Trailer Sup- 
ply Company, we believe there is other good 
merchandise on the market and we have listed 
it right with our own in order to give you 
the widest choice. All merchandise is priced 
at established retail prices set by the manu- 
facturers’ distributors on the market. We 
have no "cut” prices. We maintain quality, 
sell only first grade merchandise and ask a 
fair price for it. We ask your patronage on 
the basis of quality and service. 


TRAILER SUPPLY CO. 

410 Grand Ave. Wausau, Wis. 
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READ BEFORE YOU ORDER 

All Prices in this catalog are subject to change without notice and are net cash f.o.b. Wausau, 
Wisconsin or shipping point otherwise stated. There are no discounts ~ no credit terms. 

Orders are subject to our acceptance and to any tax not now in effect which may be imposed 
before goods are shipped; also to any other increase in cost due to State or Federal action. 

How to send money Remit by post office money order, express money order or bank draft. 
If impossible to obtain these, send currency wrapped in heavy paper and register your letter. 
Do not send postage stamps. Personal checks will be accepted but we reserve the right to clear 
the check before making shipment. 

C. O. D. Orders must be accompanied by one-half cash plus shipping charges. 
Parts, materials, etc. made, assembled or cut to order cannot be shipped C. O. D. 
No goods shipped on consignment or approval. 

Returned Goods Read the catalog description carefully before you order any item to make 
sure that it is exactly what you want. Be sure the size is right - be sure to order as much as 
you need but not an excessive amount. Overages cannot be returned. 

All merchandise shipped according to order cannot be returned without our consent. Goods 
returned without our consent will not be accepted. 

Items made or assembled to order, items shipped from factory or points other than our ware- 
house at Wausau and all items cut or sized to order cannot under any circumstances be re- 
turned. Such items as canvas, window shades, mattresses, cushions, etc. cannot be returned. 

Our Guarantee We guarantee every item in this catalog to be exactly as represented and to 
give the service for which it is designed. Every item is thoroughly inspected before shipment and 
any article found to be defective will be immediately exchanged. 

All Merchandise is carefully checked, packed and delivered to post office or trans- 
portation company in good order, after which our responsibility ceases. Claims 
for damages or shortage should be made to transportation company. 

We acknowledge receipt of all orders immediately and make every effort to ship the same 
day as order is received. If there is to be any delay we advise you on the acknowledgment 
and give you the reason. 

Certain items are sold in packaged quantities such as gross or dozen lots. This is fully ex- 
plained in the description. Please do not ask us to break packages. 

HOW GOODS ARE SHIPPED 

Shipping Charges We do not prepay shipping charges. The prices in this catalog make 
no allowance to cover transportation charges. Therefore all transportation charges must be 
paid by customer. 

Weights All shipping weights given herein include the packing or wrapping material, crate 
or box necessary for safe transportation. This accounts for what may seem to be an excessive 
weight for some of the smaller items. 

Shipments ordered by express or freight will be made "collect”. Therefore if you order 
goods shipped by either of these methods, you do not have to include shipping charges ~ un- 
less your express or freight station has no agent, in which case you must send enough to pre- 
pay all transportation charges. 

Express shipments are safe, quicker and in many cases cheaper than parcel post. Besides, they 
are insured without extra cost and are delivered right to your home if you live in a town where 
the express company has delivery service. 

Please remember, the items you order will always be packed and shipped in one package when- 
ever possible and shipping charges computed on the single package. Therefore it is advisable 
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to order as much as you can 
at one time as larger and 
heavier packages cost less 
for transportation. 
Shipments by parcel post 
must be prepaid and unless 
you send money enough to 
cover parcel post charges, 
we reserve the right to 

(1) make shipment by freight 
or express and refund 
money you did send for 
postage, or 

(2) write and ask you to send 
sufficient postage to make 
shipment. This will natu- 
rally cause a delay in ship- 
ping. 

We positively will not 
make C. O. D. shipments 
for the parcel post 
charges as this means an 
unnecessary expense for 
you and a service require- 
ment of us which we are 
not equipped to handle. 
Send enough postage 
with your order and 
ar oid delay . We refund 
every penny not used to 
pay postage. You cannot 
lose! 

Parcel post shipments are 
not insured unless we are in- 
structed to insure them by 
the customer and money to 
cover insurance is included 
with remittance. 

Special Packing Charge 
on Mouldings 

Mouldings, whether one piece 
or a dozen must be especially 
packed for shipment. They are 
securely tied to a board as a 
stiffener to prevent bending, 
thereby materially increasing the 
cost of packing and shipping. 

This charge is 25 per ship- 
ment, regardless of the amount 
ordered. Be sure to include this 
amount with your remittance for 
mouldings over and above the 
price. All moulding orders will 
be held up until this amount is 
received. 

Mouldings cannot be shipped 
by parcel post. 

Special Notice: All mould- 
ings are stocked only in the 
lengths given in the descriptions. 
Please do not ask us to cut these 
lengths. We cannot do it. 



The approximate shipping weight on merchandise is desig- 
nated under each item. Note: the shipping weight given is the 
weight of the merchandise plus the wrapping and packing. For 
your convenience, the following postal table will give you parcel 
post rates so you may easily ascertain the amount of postage to in- 
clude with your order. If in doubt as to the zone from Wausau in 
which you are located, consult your postmaster. A shipment of 15 
lbs. or over in the fifth zone is cheaper by express than parcel post. 

PARCEL POST RATES 


Zone 

Distance 
from Wausau 

First 

Pound 

Each 

Additional 

Pound 

First and Second 

Up to 150 miles 

8 cents 

1 cent 

Third 

150 to 300 miles 

9 cents 

2 cents 

Fourth 

300 to 600 miles 

10 cents 

4 cents 

Fifth 

600 to 1000 miles 

1 1 cents 

5 cents 

Sixth 

1000 to 1400 miles 

12 cents 

7 cents 

Seventh 

1400 to 1800 miles 

14 cents 

9 cents 

Eighth 

Over 1800 miles 

15 cents 

1 1 cents 


Add up the shipping weights of the articles ordered to find 
the total weight. Next, determine the zone in which you live by 
referring to map above, or if you know the distance from Wausau 
to your town you can tell your zone from the table above. Then 
refer to table of parcel post rates above. The amount per pound 
for each zone is given and this is the amount to be added to your 
order for shipping charges. 

Be sure to allow full postage on all orders. The parcel post 
rate on weights over 8 ounces is figured on the basis of a full pound. 
The post office figures a fraction of a pound as a full pound. For 
example, if the total weight of your order is 6 lbs., 1 oz., you pay 
for 7 lbs. 

We make every effort to group articles in one package if pos- 
sible but we cannot pack articles of an unusual size or shape in the 
same package. Please take this into consideration in computing the 
amount of money to send for parcel post charges. 


Send 10( for Sample Card Containing Swatches of Our 

Mattress Coverings (page 46) Top Coverings (page 42) 
Window Shade Materials (page 29) 

These swatches are 2x2 in. square and there is one for every color 
and grade of material offered in the various groups. For complete satis- 
faction, send 10^ today for one of these sets. 


to 
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Here’s the New BALL BEARING 
SAFETY HITCH -Specially Designed 


B?ll Bearing Safety Hitch No. 
104 for Angle Iron Tongue 

Recommended for Jim Dandy Cabin Trailer 
If you use angle iron tongue as recommended in the 
Jim Dandy Cabin Trailer plans, this is the hitch you want. 
The angles are drilled for % in. rivets or bolts and, as you 
will see, in the "V” there is a hole for the shank of the 
Dandy Dolly Jack screw. Made entirely of steel. Like all 
Ball Bearing Safety Hitches, the ball may be mounted close 
to the car as no clearance is needed for attaching and de- 
taching. Simply raise the locking pin, unscrew collar and 
lift trailer off the ball. Nothing could be easier or quicker! 

No. 104 Ball Bearing Safety Hitch $7.50 

Shipping Weight, 15 lbs. 


Ball Bearing Safety Hitch 
No. 103 for Wood Tongue 

Takes 2 in. wood tongue. Can also be used 
for tongues on draw bars assembled of 1 in. 
channel iron. Drilled in top only for % in. 
bolts or rivets. Can be drilled through sides 
if desired. This hitch has hole for shank of 
Dandy Dolly Jack screw. Made entirely of 
steel and a wonderful value. 

No. 103 Hitch $7.50 

Shipping Weight, 15 lbs. 

Steel Tubing for Tongues 

Rail carbon steel tubing. Outside 2% in. 
Inside, 2 in. In 6, 7, 8 or 9 ft. lengths. 

No. 120 Steel Tubing, per ft. 35$ 

Shipping Weight, 3\\ lbs. per ft. 


for House Trailers! 

SAFE -SIMPLE TO OPERATE 


EASY TO ATTACH and DETACH 


DETAIL 
Hitch casting is of 
steel. All parts are 
machine finished and 
fitted. The one hitch 
that is built especially 
for house trailers and serves to perfection. 
Balls are steel turned 1 % in. in diameter. 
Extra Ball and Nut #1.50 


The Weight Rests on TOP of 
The Ball Where it Belongs 

The easiest of all hitches to attach and 
detach. After the locking key is raised 
you can screw or unscrew the collar with 
two fingers. No pulling required - no 
danger of pinching. Operates easily in 
any position. Here is a positive coupling. 
Once secured, accidental detaching is im- 
possible. Here is a strong hitch. Built 
entirely of steel. Here is a better hitch. 
It is higher priced because it is a machine 
made, individually fitted product. For 
safety and convenience, put a Ball Bear- 
ing Safety Hitch on your trailer. 


Ball Bearing Safety Hitch No. 102 for 2-Inch 
Pipe Tongue for House and Utility Trailers 

This is the model used on Jim Dandy Cabin Cruiser as well 
as the assembly described on page 15. A fine hitch for utility 
trailers. Two-inch pipe can be used for tongue, but steel tubing 
is recommended for heavier trailers. Just the 
hitch for goose-neck tongues. Ball is 1 % in. 

in diameter. No. 102 Hitch 

Shipping Weight, 9 lbs. 


$612 


The knurled locking key is held 
in place by a strong spring. It 
can be raised with one finger. 


Shank is machined for 2 in. pipe or 
tubing tongue. Tongue can be shrunk 
on and pinned. We will assemble tongue 
and hitch for #1.00 plus cost of materi- 
als. Give exact length of tongue desired. 


See Page 18 for Other Hitches for Utility and Light Trailers 
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A Half-Hours Work Now Done in Half a Minute with the 





Equip Your Trailer 
to Use the Handy 
Dandy Dolly Jack 

The Dandy Dolly Jack 
comes complete with a 
socket as shown in the 
illustration above which 
may be mounted on your 
trailer. If you are using 
a No. 103 or 104 Ball 
Bearing Safety Hitch you 
will not need this socket 
as these hitches are drilled for the screw shank of 
this jack. The Peak Casting of the tongue assembly, 
using the No. 102 Ball Bearing Safety Hitch described 
on page 10 has the socket cast into it. The extra 
socket, however, may be mounted anywhere on the 
peak for added convenience. 

The Dandy Dolly Jack is solidly built and will 
handle a trailer of any size. There is nothing to get 
out of order. Just keep the jack screw well oiled 
and keep sand or dirt out of it. 


The Dandy Dolly Jack Solves the 
Problem of Trailer Handling! 

You carry the Dandy Dolly Jack in your car or 
trailer. It is not mounted on the trailer, therefore 
there is no risk of loss or damage should it become 
loose or fall while under way. The broad faced 
wheels prevent sinking into ground. In very soft 
sand, a board should be used beneath the wheels. 
The handle, which is made of % in. iron rod, is 
detachable. 

The Dandy Dolly Jack is Priced 

Reasonably - Order Yours Today 


DANDY DOLLY JACK 

An Adjustable Jack that 
enables you to attach and 
detach your trailer and 
move it about with easel 

Every trailer user knows what it means to attach and de- 
tach a trailer - a couple of jacks, a few neighbors, a lot of 
lifting, backing, cussing and what not. The Dandy Dolly 
Jack eliminates all that. With this long wanted device a boy 
can do the job in half a minute. Instead of backing the car 
to meet the hitch, move the trailer to the car - easily and 
quickly. Instead of jacks to raise the front, simply a few 
turns on the ball bearing screw and up she goes. Detaching 
the trailer is just as easy and you can move it to any spot 
or position you want in parking. Eliminates parking legs on 
forward end of trailer. The Dandy Dolly Jack works 
like a large caster. The screw is easily raised and 
lowered because all weight rests on a thrust ball bear- 
ing. The wheels are 5 in. in diameter with faces 2/i 
in. wide. No need to tell you how handy it is -- you 
can see for yourself. 

Specifications of the Dandy Dolly Jack 

Extreme Height .19 in. 
Extreme Depth ___12 in. 

Handle Length 32 in. 

Handle is detachable 


Once tried, its convenience is amazing. Users of 
the Dandy Dolly Jack will not part with it at any 
price. 


No. 110 Dandy Dolly Jack 
Complete 

Shipping Weight, 27 lbs. 



50 


12 


Trailer Supply Co., Wausau, Wisconsin 


an AXLE for every type of trailer 

and all are built of STEEL throughout! 


Your choice of an axle is not confined to one kind, 
size or type here. You have a choice that is guided 
by the amount you wish to spend. We guarantee 
this: whichever axle you select from Trailer Supply 
will prove its value in service. All of our house 
trailer axles are made of steel throughout -- no mal- 


leable or iron of any kind. Drops are the highest 
grade steel castings we can buy. Spreaders are of rail 
carbon steel that are almost impossible to damage. 
Remember this, the axle bears the brunt of the trip. 
It carries the weight. Get one that will stand the 
gaff — Get a "Trailer Supply” Axle. 


Here’s the Grand National Champion of Trailer Axles 
The No. 11 6- With Interchangeable Spindles! 


When you start out on a trip you anticipate every 
emergency that may arise on your trip. Have you 
ever thought of what you’d do in case you should 
break or bend a spindle on your trailer axle? You’d 
be up against it. With the No. 116 Champion axle - 


the axle with demountable-interchangeable spindles, a 
spindle can be changed easier than a tire - loosen one 
nut and out it comes. Study the diagram below - see 
how it works -- get the No. 116 axle - carry a spare 
spindle and forget axle troubles! 


This Axle with its Chrome Vanadium Steel Spindles 



The specifications of the No. 116 Cham- 
pion Axle in the 72 in. tread are as fol- 
lows: Center of spindle to bottom of drop, 
5 % in. Center of spindle to top of spring 
pad, 2/i in. Size of spring pad, 4 in. 
wide, 514 in. long. Center to center of 
spring pads, 57 in. Spindles, Chrome 
Vanadium Steel. Spreader, 2% O.D. Rail 
Carbon Steel Tubing. 

This axle is classed as a 6-in. drop. 
When used with No. 145 springs, No. 160 
side spring hangers and No. 138 17-in. 
wire wheels, it will place the floor of your 
trailer 14 in. from the ground — as low as 
any trailer ought to be for safety! 

You builders who want nothing but the 
best in an axle or anything else you buy 
can have it in the No. 116 Champion. 
No. 116 Champion Axle, 

72 in. Tread #25.00 

Shipping Weight , 55 lbs. 

No. 119 Extra Spindles for the 

No. 116 Axle, each #4.75 

Shipping Weight, 3Vi lbs. 


72-in . Treads Carried in Stock . 

Longer or Shorter Treads $1.00 extra 



Detail of No. 116 "Champion” Axle 

All dimensions of the drops are shown plainly. Note the de- 
mountable spindle feature. Spindles are turned of Chrome 
Vanadium Steel with a cone on the shank that fits into the cone 
in the drop. The other end of the spindle is threaded and a 
cone shaped split nut is used. To mount spindle: Insert shank, 
apply the nut, tighten with wrench -- the tighter you turn the 
tighter it holds and, the nut being split, it clamps the tread 
with a vise-like grip that cannot possibly jar loose. To change 
spindle, remove nut and tap spindle slightly and out it comes! 


An Especially Low Slung Axle with 8 in. Drop 


To meet the demand of builders who want a low 
slung axle we’ve designed the No. 117 with drops 
measuring 8 in. from center of spindle to bottom. 
This axle enables users to use wheels of larger di- 


ameters and still get the floors of their trailers low 
to the ground. Drops are of finest cast steel. Spreaders 
are of 2 in. O.D. Rail Carbon Steel Tubing. This 
axle is for house trailers up to 2,000 lbs. 


This is the axle built to the specifications of the 
"Family” trailer described in the February, March, 
April, 1936 issues of Popular Mechanics. 


The specifications of the No. 117 axle are as fol- 
lows: Tread, 68 in. (This tread carried in stock. 
Shorter or longer treads, #1.00 extra.) Center of 
spindle to bottom of drop, 8 in. Center of spindle 
to top of spring pad, 5 in. Size of spring pad, 4 in. 


wide, 5 in. long. Spring pads between centers, 55 in. 
No. 117 Axle, 68 in. Tread #17.50 

Shipping Weight, 43 lbs. 

No. 122 Drops, Rough Castings, pair #6.50 

Shipping Weight, 26 lbs. 
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If You are Buying an Axle to Fit Your Own Hubs and Wheels, 

READ THIS BEFORE ORDERING 

All Trailer Supply axle spindles are turned to the dimensions of the spindles given in the detail 
diagram of the No. 116 Champion axle shown on the opposite page. These dimensions are standard 
tor most Ford or Chevrolet hubs as well as some other makes. If you have wheels and hubs of your 
own you wish to use on any of our axles, measure your bearings and hubs and compare them with the 
spindle measurements given in this diagram. You can tell in a minute whether they will fit our axles 
or not. Please do this before ordering! 


The Husky Marathon Trailer Axle is a 
Giant in Strength and a Gigantic Value at- 


The Marathon Axle is an outstanding demonstration of the fact that a good axle 
need not cost a lot of money. For only $19.50 you get ruggedness and strength in 
this axle that is hard to find in axles costing much more. And, at this price, every 
one who can afford a trailer of any kind can afford the safety, the advantages and 
the riding qualities of an axle built especially for house trailer use. 

Capacity 3,000 pounds - 72-in . Tread 
Center to center of spring pads, 56 in. 


$ 


195 ° 


An Axle of Steel at the Price of Iron 


The Marathon All-Steel Drop Axle is built to 
meet the trailer axle needs of the average builder. 
Its massive cast-steel drops, chrome vanadium steel 
spindles and rail carbon steel tubing spreader 2/s in. 
in diameter remove all question of strength and rug- 
gedness. Spindles are turned to measurements given 
in the Diagram on page 12 to take Ford or Chevrolet 
hubs. 

The specifications of the Marathon Axle are as fol- 
lows: Center of spindle to bottom of drop, 6 in. 


Center of spindle to top of spring pad, 2/z in. Size 
of spring pads, 4 in. wide, 5 in. long. Center to 
center of spring pads, 56 in. 72-in. treads carried in 
stock and can be shipped at once. Longer or shorter 
treads assembled to order at $1.00 extra. 

Your choice of a Marathon assures you the most 
for your money in trailer axles. 

No. 115 Marathon Axle, 72 in. tread- $19.50 

Shipping Weight, 52 lbs. 


Here’s the Very Axle for Your Utility Trailer! 


The wide spring spread prevents rolling and sway- 
ing. This axle was designed for utility trailers but 
it can be used for light house trailers weighing up 
to 1200 lbs. Drops are of steel. Spreader of solid 


mild steel. We list everything needed in springs, 
clips, brackets, etc. to go with this axle. With this 
fine axle priced so cheaply you can hardly afford to 
consider one without its many features. 



Specifications of the No. 118 axle are as follows: 
Tread 60 in. (This tread carried in stock. Shorter or 
longer treads, $1.00 extra.) Center of spindle to bot- 
tom of drop, 6 7 /s in. Center of spindle to top of 
spreader bar, 5 in. Spreader bar, l%xl l A in. mild 


steel. Using spring clips No. 149 you get 45 !4 in. 
spring spread, and with these clips you can over or 
under sling your springs. 

No. 118 Utility Axle, 60 in. Tread _ $9.50 

Shipping Weight, 37 lbs. 


Rail Carbon Steel Tubing for those who wish to build their own axles 

With a pair of No. 122 drops and a length of No. 124 2-in. O.D. tubing 
you can construct your own axle. Turn your own spindles to fit any hubs and 
wheels you may have. Many builders prefer to do this. Spindle shanks should 
be turned for a tight fit and pressed into drops and pinned. Spreader tubing 
should be handled in same manner. The tubing comes in 6 ft. lengths only. The 
castings are in the rough, just as they come from the mould. Castings are listed 
under No. 117 axle. Illustration of axle illustrates drops. 

No. 124 Steel Tubing, 2 in. O.D. per 6 foot length Shipping Weight, 15 lbs $1.50 
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TRAILER SPRINGS 

High grade steel springs that are 
perhaps the most practical springs for 
trailers. Sold in pairs with a combined 
capacity of 1 Zi tons. Springs are 35/4 
inches long between bolt hole centers. 

Nine leaves, 154 in. wide with tension Shipping Weight 60 lbs. 

rebound plates as illustrated. These 

springs are furnished in two different styles -- one with bushed front bearing for No. 155 Bolt and pinned 
rear bearing to take Tryon shackle No. 150 and for use with Spring Bracket No. 157. Also with bolt 
holes bushed for Side Spring Hangers No. 160. Ee sure to state which style is wanted. 



No. 145 Springs, Per Pair #7.00 



SPRING SHACKLE 


SPRING BOLT 


Spring Clips 

Made of Zi in. iron for 
9 leaf, 1 54 in. Spring No. 
145. Inside length 3 Vi in. 
Standard thread, hex nuts, 
lock washers. 

No. 148 Spring Clips, 
set of 4 80tf 
Shipping Weight, 3 lbs. 

Spring Shackles 

These are the standard 
Tryon shackles for 1 54 in. 
spring No. 145. They are 
mounted on the rear end of 
the spring. Simple to as- 
semble and nut is held by a 
special clip. Fitted with Ale- 
mites. Designed for Spring 
Brackets No. 157. 

No. 150 Spring Shackles, 

set of 2 #1.80 

Shipping Weight, 3Zi lbs. 


Spring Bolts 

Special bolts for Spring Bushings for front 
end of Springs No. 145 and Brackets No. 157. Drive- 
in type and is held in bracket without turning. Fitted 
with Alemites. 


No. 155 Spring Bolts, pair 90^ 

Shipping Weight, 13 oz. 



SPRING BRACKETS 

This is the conventional type of spring bracket 
adaptable to wood or channel iron chassis frames. 
Made of steel and somewhat lower than the ordinary 
stock of brackets of this kind. Front bracket is 154 
in. from top to center of bolt hole. Rear bracket, 1 % 
in. from top to center of bolt hole. Plates are 254 by 
3 Zi in. and drilled for 54 in. rivets. Made for 1 54 
in. spring only and for the No. 150 Tryon shackle. 
Shackle pin should be pressed in — not hammered. 
Use Bolt No. 155 for the front end. 

No. 157 Spring Brackets, # /f 00 

per set of 4 (2 front, 2 rear) ■ 

Shipping Weight, 6 lbs. 


T. S . Co. Special 


Height Saving 

SIDE SPRING HANGERS 

They Come Complete — No Shackles 
or Bolts to Buy! 

Here they are - those side spring hangers you’ve 
been looking for. Knowing that they couldn’t be ob- 
tained for trailer use, we designed and made them 
and if you want to save 2 to 3 inches in the floor 
height of your trailer, and have an ideal spring sus- 
pension, use them. You can use wood or angle iron 
stringers in one full length piece with these hangers. 
They are riveted or bolted on. These hangers are 
complete with all bolts, shackles, alemites - ready to 
mount. Made of high grade steel throughout for 
154 in. springs only. This is another Trailer Supply 
special made to our own specifications to meet the 
demand of trailer builders. Use them on your trailer. 
No. 160 Side Spring Hangers, # Q 00 

per set of 4 (2 front, 2 rear) ^ 

Shipping Weight, 22 lbs. 


CONVERTERS 
for Chevrolet 
Front Axles 

A Chevrolet front 
axle makes a good 
axle for light trailers 
and these converters 
are attached to hold the spindles rigid. They are 
made throughout of steel and are complete with bolts 
and nuts. A little fitting may be necessary because of 
slight changes in models, but these can be adapted to 
practically every model from 1929 to 1933. Sugges- 
tion: A Chevrolet axle has 59 in. tread and rather 
narrow spring spread. To widen tread, cut axle in 
center, weld piece between to give desired tread. A 
Chevrolet axle makes a fine axle for utility trailers. 

No. 114 Converters, set of 2 #2.00 

Shipping Weight, 4Zi lbs. 
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Shipping Weight 
21 lbs. 




HUB ASSEMBLIES for "TRAILER SUPPLY” AXLES 

The illustration to the right shows 
the hub assembly just as it goes on the 
spindle and will fit Ford or Chevrolet 
spindles. Bearings are Timken. Hubs 
are complete with wheel nuts. 

No. 140 Hub Assembly, 2 of each item illustrated 

(wheels not included) ^9 50 


WIRE WHEELS 

To give your trailer a 
smart appearance, use wire 
wheels of small diameter. 
These are 17 in. in size and 
fit our No. 140 hubs. Take 
a 5.50x17 tire. Black enamel 
finish. For safety’s sake, 
carry a spare wheel and tire 
if the spare on your car is 
of a different size. Spare can 
be mounted on our bracket 
No. 139 which is attached 
to the rear of your trailer. 
These wheels included in 
Axle Assembly No. 167. 
No. 138 Wire Wheels 

#3.50 Shipping Weight , 22 lbs. 
#6.75 Shipping Weight, 44 lbs. 

SPARE WHEEL 
BRACKET 

For carrying that spare 
wheel for your trailer, this 
bracket can be bolted on the 
back or side -- anywhere you 
like. Made to carry the No. 
138 wheel listed above. Com- 
plete with nuts. 

No. 139 Spare Wheel Bracket #2.25 

Shipping Weight, 7 lbs. 

PARKING 
LEGS 

A positive clamp 
for % in. pipe Park- 
ing Legs that works 
beautifully. A slight 
turn on the handle 
and the leg drops 
Another turn of the 
tightens it securely. 

„ is bolted or riveted to 
your chassis frame. A hole in 
the floor of your trailer permits 
the pipe leg to extend inside the 
trailer when not in use. Clamp 
is made of malleable iron and 
nicely finished. A special hook 
to catch one of the holes in the 
ground plate is attached for ex- 
tra safety, preventing the leg 
from dropping in case the clamp 
screw jars loose. Legs come com- 
plete — clamp, 18 in. pipe, ground plate. 

No. 125 Parking Legs, set of 2 #3.50 

Shipping Weight, 7 lbs. 

No. 125 Parking Legs, set of 4 #6.75 

Shipping Weight, 13 Y 2 lbs. 



How 

Tongue 

is 

Assembled 



down. 

handle 

Clamp 



PEAK PLATE and PULL BLOCK 

To thoroughly understand the many desirable 
features of this H ongue, look at chassis diagram No. 
169 on page 16. See how the Pull Block is bolted 
in the center of the angle iron cross member of the 
chassis frame. The peak plate marks the front tip of 
the trailer body, and has 
boss beneath drilled to take 
shank of Dandy Dolly Jack 
shown on page 11. Its sides 
are tapered to % in. thick 
so that the siding of the 
body can be fitted with a 
smooth joint. A piece of 
2 3 A in. rail carbon steel tub- 
ing is used for the tongue. 
It fits over the shank of the 
pull block and is pinned two 
ways. The tubing extends 
through hole in peak plate 
about 3 in. and a No. 102 
Ball Bearing Safety Hitch 
is fitted and pinned to it. 
This is the neatest, most sub- 
stantial tongue ever designed 
for house trailers as the pull 
is distributed throughout 
the chassis frame while the 
weight is evenly distributed 
over the super-strength steel 
tongue. 

This outfit consists of peak plate, pull block and 
three "U” bolts. Steel tongue and hitch are extra. 
For price of steel tubing, see below. For price of 
hitch, see No. 102 Hitch on page 10. 

Special: If you order peak plate, pull block, a 
length of tubing and hitch at once, we will fit hitch 
in one end of tubing without charge. 

No. 121 Peak Plate and Pull Block #7.50 

Shipping Weight, 25 lbs. 

No. 120 Rail Carbon Steel Tubing, per ft._30$ 

2 Vs in. outside diameter, 2 in. inside diameter. 
Sold only in 6, 7, 8 or 9 ft. lengths. 
Shipping Weight, 3% lbs. per ft. 
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Shipping Weight , 130 lbs. 


Ready -to-Mount 

AXLE AND SPRING 
ASSEMBLY 

It pays to buy your axle and spring 
assembly complete as you have one 
matched and fitted unit that is perhaps 

the most important part of your trailer. This assembly includes No. 115 
Marathon Axle in 72-in. tread, springs, spring clips, No. 157 spring brackets, 
Tryon shackles - all put together ready to mount on your chassis frame at 
the regular price of the parts. We assemble without charge if purchased as 
a unit. Be sure to give tread wanted. 

No. 165 Axle and Spring Assembly $34.00 

Extra: No. 116 Champion Axle instead of No. 115 Marathon $5.50 
No. 117 Axle-68-in. Tread instead of No. 115 Marathon deduct $2.00 


NOTICE 

Extra for No. 160 Side 
Spring Hangers instead of 
No. 157 illustrated-- $5.00 
Extra for Tread longer than 

72 in. $1.00 

Extra for Tread shorter 
than 72 in. $1.00 


Completely Assembled Chassis for the Jim Dandy Trailer 



$90.00 


$2.00 


No. 168, 14-ft. Chassis Assembled complete 

For No. 117 Axle instead of No. 115 Marathon, deduct 
Extra for No. 116 Champion Axle instead of 

No. 115 Marathon, add $5.50 

Shipping Weight, 450 lbs. 


Tires Not Included 

Made according to Diagram 
"B” in the Jim Dandy Model 
T Cabin Trailer Plan Book 
and is complete except tires, 
ready for the wood work. As- 
sembled for 14 ft. trailer with 
axle 5 ft. from the back. In- 
cludes Axle and Wheel As- 
sembly No. 167 and Hitch 
No. 104 with Peak Plate No. 
123. This chassis is sold ex- 
actly at price of materials plus 
a very reasonable labor charge, 
and is offered to save you time 
in assembling the most impor- 
tant part of your trailer, which 
you may not care to tackle. 
For shorter chassis, deduct 
$1.00 per foot from price 
given. For longer lengths, add 


$1.00 per foot to price given. For parking legs, add price of 2 or 4 parking legs No. 126. (You need only 
2 for rear if you use the Dandy Dolly Jack No. 110 for front.) 


Assembled Chassis for the Jim Dandy Cabin Cruiser 

Tires Not Included 



No. 115 Marathon, add $5.50 

Shipping Weight, 525 lbs. 


The finest trailer chassis 
design we’ve seen. Light but 
substantial and thoroughly 
rigid. Assembled according to 
Diagram "B” in "Cruiser” 
Plan Book for 14 ft. model 
with axle located 5 ft. from 
back, and is complete except 
tires. Includes Marathon Axle 
and Wheel Assembly No. 167 
with Side Spring Hangers 
No. 160 and Peak Plate and 
Pull Block No. 121, Hitch 
No. 102 and No. 120 Steel 
Tongue. Sold at price of ma- 
terials plus reasonable labor 
charge. For shorter chassis, 
deduct $1.00 per foot from 
price given. For longer chas- 


sis, add $1.00 per foot to price. For parking legs, add price of 2 or 4 No. 125 Legs and Clamps, plus 
mounting charge of 50^ for two or $1.00 for four. (You need only two for rear if you use Dandy Dolly 
Jack No. 110 for front.) 
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Ready -to-Mount 

AXLE, SPRING AND 
WHEEL ASSEMBLY 

Nothing missing from this assembly 
but the tires. It is complete. Includes 
No. 115 Marathon axle in 72-in. tread, 
springs, spring brackets as shown in 
assembly No. 165, hubs, bearings, etc., 
included in assembly No. 140, pair of 
No. 138 wheels. A very fine outfit 
especially matched and assembled for 
house trailers up to 1 Vi tons. Comes to 
you completely assembled as illustrated. 

Extra for No. 116 Champion Axle instead of the No. 
For No. 117 Axle in 68-in. Tread instead of the No. 


Weight 205 lbs. 



No. 167 Axle and Wheel 
Assembly, Special at 


$ 50 oo 


EXTRA 

for No. 160 Side Spring Hangers in- 
stead of No. 157 illustrated .#5.00 
For tread longer than 72 inches #1.00 
For Tread shorter than 72 inches #1.00 

. 115 Marathon Axle #5.50 

115 Marathon Axle, deduct #2.00 


Chrome Plated BUMPER Bar for Trailers 



-72 IN.- 


Puts the Finishing Touch to the Trailer and Provides 

Tour search for a dandy bumper wide enough for your trailer ends 
right here and this one, especially made for trailers, costs no more than 
the junk yard price on an old automobile bumper that’s not wide enough. 
Here’s a beautifully shaped bar with V/ 2 in. convex face, chrome plated. 
Attaching holes at 39y2 in. between centers. Comes with 2 oval head nuts. 


Protection for Rear End 

No. 176 Bumper Bar 


$ 



Shipping Weight, 10 lbs. 


BUMPER 
ARMS 

Hand made of !4x 
2 in. spring steel. 
Holes are drilled for 
attaching to bumper 
bar and to trailer. Can be attached to any flat sur- 
face. Outside curve fits curve of Bumper Bar. 

No. 177 Bumper Arms, pair #1.50 

Shipping Weight, 9/z lbs. 




BUMPER GUARDS 

Here’s additional protection for the 
rear end and they look "like a mil- 
lion”. Shaped of heavy steel, as strong 
as guards can be made. Fit the No. 
176 Bar perfectly. Complete with bolts. 
No. 178 Bumper Guards, 

pair #1.50 

Shipping Weight, 2 lbs. 


Special 

Complete Bumper Assembly 



Ready to Mount $/Z00 
on Your Trailer \J 

A complete outfit. No. 176 Bumper Bar, 
a pair of the No. 177 Bumper Arms and a 
pair of the No. 178 Bumper Guards ready to 
put on your trailer at a saving of 50$ on the 
price of the individual parts. Picture this out- 
fit on the rear end of your trailer - it adds a 
million to its appearance and may prevent 
serious damage to the body. Every trailer 
should have one. Place your order now before 
the advancing price of steel forces an increase 
in the price of this outfit. 

No. 179 Bumper Assembly #6.00 

Shipping Weight, 21 l / 2 lbs. 



20 gauge galvanized iron. Splendid workmanship 
throughout. They are 10 in. wide, 45 Vi in. long. 
Length at apron, 41 in. Depth of apron, 18 in. 
Outside drop is wire bound. These are substantially 
made fenders and are specially designed for the Jim 
Dandy Cabin Cruiser. Use wheel house frames No. 
186 with these fenders. 

No. 181 Special Fenders, pair 

Shipping Weight, 40 lbs. 


#15.00 
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for Utility and Light House Trailers 

Six leaf springs 1 Zz in. wide and 3014 in. between 
bolt centers for trailers up to 1500 pounds. Made of 
alloy steel. Bolt holes have bronze bushings for 14 in. 
bolts No. 156. Can be over or under slung. A very 
good quality spring. 

No. 146 Springs, pair __ #4.00 

Shipping Weight, 31 lbs. per pair 


PARTS for Mounting No. 146 Springs 

or any light house trailer springs. These are the 
parts you need -- all are of good quality malleable 
iron or steel and are perfectly matched to make an 
efficient assembly. 




FRONT BRACKET 


Rear Brackets 

114 in. wide, 714 in. 
long. Hub is 1 14 in. in 
diameter. Takes 14 in. 
bolt. A very substantial 
bracket. 

No. 158 Rear Brackets 
Per Pair #1.25 

Ship. Wt., 3% lbs. 



SHACKLE LINK 



Spring Clips 


Made of 14 in. iron 
with 14 in. tie plates for 
1 14 in. springs No. 146. 
Springs may be over or 
under-slung. 

No. 149 Spring Clips, 
pair #1.00 

Ship. Wt., 4 lbs. 


Front Brackets 

Takes 1 14 in. spring 
and 14 in. spring bolt. 
Plate is 1 3 A x 4 in. High 
grade malleable castings. 
No. 159 Front Bracket 

Per Pair 80 </* 

Ship. Wt., 4 lbs. 

Shackle Links 

Face lf^ in. in diam- 
eter. Hub % in. thick. 
Center to center of holes 
214 in. Takes J4 in. 
spring bolt. 

No. 153 Shackle Links 
Set of 4 _ . 50tf 
Ship. Wt., 1 3 A lbs. 

Spring Bolts 

Set of six 14 in. bolts 
and nuts. Two for No. 
159 front brackets; four 
for No. 158 rear brack- 
ets. Good quality steel, 
with S. A. E. threads. 
No. 156 Spring Bolts, 

Set of 6 60^ 

Ship. Wt., VA lbs. 


Special Utility Trailer Axle and 
Spring Assembly 

Includes No. 118 Axle, Front Brackets No. 
159, Rear Brackets No. 158, Shackle Links 
No. 153, Bolts and Nuts No. 156, Springs 
No. 146 and Spring Clips No. 149 - com- 
pletely assembled and ready to mount. 

No. 163 Utility Axle and 

Spring Assembly #17.00 

Shipping Weight, 83 lbs. 



UTILITY TRAILER HITCH 


A splendid universal joint hitch for trailers weigh- 
ing up to 1 ton. Assembled of high quality, mal- 
leable castings. Coupling pin can’t jolt out. Takes 
2!4 in. wood tongue. All holes drilled for % in. 
bolts. Thousands of these sturdy hitches are in use. 
No. Ill Hitch Shipping Weight, 9 lbs. #3.50 



Popular in use - popular in price - thousands of 
these well-known couplers have been sold. A safe, 
strong ball and socket coupler that is easy to attach 
and to operate. Holds trailer fast and cannot come 
loose! Noiseless -- no loose parts. This coupler is 
made in two sizes. The No. 112 is for trailers up to 
2000 pounds in weight. The No. 113 is for trailers 
of any size. You’ve seen these couplers widely ad- 
vertised. Buy from "Trailer Supply”. 


No. 112 Zagelmeyer Coupler #1.95 

Shipping Weight, 6 lbs. 

No. 113 Zagelmeyer Coupler #2.95 


Shipping Weight, 8 lbs. 


Zagelmeyer 
Adjustable 
BUMPER 
HITCHES 
in Two Sizes 

Here’s a neat device 
for attaching the ball 
of your coupler to the 
bumper of your car. 
Two clamps are tightened onto the bumper. The 
bracket holding the ball may then be adjusted to 
various heights depending on the height of your 
trailer tongue. The No. 108 Hitch is for bumpers 
up to 4 in. wide. The No. 109 is for bumpers up 
to 5!4 in. wide. Ball not included. 



No. 108 Bumper Hitch Ship. Wt., 3 lbs. _#1.35 
No. 109 Bumper Hitch Ship. Wt.,3A lbs. #1.50 
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FLOOR PLANS 

Easily altered to meet 


It is a fact that no two people have the same ideas 
regarding interior arrangements of trailers and these 
suggestions are given to help you design your own. 
Practically every plan can be incorporated in the vari- 
ous lengths. One thing is certain -- these arrange- 
ments give you a maximum of roominess. You will 
not feel cramped or stuffy in any of them. The il- 
lustrations below are scaled 4 feet to 1 inch. All have 
side doors. All use 24 in. windows in the peak and 
30 in. windows in the sides and ends except where 
otherwise noted. 15 feet is the maximum length 
shown, for we believe that 15 feet is as long as a 
trailer should be. All plans are one width -- 74 in. 
inside. The overall outside width depends upon the 
thickness of your walls. The little white squares in 
the outlines indicate the location of studdings. The 
work board in the galley is 16 in. wide with drawers 
and cabinets beneath. Refrigerator is beneath stove 


for 3 Sizes of Trailers 
your own preferences 

in each plan. Locations of lights (L) and ventilators 
(V) are suggested. The dotted line indicates the 
table which, except in those designs having a perma- 
nent table, may be removed and stored away. 


Suggested Axle Locations on Trailers of 
Various Lengths 


12 ft. 

Trailer 4 

ft. 

3 

in. from rear end 

13 ” 

” 4 

a 

IVi 

” ” ” ” 

14 ” 

” 5 

” 


a a a 

15 ” 

” 5 

it 

4Yi 

a a a a 

16 ” 

5 

” 

9 

a a a a 


The above are merely suggestions and we 
assume no responsibility whatsoever for their 
accuracy. Read our comments on locating 
trailer axles on page 4. 


DIAGRAM "A” a 12-foot Plan 
for 2 Passengers 

Cozy and comfortable yet extremely well 
lighted and roomy - a plan that is hard to 
beat in a 12 footer for 2 people. Can easily 
be expanded to 13 ft. in length, but there’s 
little to be gained in doing so. This is the 
plan used in the Gilburg trailer illustrated 
on page 34. Incorporates bed arrangement 
described in Diagram "H”. 24 in. windows 
in peak; 30 in. windows in sides and back. 
Table is stored between rear bed ends 
when not in use. 



TWO PLANS FOR 
DIAGRAM "B” 

A unique arrangement 
that incorporates perma- 
nent beds — single or upper 
and lower, and, although 
the aisles on either side 
may seem narrow, they are 
wide enough. Uses 4 bed 
ends No. 568 and Mattress 
No. 549 or No. 550. Water 
tank is beneath bed at rear. 
Table drops when not in 
use. Folding chairs No. 
542 are recommended. 

DIAGRAM "C” 

Here’s a popular ar- 
rangement for 4 people. 
Two lower beds can be used 
or two lowers and two 
uppers as described in Dia- 
gram "K”. When used as 
two lowers, cushions may 
be thrown about in studio 
couch style. There’s plenty 
of room for storing bed 
clothing in sliding drawers 
beneath beds on each side. 


15 FT. TRAILERS - Affording Plenty of Room for 4 People 
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14 Feet "The Ideal Length for a Trailer** 

Here are Four Plans for 2 to 4 Passengers 

With 14 feet you can incorporate most any arrangement you desire with plenty of room if you are not 
too extravagant in your demands. A 14 foot trailer is easy to transport and affords every factor of convenience 
and economy. Study these arrangements - take a rule and measure the room in each -- scale 4 ft. to 1 in. 
Closets and cabinets are merely suggested -- you can do what you please with these spaces. 24 in. windows 
are used in the peak! 30 in. in sides and ends. 


DIAGRAM "D” 

All the room you need -- and 
then some. Space for radio cab- 
inet, desk, or toilet if you wish. 
Uses bed arrangement "H” for 
two people or "I” for four 
people providing the wheel hous- 
ings do not interfere -- see com- 
ment with Diagram ”1”. Dining 
table goes between seats as is 
shown in Diagram A or E. 
24 in. windows in peak and 30 
in. windows in sides and rear. 
The vanity -- with mirror -- will 
be appreciated by the women. 

DIAGRAM "E” 

This is the arrangement used 
in the Jim Dandy Cabin Cruiser 
shown on pages 32 and 33 and 
is designed like a section in a 
Pullman car and will give you 
the same coach-like comfort. Bed 
arrangements H or I may be 
used - for two or four people. 
The adaptability of bed design 
I in a 14 ft. trailer depends en- 
tirely on the height of your wheel 
housings. Read comments care- 
fully. In 15 ft. trailers this dif- 
ficulty is not experienced with 
this arrangement. 

DIAGRAM "F” 

For two people who demand 
lots of room, here’s a plan that 
is one of the most popular of all. 
A studio couch may be used or 
you can build your own by fol- 
lowing Diagram J and using the 
mattresses and boards specified. 
This is the double bed idea de- 
scribed in Diagram "J” of the 
Jim Dandy Model T Cabin 
Trailer Plan Book and is easily 
built. 

DIAGRAM "G” 

Shows how permanent lower 
or upper and lower double beds 
can be arranged in a 14 ft. trail- 
er. This suggestion is good for 
a 15 ft. trailer also. A perma- 
nent breakfast nook makes beds, 
table and seats always ready for 
use without making up. Uses 
mattresses No. 549 or 550. 
Springs 74x44 may be installed, 
but proper headers for fastening 
springs or bases should be placed 
in the body frame. 
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Everything to Build the Body of Your Trailer 

We provide the materials to do it Best! 


thick 


BASSWOOD 
PANELS 
for Roof Decking 
and Interior Finish 

Two-ply basswood panels 
:;36 in. in size and Z& in. 
that make a light and 
beautiful finish for 
the interior of your 
trailer. This is ideal 
material also for the 
decking of your trail- 
er top and is the 
decking we recom- 
mend for best con- 
struction. Some build- 
ers find this material 
ideal also for the out- 
side of their trailers 
where weight is a 
factor. The size of the pieces, however, makes it 
necessary to use moulding (our No. 215) to cover 
the joints. This plywood is made with waterproof 
glue and is moisture resistant. It bends around 
corners easily and gracefully. Apply with No. 285 
flat head nails. 

No. 225 Basswood Panels, each 75$ 

Shipping Weight, 2 Za lbs. each 



STAMPED STEEL CORNER BRACES 

lxl in. size, copper finish. Hollow and 
very strong. Use these braces in unlined 
trailer top frames for good appearance. 
Use %x6 screws (Catalog No. 330) 
when attaching to both sides of % in. 

lumber. When used singly, 
use % in. No. 10 screw (Cat- 
alog No. 334) . Note these 
low prices. 

No. 281 Corner Braces, 
12 $; 6 Dozen .65$; Gross #1.25 



Dozen 


Shipping Weight, 8 oz. per doz. 



COUNTERSUNK BODY NAILS 

For attaching body siding -- Masonite, plywood or 
metal. Barbed shanks; cement coated. 1 lb. pack- 
ages only. 

No. 287 Body Nails, % in. long, 1 lb 40$ 

Shipping Weight, 1 lb. 4 oz. 

No. 288 Body Nails, 1 in. long, 1 lb. 30$ 

Shipping Weight, 1 lb. 4 oz. 


SMALL FLAT HEAD NAILS 

One size only. 17 gauge, % in. long. Recom- 
mended for applying plywood or sheeting on top or 
sides. Also suitable for nailing Masonite to sides. 
Sold by l A lb. box only. About 400 nails to box. 

No. 285 Nails, per *4 lb. box 7$ 

Shipping Weight, 6 oz. 


BODY FINISH 
MOULDING 


Especially made birch 
moulding for covering siding joints, seams, trimming 
the outside and inside of your trailer. % in. wide, 
Zs in. thick. Made of hardwood, it can be bent 
around curves and will not split. Cannot be bent 
edgeways. Drill and countersink screw holes when 
applying. No. 6 oval head screws set about 5 in. 
apart are most satisfactory, but it may be applied with 
small nails or escutcheon pins. Comes in lengths 6 
to 12 feet. We reserve the right to fill your order 
with these miscellaneous lengths. Minimum order. 
50 ft. 


No. 215 Wood Moulding, per ft 2 1 /2$ 

50 ft #1.20 100 ft #2.40 

Packing charge - 25$ extra per order. See page 9. 
Shipping Weight, 50 ft., 5 lbs.; 100 ft., 6 lbs. 
Shipped only by freight or express. 


BODY FINISH MOULDING 
Same as Above but Made of Metal 

White metal moulding same shape and dimensions 
as wood moulding described above. Can be bent 
edgeways on long curves, such as around fenders. 
Some use wood moulding on straight lines and curves, 
and metal moulding around fenders requiring edge- 
ways bend. Apply with No. 6 oval head screws. 
Comes in rolls. Can be shipped by parcel post. No 
packing charge. 

No. 216 Metal Moulding, per ft. 8$ 

Shipping Weight, per ft. Zz lb. 

No. 331 Oval Head Screws, per gross 25$ 
Shipping Weight, per gross, 11 oz. 

No. 333 Oval Head Screws, 

Nickeled Finish, per gross 35$ 

Shipping Weight, per gross, 11 oz. 


CONCEALED HEAD 
MOULDING NAILS 

For attaching wood or metal body mouldings where 
a concealed head finish is necessary. Best to drill 
holes in moulding when applying. Barbed shanks; 
japanned finish. 1 lb. packages only. 

No. 286 Moulding Nails, 1 lb._* 40$ 

Shipping Weight, 1 lb. 4 oz. 



ESCUTCHEON PINS 


For applying body moulding, drip moulding, 
panels, etc. 

No. 289 Escutcheon Pins, 1 in. long, 1 lb 50$ 

Shipping Weight, 1 lb. 4 oz. 

No. 290 Escutcheon Pins, 1 Va in. long, 1 lb. 50$ 
Shipping Weight, 1 lb. 4 oz. 


22 


Trailer Supply Co., Wausau, Wisconsin 



A Gusset-Type Body Brace that will 
Make Your Trailer as Solid as a Rock! 

Use this body brace if you want a substantial trailer frame. Can be 
used on all types of trailer and truck bodies. Easily bent for round corners. 
Either side may be trimmed off for window and door openings. Stamped 
of 14 gauge steel. 8 l A in. wide, 3 A in. high; projection V/ 2 in. wide, 
2}4 in. long. Screw holes countersunk so that metal iself is sunk into 
wood. Each brace takes 11 No. 327 wood screws. In using this brace, 
set it in to the wood the thickness of the metal so that the siding will 
cover it smoothly. A frame built with these braces will not vibrate or 
spring. It is as solid as a rock. Use them in your trailer. 

No. 201 Body Braces, each 12$; dozen #1.40 

Shipping Weight, each 12 oz.; dozen 7 lbs. 


HEAVY 

CORNER BRACES 

You need these for bracing the 
wood stringers and cross beams of 
the wood foundation of your trailer 
body. They are made of .125 gauge 
wrought steel. Used also for brac- 
ing wheel house frames, bed sides, 
etc. — wherever an extra strong cor- 
ner brace is required. Each brace 
takes 4 flat head wood screws in 
size given below. Screws not fur- 
nished. 

No. 270 IV 2 XIV 2 in., dozen 55$ 

Shipping Weight, 2 lbs. 1x10 screws 

No. 271 2x1 V 2 in., dozen 65$ 

Shipping Weight, 3 lbs. 1x10 screws 

No. 272 2 V 2 XIV 2 in., dozen 85$ 

Shipping Weight, 3/ 2 lbs. 1x12 screws 



CORNER 
BRACES 

For bracing studdings, 
headers, top ribs - any 
corner where additional 
strength is desired. Light, 
strong -made of wrought 
steel - easy to apply ~ 
put them in every corner 
and have a rigid body 
that vibration will never 
weaken. The No. 273 
braces are recommended 
for fabricating the top frame. Use flat head wood 
screws. Size and number of screws required for each 
brace given below. Screws not furnished. 

No. 273 lxlx 1 /^ in., gross #1.25 

Shipping Weight, 3 A lbs. Two Ax6 screws 

No. 274 2 x2x^ 8 in., 2 dozen 35$ 

Shipping Weight, 2 lbs. Four 3 Ax8 screws 

No. 275 3x3x% in., 2 dozen 55$ 

Shipping Weight, 4 l A lbs. Four 3 Ax9 screws 



"T” and "L” 
PLATES 

In building a trailer, 
there are many places in 
which these wrought steel 
plates will add a world of 
strength. Use them especial- 
ly on your door frame ~"L” 
plates on the corners, "T” 
plates on the headers. Set 
them in flush. Also used for 
attaching studdings to lower 
and upper plates of body 
frame. Use flat head wood 
screws. Size and number of screws required for each 
plate given below. Screws not furnished. 

"T” Plates - 5 Screws Each 

No. 276 — 2 ^ 2 x 2 V 2 XV 2 in., 2 dozen #1.30 

Shipping Weight, l l A lbs. 3 Ax7 screws. 

No. 277- 3x3x 5 / 8 in., 2 dozen #1.50 

Shipping Weight, 2 lbs. 3 A x 8 screws. 

"L” Plates -- 4 Screws Each 

No. 278 -- 2x2x 3 /s in., 2 dozen 30$ 

Shipping Weight, 1 lb. Y& x 5 screws. 

No. 279 - 2 1 / 2 x 2 1 / 2 X 1 /2 in., 2 dozen 35$ 

Shipping Weight, 1A lbs. 3 A x 6 screws. 

No. 280 — 3x3x 5 /s in., 2 dozen 40$ 

Shipping Weight, 2 lbs. 3 A x 8 screws. 



A Pair of Good Saw Horses Put 
Together in a Few Moments with 
BRONCO METAL JOINTS 

When you start to build a trailer, you will need 
a pair of good saw horses. With Bronco Metal 
Joints it takes but a few moments to put a pair to- 
gether that are as solid as a rock. These brackets are 
made of malleable iron with lock tight grippers into 
which the lumber is forced preventing any side sway 
or movement of any kind. No additional bracing 
necessary. No nails, bolts or screws are used. No 
angles, bevels or joints required. Horses or trestles 
of any width or height can be made with them. 
No. 526 Bronco Metal Joints for 1x3 in. 

lumber, per set of 4 #2.25 

Shipping Weight, 4 lbs. 

No. 527 Bronco Metal Joints for 2x4 in. 

lumber, per set of 4 #4.00 

Shipping Weight, 11 lbs. 
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time. These are good 
only in gross lots. 


WOOD SCREWS 

We carry only those 
sizes that are most likely 
to be used in building a 
trailer. Under most items 
in this catalog requiring a 
special screw, such screws 
are listed immediately fol- 
lowing the items. The fol- 
lowing is a complete list of 
the wood screws we carry. 
Make up your order from 
this list — save shopping 
:rews - priced right. Sold 


FLAT HEAD WOOD SCREWS 


No. 321 

Size 

4 

Length 
V 2 in. 

Gross 

15$ 

Ship. Wt. 6 oz. 
” ” 8 oz. 

No. 322 

5 

Vs in. 

15$ 

No. 323 

6 

V 2 in. 

15$ 

” ” 8 oz. 

No. 324 

6 

V 4 in. 

20$ 

” ” 10 oz. 

No. 325 

8 

V 4 in. 

25$ 

” ” 13 oz. 

No. 326 

9 

V 4 in. 

25$ 

” ” 14 o Z . 

No. 327 

10 

1 in. 

25$ 

” ” 1 lb. 

No. 328 

10 

1 V 2 in. 

30$ 

” ” PA lb. 

No. 329 

12 

1 in. 

25$ 

” ” PA lb. 

OVAL HEAD 

WOOD SCREWS 

No. 331 

Size 

5 

Length 

1 in. 

Gross 

25$ 

Ship. Wt. 11 oz. 

No. 332 

6 

1 l A in. 

30$ 

” ” 14 oz. 

Nickel Plated for Interior Finish, Mouldings, etc. 

No. 333 

Size 

5 

Length 

1 in. 

Gross 

35$ 

Ship. Wt. 11 oz. 


T. S. Co. Special - WASHER 
HEAD SIDING SCREWS 

Size 6 screws Vs in. long with 
very flat, washer heads for applying 
siding to body. Have a rust proof 
cadmium finish. These screws make 
a very rigid job. The washer heads 
hold the siding flat and smooth and 
keep the screw holes covered in case 
they should wear larger through vi- 
bration. This is not apt to happen 
though if the screws are solidly tightened 
when applied. Always go over the body and 
tighten siding screws before painting or re- 
painting. Sold only by the gross. 

No. 335 Siding Screws, Gross 75$ 

Shipping Weight, 12 oz. 




BOLTS - RIVETS 
WASHERS 

We carry only those 
sizes of Machine Bolts, 
Carriage Bolts and Rivets 
called for in the con- 
struction of the average 
trailer. Good quality 
bolts complete with nuts. 
Sold only by the dozen. 


MACHINE BOLTS 
Sizes and Prices 


No. 341 

Size Length 
Vtxl in. 

Dozen 

10$ 

Ship. Wt. 8 oz. 

” ” 10 07. 

No. 342 

*4x1 V 2 in. 

10$ 

No. 343 

V 4 X 2 in. 

10$ 


” 11 oz. 

No. 344 

V 4 X 2 V 2 in. 

10$ 


” 12 o z . 

No. 345 

Vtx 3 in. 

15$ 

>> 

” 13 oz. 

No. 346 

V4X3V2 in. 

15$ 

yy 

” 14 oz. 

No. 347 

Vsx2V4 in. 

20$ 

yy 

” VAlb. 

No. 348 

Vsx3 in. 

20$ 

yy 

” 2 lbs. 

No. 349 

Vsx3 x A in. 

20$ 

yy 

” 2 lbs. 


No. 351 
No. 352 
No. 353 
No. 354 
No. 355 
No. 356 
No. 357 
No. 358 
No. 359 


CARRIAGE BOLTS 
Sizes and Prices 

Size Length Dozen 


Vtxl in. 
Vtxl Vi in. 
Vax2 in. 
Vtx2 Vi in. 
V4x3 in. 
V 4 X 3 V 2 in. 
Vsx2 3 A in. 
Vsx3 in. 
Vsx3 l A in. 


10 $ 
10 $ 
10 $ 
10 $ 
10 $ 
154 
204 
20 $ 
20 $ 


Ship. Wt. 9 oz . 
” 10 oz. 
” 11 oz. 
” 12 o Z . 

” 13 oz. 
” 14 oz. 
” PA lb. 
” 1 3 A lb. 
” PA lb. 


STOVE BOLTS WITH NUTS 

One size only. Bolts flat head l Vs in. long 
with 10/24 thread nuts to fit. Recommended for 
construction of top frame as illustrated and described 
on page 41. Use No. 365 Lock Washers. Sold only 
by the gross. 

No. 336 Stove Bolts and Nuts, gross 50$ 

Shipping Weight, 2 lbs. 

LOCK WASHERS 

No. 365 A in. 100 15$ Ship. Wt. 6 o Z . 

No. 366 V 4 in. Doz. 5$ ” ” 4 oz. 

No. 367 Vs in. Doz. 5$ ” ” 4 oz. 

RIVETS 
Sizes and Prices 

No. 361 V 4 XV 4 in. Doz. 10$ Ship. Wt. 8 oz. 
No. 362 Vsx 3 A in. Doz. 10$ ” ” 12 oz. 


Weights of Materials 
Per Square Foot 

Masonite Quart-R-Board 12% oz. 

Masonite Presdwood Vs in. 11 oz. 

Masonite Tempered Presdwood 1/10 in. 9 oz. 
2-ply Basswood Panelling Vs in. 4 % oz. 

Vs in. Basswood Sheeting 4 % oz. 


Weight of Pine Lumber 
Per Lineal Foot 

lYsxlYs (net) Studding 7Y4 oz. 

l%xl% (net) Studding 9 oz. 

1x2 (i~S|xl Ys net) 4 Vi oz. 

6 in. Flooring (f|x5 % net) 11 oz. 

4 in. Flooring (\§x3 x A net) 7Vi oz. 
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ANGLE 
STEEL 

We can furnish 
angle steel only in 
the following sizes. 
Sold only in units 
of one foot and 

minimum order of 5 feet. 

No. 172, 2V2x2xy& in. Angle, per foot 35$ 

Shipping Weight, about 4 Vi lbs. per foot 

Note: This is the angle recommended for the 

sills on the Jim Dandy Cabin Cruiser. 

No. 173, 2x2x l A in. Angle, per foot 25 $ 

Shipping Weight, about 3 A lbs. per foot 

No. 174, 2x2xj^ in. Angle, per foot 20$ 

Shipping Weight, about 2/i lbs. per foot 
No. 175, 1 Vzxl Vzx l A in. Angle, per foot 20$ 
Shipping Weight, about 2/z lbs. per foot 



CHANNEL 
STEEL 

Here is the 
channel recom- 
mended for the 
sills of the Jim Dandy Cabin Trailer chassis frame. 
It is 3 inches wide across bottom. Sides are 1 % 
inches high. Sold only in units of one foot and 
minimum order 10 feet. 

No. 170 Channel Steel, 3 in., per foot 30$ 

Shipping Weight, about 4 lbs. per foot 



Made of pine to follow the outside contour of the 
various wheel and fender housings. Mounted front 
to back on lower plate of body frame -- practically a 
continuation of the plate. Secure to plate with small 
corner braces No. 270. Use same braces to secure any 
studdings to these frames that may be necessary. 



For the Jim Dandy Cabin Trailer 

P/sxU/s in. to fit Wheel Housings No. 183. Made 
of pine exactly as shown in Diagram "D” of the Jim 
Dandy Cabin Trailer Model "T” Plan Book. 

No. 188 Wheel House Frames, pair #2.00 

Shipping Weight, 8 lbs. 

For the No. 181 Fender Housings 

lAxl 3 A in. Made of pine to fit contour of Fender 
Wheel Housings No. 181 exactly as called for in Sec- 
tion 1 of Diagram "C” of the Jim Dandy Cabin 
Cruiser Model C Plan Book. 

No. 186 Wheel House Frames, pair #2.25 

Shipping Weight, 8 lbs. 


BODY 
CURVES 
Rear 

These are the 
rear corner curves 
for the Jim Dan- 
dy Cabin Cruiser. 
The curves for the 
plates are used in 
their full size as 
indicated by lines 
"B”. They are 

l Va x 1 3 A in. Use 
No. 196 in oak for lower plate, and 

No. 195 in pine for upper plate and 

header. Trim at lines "A” for header. No. 197 
curves are already trimmed and are of pine only 3 A 
in. thick for headers on the curves between upper and 
lower plate and should be used to form the siding 
gracefully and solidly. Trim inside if necessary to 
meet studding or plate widths or thicknesses. 

No. 195, l 3 Axl 3 A in. Curves, Pine, each _20$ 
Shipping Weight, 1 l A lbs. 

No. 196, l 3 Axl 3 A in. Curves, Oak, each 254 
Shipping Weight, 1 3 A lbs. 

No. 197, 3 Axl 3 A in. Curves, Pine, each _15$ 
Shipping Weight, Vi lb. 

BODY CURVES 

Front 

With these pieces to 
form your siding, grace- 
fully rounded corners are 
easy to make. Look at 
the Jim Dandy Cabin 
Cruiser on page 31. 
These are the parts de- 
signed for it. Curves for 
the lower and upper 
plates are used in full 
size indicated by lines 
"B”. Use No. 193 in 
oak for lower plates, No. 
192 in pine for upper 
plates and headers, but 
trim at line "A” for 
header. No. 194 curves are trimmed at "A” lines 
and are of pine only 3 A in. thick for in between plates 
and headers to form the siding. Trim inside if neces- 
sary to meet studding or plate thicknesses. 

No. 192, l 3 Axl 3 A in. Curves, Pine, each __ 204 
Shipping Weight, l l /z lbs. 

No. 193, 1 3 / 4 x1 3 / 4 in. Curves, Oak, each __25 4 
Shipping Weight, 2 lbs. 

No. 194, 3 Axl 3 A in. Curves, Pine, each 15$ 

Shipping Weight, 3 A lb. 




WINDOWS AND SCREENS 
for Trailer Doors 

Exactly like No. 230 windows and screens 
on page 25 but 18 in. wide, 15 in. high. This 
permits you to put door window in line with 
other windows in trailer. 

No. 231 Window 8c Screen, set__#3.60 
Shipping Weight, 12 lbs. 



SCREENS TO MATCH 

Screens with a very fine quality pearl mesh screen wire in the same 
lengths and widths as the windows. These finer windows and screens 
cost little more than pine windows but one glimpse of them will convince 
you that they’re worth it! 


Sliding 
Type 

This is per- 
haps the most 
economical in- 
stallation and is 
described on 
page 28. The 
screen is on the 
outside and the 
window slides up 
and down on the 
inside. Very 
easy to install. 

Three Different Ways 
to Use These Windows 
and Screens 

You can now have exactly 
the kind of windows you want 
for your trailer. By using our 
No. 230 windows and screens 
we can provide the equipment 
for installing and operating them in any manner you wish — 
depends on how much you wish to put into them. On the fol- 
lowing pages these installations are described, the sizes of the 
openings are given and everything necessary for their installa- 
tion and operation is listed. We can provide windows and 
screens of any size on special order. Every dimension and com- 
plete specifications are necessary for a price quotation. 


NO. 230 WINDOWS AND SCREENS 

1 window and 1 screen in either of 
the 18, 24 or 30 in. sizes. 

Be sure to give size $0 60 

wanted. Price per set J 

Single windows, any size #2.00 
Single screens, any size__$1.60 
Shipping Weight, 18 in. set, 13 lbs.; 
24 in. set, 14 lbs.; 30 in set, 13 lbs. 


Projecting 

Type 

This popular 
installation is 
described on 
page 26. Hun- 
dreds of trail- 
er builders 
have used it. 
Window is 
hinged on out- 
side and is op- 
erated by arms 
through screen 
on inside. 


Automobile 
Regulator Type 

To meet the demand of 
hundreds of builders, we 
have adapted the automo- 
bile window regulator for 
use with our windows. This 
window is the finest kind 
you can install and is de 
scribed on page 27. 
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At Last-Real Windows for Your Trailer 

And Three Practical Ways to Install Them 

Made by one of the leading mill- • 
work manufacturers of America es- 
pecially for Trailer Supply Company. 

Frames are only & in. thick and made 
of northern birch, a close textured wood 
that does not absorb moisture easily. 

Double strength Lustra glass is used. 

It is set in putty, but held in the sash 
with a wood bead. No putty can jar 
loose. Broken glass can be replaced by 
removing the bead. A fine, more sub- 
stantial wood window cannot be ob- 
tained. Made in one depth - 17 in. but 
in three convenient widths as illustrated. 

Use these splendid windows for long 
service and satisfaction and avoid the 
trouble that goes with cheap pine win- 
dows which absorb moisture and swell 
like a sponge requiring constant fitting. 
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The Most Popular of all Trailer Window Installations 

Trailer Builders Everywhere Favor this Low-Cost Equipment 


One glance at this window installation will convince 
you of its desirability for house trailers. Perhaps not the 
cheapest but you’ll do a lot of hunting to find anything 
better at the price. The illustration shows the No. 214 
drip moulding, the No. 215 body finish moulding, the No. 
242 one piece waterproof hinge, the No. 230 window and 

screen, the No. 235 win- 
dow arms -- all in actual 
use. There are hundreds 
of trailers on the 
road with this very 
installation and it 
serves most satisfac- 
torily in every one 
of them. The design for 
this window was original- 
ly given in the Jim Dan- 
dy Trailer Plan Book and 
has become more or less 
standard throughout the 
country because of 
its universal satis- 
faction. 

The diagram at 
the right gives in- 
stallation details. 
While the diagram 
shows a 1 % in. 
upper plate and 
header, it is pos- 
sible, by using stop 
No. 210 between 
window and screen, 
to reduce this to 
1 in. which is prac- 
tical by using rather 
stiff lumber. Care 
must be exercised 
in cutting holes in 





screens through which window arms project. Best to 
install windows completely before cutting holes - mark 
holes in screens, cut them neatly and just large 
enough to take arms. 



ft-* 


Full Length 
WINDOW 
HINGES 
T. S. Co. Special 

Here are the hinges trailer builders everywhere 
have been looking for. Full length, waterproof, they 
are perhaps the most satisfactory of all window hinges 
for trailers, trucks, busses, etc. No mortising re- 
quired. Mount them right on window and frame. 
These hinges are made of steel, drilled and counter- 
sunk for No. 4 screws. Screws not furnished. Fur- 
nished only in lengths given below. 

No. 240 Hinge, 18 in. long, each 30$ 

Shipping Weight, 1 lb. 

No. 241 Hinge, 24 in. long, each 40$ 

Shipping Weight, 1 % lbs. 

No. 242 Hinge, 30 in. long, each 50$ 

Shipping Weight, 1 Vi lbs. 



T. S. Co. Special 

WINDOW 
ARMS 

The Most Widely 
Used Trailer Win- 
dow Opening and Closing 
Device on the Market. 

Hundreds of sets in use. Made 
of steel and cadmium plated, they 
are strong, good looking and work 
beautifully. Made in pairs — 1 
right and 1 left, they fasten on 
each side of the window, the arm 
projecting through the screen 
frame beneath the opening en- 
abling you to open window to 
half or full position. When closed, 
the arm provides a secure lock. 
Sets are complete with all screws. 
Can be used on any kind of 
window. 

No. 235 Window Arms, 

Per pair 50$ 

Shipping Weight, 1 lb. 

Set of 8 pairs $ 3.75 

Shipping Weight, 4Vi lbs. 

WINDOW STOP 

A thin stop for between 
window and screen where 
only a small space is pro- 
vided. Made of metal % 
in. wide with bead % in. 
high, and J4 in. thick. Apply with small brads. 
Sold only in 8 ft. lengths. 

No. 210 Stop, per 8 ft. length 35$ 

Packing charge, 25$ extra per order. See page 9. 
Shipping Weight, one length, 2 Vi lbs. 
Additional lengths, add Vi lb. per length 
Shipped only by freight or express. 



L. 
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Automobile Type Windows Easy to Install 


A turn of the handle and windows slide up and 
down with ease and smoothness of the windows in 
your car. They can be installed with ease. For genu- 


ine trailer window satisfaction, these windows can not 
be equalled. Besides their convenience and good ap- 
pearance, they are surprisingly economical in cost. 


No casing is used in these 
windows. Openings are just 
in. wider than windows. Win- 
dows slide in light channel iron 
No. 262 which is mitered at cor- 
ners. Screw holes are drilled and 
countersunk and No. 4 screws 
are used in applying channel. 
See that screw heads are coun- 
tersunk below surface of chan- 
nel to insure a smooth slide. 
Diagram shows 1 % in. upper 
plate. This dimension should be 
used for a practical installation. 

The regulator plate comes 
mounted on a light steel angle 
which should be rabbeted into 
the window and fastened with 





AUTO WINDOW 
REGULATORS 

These regulators are the 
simplest, sturdiest and most 
practical regulators on the 
market for trailer windows. 



''3/4." X 1 3/4" 



G\ 



Ready to 
Attach 

They are fool-proof reg- 
ulators without any springs 
or complicated mechanisms. 
They are easy to install - 
4 screws and they are all 
set. The plate and bar shown above comes 
assembled. Do not fail to give widths of 
windows for which you order these regulators. 
Where you haven’t room to operate crank 
handle we’ll furnish wing handle as shown in 
circle on request. Length of regulator, 18 in. 
No. 260 Window Regulator for 
18, 24 or 30 in. window, each #2.50 
Shipping Weight , 5 lbs. 


FRONT VIEW OF INSTALLATION 

screws. Install all sills, then put 
window in place and attach regu- 
lator. Note that regulator is mount- 
ed slightly off center. 

The retainer strip No. 263 is 
absolutely essential as this prevents 
water from running down on the 
inside of the wall and it is neces- 
sary to install this strip carefully in 
order to get a tight fit to the win- 
dow or else it is bound to leak. 

5 /8 in. STEEL CHANNEL 

Made to take 
the No. 230 Win- 
dow. 7 foot piece 
is enough to make 
slide for one 30 
in. window. Sold 
only in 7 ft. lgths. 

No. 262 Channel, 7 ft. pc._25^ 
Shipping Weight, 1 piece, 3 l A lbs. 

Additional pieces, lVi lbs. each 
Packing charge 25^ extra per order. 
Shipped only by freight or express. 

RETAINER STRIPS 

A metal and rubber unit for 
making windows water tight. 

Rubber has flexible lip as shown 
that fits tightly against window 
sash. Metal strips have screw 
holes. Sold only in 18, 24 and 30 in. lengths. 

No. 263 Retainer, per length 50$ 

Shipping Weight, about 1 lb. 

Sponge Rubber 
Window Cushion 

A splendid cushion to 
go between window and | 
screen as shown in dia- ^ 
gram above. % in. thick. 

Has self sealing adhesive back. 

No. 264 Cushion, 10 ft. roll 50$ 

Shipping Weight, % lb. 
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THE SLIDING TYPE OF WINDOW 
IS MOST ECONOMICAL AND 
EASIEST TO INSTALL 

All you need is a win- 
dow, screen and a pair 
of No. 236 or No. 237 
window catches. Window 
opening is Vi in. wider 
than width of win- 
dow to be used. 

Opening is lined on 
sides and top with 
% in. hardwood 
casing. The width 
of upper plate 
shown in diagram 
is 1 % in., although 
you can use any 
width you want 
down to 1 Vi in. by 
using stop No. 210 
between window and 
screen which is only 
% in. thick. We do 
not advise this on 
this type of win- 
dow, however, as a 
smooth groove 
should be formed 
for easy operation 
of window. 

All details of this 
installation are 
clearly given in the 
diagram which has 
been shortened in 
depth to conserve 
space. Follow this diagram carefully and you cannot 
go wrong. Important: See that the screws holding 
the window catches are cut off to miss the glass when 
you mount them on the window sash. 

Window Catches 

Made of polished bronze, 
1 in. wide, 2% in. deep. Sold 
in pairs - 1 right and 1 left. 
Screws are furnished. Al- 
though three strikes are fur- 
nished with each catch, we 
recommend that catch be 
mounted on sash and holes bored in the jam to take 
the catch in the positions desired. 

No. 236 Window Catch, pair #1.50 

Shipping Weight , 1 Vi lbs. 

FRICTION 
CATCHES 

for Sliding 
Windows 

A clever little automatic 
catch - holds window at any 
height. No holes in stop 
necessary. Prevents rattles. Mount catch near top of 
window. Easy to install and holds window securely. 
Can be used on windows of your home also. Cadmium 
finish, cannot rust. Sold only in pairs - one right 
and one left. 

No. 237 Friction Catches, pair 35^ 

Shipping Weight, 8 oz. 






STEEL WINDOW AND SCREEN 
ASSEMBLY FOR TRAILERS 

Complete window and screen assemblies of steel 
for builders who want a waterproof, insect proof 
window that will give real service. The opening is 
cut to size and the frame inserted in two parts -- one 
from the outside, one from the inside. Windows are 
opened from the inside to three open positions. Fit 
snug with body or side wall. Made in 6 sizes for 
2 in. wall. Complete with screen but not glass. Use 
double strength glass, which is easily installed by re- 
moving screws in corner of window frame. 


No. 245 Window, 

Body Opening 17 7 /sxl& 7 /a in. #5.30 

No. 246 Window, 

Body Opening 17%x24V4 in #5.40 

No. 247 Window, 

Body Opening 17%x32f§ in #5.65 

No. 248 Window, 

Body Opening 133 / sxl83 / 8 in #5.10 

No. 249 Window, 

Body Opening 13%x24Vi in. #5.30 

No. 250 Window, 

Body Opening 13%x32f| in. #5.55 


Shipping Weight, approximately 10 lbs. each 
Shipped from factory in Detroit, Michigan. 



GARNISH 
MOULDING 

This is the moulding 
to put an attractive steel 
bead around your window 
openings as shown in win- 
dow assembly, page 27. 
Keeps out moisture and 
adds auto body touch to 
your job. Made of steel. Overall width, in. 

Can be easily cut narrower. Apply with No. 331 
oval head screws. Sold only in 16 ft. lengths. 

No. 217 Garnish, per 16 ft. length 85<£ 

Packing charge, 25^ per order extra. 

Shipping Weight, 1 length, 10 lbs. 

Each additional length, 4 lbs. 

Can be shipped only by freight or express. 

SUGGESTION: 


Install door window listed on page 24 as shown 
in Diagram above. The sliding type of window 
works splendidly in doors. 
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SPECIAL STEEL WINDOWS 


WITH CURVED TOPS 

For real class in steel windows that give your 
trailer that streamline coach appearance, these DeLuxe 
window and screen assemblies are the last word in 
design. Frames are made in two sections -- one in- 
serted from the inside and one from the outside to 
fit side walls 1 % in. thick and over. Made in three 
sizes. Glass not furnished. Double strength glass is 
recommended for these windows which is easily cut 
and installed. 

No. 251, Body Opening 17 1 /8xl9 1 /s in. #5.65 
No. 252, Body Opening 17 1 /sx25 1 /8 in. $5.75 
No. 253, Body Opening 17 1 /8x33 1 / 8 in._ #6.00 
Shipping Weight, Approximately 10 lbs. each 
Shipped from factory in Detroit, Michigan. 



WINDOW SHADES - in Trailer Sizes 

Specially Priced 

Good, opaque fibre shades are probably more 
necessary in your trailer than they are at home for 
you certainly want to '"pull the shades” down at night 
when you retire. And these are good shades for little 
money. They have the appearance of high priced 
shades. Made of an amazing new fibre material that 
can be washed beautifully. We stock these shades in 
three trailer window sizes and two colors - Mauve, a 
lighter color; and Brown, a darker color. Be sure to 
give size and color desired. Shades are measured by 
the roller barrel width. All are 22 in. long and are 
complete with brackets and crocheted pulls to match. 

No. 375 Shade, 3014 in. wide each 55$ 

Shipping Weight, 1% lbs. 

No. 376 Shade, 24 l A in. wide each 50$ 

Shipping Weight, 1 lb. 

No. 377 Shade, 18 l A in. wide each 45$ 

Shipping Weight, 12 oz. 


AUTO DOOR LOCK 
SETS 

for Trailers 

This set is es- 
pecially assembled 
for trailer doors 
and will give your 
trailer that desired 
coach-like touch 
besides furnishing 
a very efficient 
door latch. Set 
consists of regular 
automobile lock- 
ing handle, heavi- 
ly nickeled finish. 

Latch is mortised into door frame inside. Shaft 
plenty long for cutting off to door thickness. Mount 
escutcheon on outside in vertical position and handle 
in horizontal position. Put this set on your trailer 
for greatest satisfaction. It is economically priced. 
Sold complete as pictured. 

No. 310 Door Lock Set #2.25 

Shipping Weight, 2 lbs. 



TRAILER 
DOOR HINGES 

Automobile type door hinges 
nade of extra heavy steel. Plates 
are 1 in. wide, 3 in. long. 
Holds door solidly and permits it to be swung back 
to trailer side. Use three hinges for best job but two 
will do for average job. Plates not drilled for screws. 

No. 311 Door Hinges, set of 2 55$ 

Shipping Weight, set of 2, 1V 2 lbs. 

No. 3113 Door Hinges, set of 3 75$ 

Shipping Weight, set of 3, 2 lbs. 




Size %xl% in. Sold 


THRESHOLD 

MOULDING 

Has flat edge and corru- 
gated top. Nicely finished. 
Made of white metal. Puts 
the desired finish to the en- 
trance of your trailer. Can 
be applied with round head 
screws or escutcheon pins, 
only in 2 ft. lengths. 


No. 211 Threshold Moulding, 2 ft. piece 25$ 

Shipping Weight, 1 ) 4 lbs. 



"T” MOULDING 

Use this moulding around 
the edge of your door - over- 
lap the crack - put an auto- 
mobile finish to it. Rabbet it 
into the door frame on the 
edge. Can also be used around 
refrigerator doors. Apply with flat head nails or 
screws. Made of steel. Sold only in 7 foot lengths. 
Two lengths sufficient for one door. 

No. 212 M T” Moulding, per 7 ft. lengths 45$ 
Packing Charge, 25$ extra per order. 

Shipping Weight, 1 length, 3Vi lbs. 

Each additional length, lVi lbs. 

Can be shipped only by freight or express. 
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Have Plenty of Fresh 

VENTILATE for Health 
and Comfort 

A house trailer is a compact house and good venti- 
lation is a necessity. You have the windows, of course, 
but an open window causes drafts ~ and there are 
times when you don’t want to open one - and those 
are just the times when ventilation is more necessary 
than ever. A ventilator in the top of the coach is 
correctly placed as stale air always rises to the ceiling 
and should be allowed to escape. A ventilator should 
also be placed at some point near the floor to permit 
fresh air to enter. 

If you use a heater or a light with a flame, a con- 
stant supply of fresh air is necessary as these burners 
soon consume the oxygen in the car, and without 
this important element the air soon becomes stuffy, 
heavy and the flames burn weakly, or not at all. 

Good ventilation prevents moisture from accumu- 
lating on the walls of the coach. It is the only pre- 
ventative for the dampness some users have experi- 



ROOF VENTILATORS 


Air in Your Trailer 

enced in their trailers. Instances have been reported 
where dampness was so bad that mould would ac- 
cumulate on the sides, floor and in odd corners. 
Ventilate and avoid dampness! 

Cooking odors should be permitted to escape be- 
fore they spread throughout the car. Such odors not 
only make the air disagreeable but they get into your 
clothing, bed clothing, etc., which is objectionable. 
Put a ventilated canopy over your stove to catch these 
odors and carry them outside. 
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DOOR or SIDE VENTILATOR SETS 

For cross ventilation in your trailer, install this 
ventilator in the door or in the side about a foot above 
the floor. The upper section of the illustration shows 
the part to go outside. The lower section shows the 
part to go inside. This section has a slide to open 
and close the ventilator and is screened to keep out 
insects. Outside plate is 10 in. long, 2 Vi in. wide 
and is cadmium plated. Inside section is 7% in. 
long, VA in. wide and is brushed nickel finished. 
Sold only in sets. Screws not furnished. 

No. 402 Ventilator Set #1.50 


Good ventilation is an absolute necessity for health 
and comfort in a trailer because of the comparatively 
small quarters - and the roof is the place to locate 
the ventilator. This ventilator is built to prevent 

leakage of water and, being of the exhaust type, will 

not draw in snow or dust. Easily installed by locat- 
ing a header board between 
roof rafters in desired loca- 
tion (preferably in center 
over beds) . Board should 
have hole 5 % in. in diameter. 
Ventilator is fastened by 
screws. Be sure to put a 
gasket or seal of some kind 
between ventilator and top. 
Do not cut hole for venti- 
lator in canvas or top ma- 
terial until after you have 
laid the canvas. This is easily done by running a 
sharp knife around hole in header board. The grille 
furnished for the inside is highly polished nickel and 
may be opened and closed. We recommend that a 
small piece of screen wire be laid over the hole before 
roof unit is mounted. This ventilator is an approved 
bus type made of rust resisting, lead coated steel with 
primer coat of paint. We believe you will not find 
as fine, efficient, or easily installed ventilator as this 
at the price. 

No. 401 Roof Ventilator, Complete with 

Grille and Screws #3.00 

Shipping V / eight, 6 lbs. 



INSIDE GRILLE 


Shipping Weight, lVi lbs. 


Eliminates 

Cooking 

Odors 


T. S. Co. Special 

STOVE CANOPIES 

Stale odors from cook- 
ing soon get into your 
clothes, cushions, bedding 
and become very 
obnoxious. Get 
rid of them. Put 
a ventilated cano- 
py over your stove 
and out they go! 
This canopy is 
made of 20 gauge 
galvanized iron to 
fit a 2-burner stove. It is 
21/2 in. wide, 24 Vi in. 
high and 15 in. deep. The 
vent pipe is 3 in. in di- 
ameter and has an adjust- 
able cap which may be 
opened and closed from 
the inside. Pipe extends 14 
in. above top of canopy. 
Those who want a healthy, 
well ventilated trailer will 
not overlook the importance of this canopy. 

No. 403 Stove Canopy #9.00 

Shipping Weight, 15 lbs. 
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The Trailer that has Everything! 


LOOK! 


T"'\ESIGNED for comfortable living - a coach, not a caboose! 

Its graceful lines harmonize with any car! It will win 
in any trailer beauty contest where comfort, ease of construc- 
tion and cost are considered. You can build a trailer like this for 
little money. No expensive tools or extraordinary mechanical 
skill required. All you need is the simplified plans showing 
every detail of construction with plain, easily understood dia- 
grams and instructions. Get started on this fascinating project 
which repays you a hundredfold in interesting fun and recre- 
ation. Have a trailer you will be proud to own and use! 


It is only 7/ 2 feet high, 
it is only 14 inches off the 
ground. It has electric lights, 
water, radio, refrigerator. 
It has automobile type win- 
dows, efficient ventilation, 
and plenty of closet and stor- 
age space. It has comfort- 
able beds. It accommodates 
2 to 4 people. It has every- 
thing you’ve wanted in a 
trailer and then some! 




« 




^or Salesmen with Sample Jjines, a frailer ©i 



"Cruiser” comfort enhances the enjoy- 
ment of trailer travel. Here you see the 
appointments of a luxurious railway 
coach adapted in a trailer. And it is 
all so easy and inexpensive to build — 
to have and to enjoy. The Plans tell all! 


Who could no£ 
prepare and enjoy 
a meal in the 
"Cruiser”? De- 
signed to make 
cooking and eat- 
ing one of the 
pleasures of trailer 
travel. Note the 
abundance of stor- 
age space, refrig- 
erator, pump, sink 
and a ventilated 
canopy over the 
stove to carry off 
all cooking odors. 


wart 


any 

char 

sonj' 


Radio an arm’s length from the seats. The table 
is stored at right of radio. Convenience, coziness, 
comfort are paramount features of the "Cruiser”. 


jTCail a ‘Dollar (£ill to J 


'lay will prove an incomparable Sales Stimulator 



No cramped quarters here. 


Light! Air! Room! Plus every 
accommodation for comfort- 
able living in a house trailer. 


Making up the beds is quick- 
ly and conveniently done. 
The backs of the seats form 
the upper berths. Sleep on 
deep, inner-spring cushions. 


CABIN 


The mirror is in the door 
of a spacious clothes closet. 


iild 


2 £ Designed for comfortable living! These views of the "Cruiser” 
interior prove it! The coziness of a yacht - the comfort of a 
OUT SC if s ^ ee P in g car combined to make trailer life not merely an out- 
ing but as convenient and practical as your home. If you be- 
hat such a trailer is expensive, the pictures have deceived you. The luxurious 
and equipment of the "Cruiser” is simply a matter of knowing how to put in- 
ive materials together. The plans show you how! And, while it is possible 
Id this trailer without buying a thing except those materials such as hard- 
lumber, etc., all parts are available — matched and sized to further simplify 
istruction and shorten the time of building. Please bear in mind, this trailer 
built in any size you wish — 12 to 16 feet or longer. Floor plans for all 
re given in the plans as well as various bed arrangements to accommodate 
* four people. For commercial purposes, the interior can be arranged to meet 
quirements for the display of samples, etc., and the coach will enhance the 
cer of any sales or service project. If you want a trailer or hope to have one 
ly, these plans will help you decide what kind to have and show you how little 
s and how easy it is to build it yourself! Send for these plans today. 


Vl DANDY, Sox 125, Wausau, Wisconsin 


THAT HAS EVERYTHING 





The First “CRUISER” 


Looking aft in Gilburg "Cruiser”. Bed for two is formed 
of the seat cushions. Designed for comfortable living. 


a 13 'Footer "Built from 

JIM DANDY 

PLANS 

Built by Mr. Roy Gilburg of Wausau, Wisconsin, 
who left for Florida upon its completion. Mr. Gilburg 
writes: "Traveled along fine . . . had no trouble . . . 
lots of trailers here . . . ours is best . . . very often 
have a crowd around admiring it . . . one car followed 
me in to park to get information about it.” A trailer 
like this would have cost Mr. Gilburg twice as much 
had he bought it outright. You can have such a trailer 
at a similar saving if you want the fun of building it 
yourself. Get the plans and go to it. We show you 
every detail! And remember, you can build it in any 
size, any floor plan, any bed arrangement you wish — 
that is the nice part about it. Everyone has certain 
ideas about trailers! Build one yourself and use 
them! Send for the plans today! 


Forward view of Gilburg "Cruiser” showing galley , 
closet, drawer and storage space. Room and plenty of it! 


SP ECIFIC ATI ONS 
of the Jim Dandy Cabin Cruiser Shown 
on pages l t 2 and 3 of this circular 
These specifications are of the original model. 
They can be changed to suit your own requirements. 


Length of Body Outside 14 ft. 

Width of Body Outside 6/2 ft. 

Height to Top 7 l A ft. 

Ground to Floor 14 in. 

Total Weight 2465 lbs. 

Weight on Hitch 295 lbs. 


Note: weights are actual - not estimated. 
Weighmaster’s printed slips showing weights 
are in our possession. Weights include trailer 
completely equipped as shown on inside of 
this circular except dishes, utensils, clothing 
and groceries. In discussing trailer weights, ask 
for weighmaster’s proof of weights not guesses! 


You too, can have a Good Looking “CRUISER”" Send 
One Dollar Today for the Plans " Build it Yourself 

Do not confuse the Jim Dandy Cabin "Cruiser” plans with the "Trailer” plans heretofore distributed. The 
"Cruiser” is an entirely new model. Therefore the plans are different. Specify "Cruiser” plans when you order! 

MAIL A DOLLAR BILL NOW TO JIM DANDY, BOX 125 , WAUSAU, WIS. 
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Beautiful Chrome Cabinet Hardware 

No part of your trailer reflects craftsmanship quite as much as the drawers and cabinets, and this 
beautiful chrome hardware will add the finishing touch to them. Chrome will not tarnish or corrode - 
will not discolor from use. It will remain bright forever and its gleaming finish can be brightened with 
a damp cloth or soap and water - never use an abrasive! Here is just the cabinet hardware trailer builders 
want. Every piece is made by a well known manufacturer and is the very latest in design. Every item in 
the line comes complete with screws. And bear this in mind -- this lovely chrome costs but a few cents more 
than nickel plated hardware - that is why we feature nothing but chrome. The hinges and catches are 
flush type - making installation easy. Order from this page - have beautiful hardware in your trailer. 



Modernistic Cupboard Hinges 
Cast brass, chrome finish, flush 
type hinges in a beautiful modern- 
istic design. Size 2 !4 in. long, 1% 
in. wide. Complete with screws. 
Shipping weight , pair 5 oz. 

No. 431 Hinges, pair 40$ 


Here’s 

How They Look 
Above illustration shows how 
the modernistic drawer pulls 
and knobs, listed at the right, 
appear on a drawer when in- 
stalled. They add an admirable 
touch to the drawer. The cut 
of the drawer shown on page 
45 also shows these pulls. 



A Beautiful Chrome Drawer Pull 

If you like the arc type of drawer pull, here is a modern design 
you H like. Overall length, 4!4 in. Boring 3^2 in. between centers. 
Shipping weight, 5 oz . 

No. 434 Drawer Pull, each 50$ 



Modernistic 
Cupboard 

Catches 

A spring 
catch that 
holds a door 
securely. Flush 
type, r e v e r s- 
ible for either 
right or left 
hand opening. 

Made of brass, chrome fin- 
ish. Plate is 2 in. high. 
A very good catch for 
trailers as it prevents doors 
from opening while under- 
way. Shipping weight 5 oz. 


No. 437 Catch, each 50$ 


Chrome is an abbreviation of the 
word chromium and is the only 
known commercially adaptable fin- 
ish that will withstand the ravages 
of time, wear and the elements. 
Chromium is a metal and is nearly 
as hard as pure carbon, and there- 
fore not easily damaged. 



Colonial Cupboard Hinges 
Flush type, steel cupboard 
hinges in a colonial design and 
chrome finish. Hinge is 2 in. 
long and 1 Ys in. wide, complete 
with screws. Can be used with 
the No. 436 knobs listed at 
right. A beautiful design and 
a very good hinge. Use two 
hinges for doors up to 24 in. 
high. Use 3 hinges for higher, 
or full length doors. Their 
round corners and oval edges 
will make them very easy to 
keep sparklingly clean and 
bright. Shipping weight, 5 oz . 
per pair. 

No. 432 Hinges, pair 35$ 


€5 

f ■ 

Modernistic Drawer Pulls 
Here’s style for you! - and a real 
pull for a drawer. Cast solidly and 
chrome finished. Length over all, 
2 !4 in. Boring between centers, 
1 in. Each pull is complete with 
bolts. Shipping weight, 6 oz. 

No. 433 Drawer Pulls, each 60$ 

Modern 
Drawer 
Knobs 
Solid cast 
modernistic 
knob 1 !4 in. long in same design 
and finish as pull listed above. Only 
one bolt hole required, which is in 
center. Complete with bolt. Ship- 
ping Weight, 4 oz. 

No. 435 Drawer Knob, each 45$ 

Colonial 
Drawer 
Knobs 

Can be used 
with No. 432 
Hinge at left for matching design. 
Vs in. in diameter, % in. deep. 
Chrome finish. Ship. Wt., 4 oz. 
No. 436 Drawer Knob, each 30$ 




Refrigerator 
Levers 

A very sturdy lever catch for 
your refrigerator door. Heavy cast 
brass with plate 4 inches long. Flush 
type, reversible for right or left 
hand opening. Complete with 
screws. Will hold door securely and 
not jar loose. Shipping weight, 9 oz. 

No. 439 Lever, each #1.00 






36 


Trailer Supply Co., Wausau, Wisconsin 



MODERNISTIC DRAWER PULL 


Made of steel and chrome finished. Overall length, 
314 in. Screw holes 3 in. between centers. Designed 
to match Hinges No. 431, Catch No. 437 and Knobs 
No. 433 and 435. Screws furnished. 

No. 440 Drawer Pull, each 20$ 

Shipping Weight , 4 oz . 



Put one of these on 

Every 
Drawer 
in Your 
T railer 


SPRING FRICTION CATCHES 


This little device keeps drawers from sliding out 
while you’re underway. The strike is mounted on the 
drawer, the catch on the drawer frame in the back 
and, when closed, its spring steel jaws hold the strike 
securely, yet the drawer is easily withdrawn. Comes 
complete with screws. 

No. 438 Catch, 6 for 30$; 12 for 55$ 

Shipping Weight , 6, 5 oz.; 12, 10 oz. 


On page 45 you will find diagrams and in- 
structions on "How to Make Cabinet Doors 
and Drawers” easily and economically. 



Door Frames 
Easily Made 
with MICKLIN 
CORNER 
BRACES 

Strengthen those light 
wood door frames with one 
of the braces in each cor- 
ner on the inside and have 
a door as strong as a mor- 
tised, paneled or solid 
door. See how they are used in the door design on 
page 45. Size 3/4x314 in. Made of strong metal, 
they brace square and firmly clamp frame together. 
Applied with nails. Nailing positions are marked on 
the braces. Many uses for these braces about the 
home in screen door and window screen making. Sold 
only in sets of 4 braces with nails. 

No. 284 Braces, set of 4 15$ 

Shipping Weight , 8 oz. ' 

HANDY 
CORRUGATED 
FASTENERS 

Steel corrugated divergent 
saw-edged fasteners made to 
drive in more easily and without crushing the wood. 
These fasteners across a seam will make a tight joint. 
They are ideal for joining mitres in making the cup- 
board doors and drawers for your trailer as described 
on page 45. Also handy for making window and door 
screens for the home and general wood working pur- 
poses. Size 1 in. wide, % in. deep. 

No. 338 Fasteners, Box of 100 15$ 

Shipping Weight, Zi lb. 



CHROME BEADS or Wallboard Metals 

for that Luxurious Interior Trim 

Add the sparkling touch of chrome to the interior finish of 
your trailer with these chrome or wall board metals -- for edgings, 
for corners, for seams. These beads are in great demand by those 
who want a beautiful interior. Apply them with very small finish- 
ing nails. We stock them in four styles illustrated. All are for 
% in. wallboard or plywood. 8 ft. lengths only. Price given is for 
one eight foot length. Please remember a packing charge of 25$ per order re- 
gardless of quantity. Can be shipped only by freight or express. 



No. 385 



No. 386 


No. 385 Edging 

An edging bead to cover the raw 
edges of board. This is the bead recom- 
mended for covering Masonite panels 
on doors and drawers illustrated in 
Diagrams "L” and "M”. % in. wide 
with 14 in. chrome bead. 

No. 385 Bead, 8 ft 45$ 

Shipping Weight, 1 length, 3 lbs. 

Additional lengths, 3 A lbs. each 

No. 386 Division 

This bead is for seams or joints of 
wallboard. Made of zinc with chrome 
cap. 1 in. wide with % in. chrome bead. 

No. 386 Bead, 8 ft. 60$ 

Shipping Weight, 1 length, 3Zi lbs. 

Additional lengths, 1 lb. each 


No. 387 Inside Corner 

A bead for inside corners. Zinc 
base with chrome cap or bead % in. 
wide. 

No. 387 Bead, 8 ft 60$ 

Shipping Weight, 1 length, 3Vi lbs. 
Additional lengths, 1 14 lbs. each 

No. 388 Outside Corner 

A bead for outside corners. Has 
zinc base with V shaped chrome bead 
Vi in. on a side. Use this bead for the 
peak corner on the outside of your 
trailer if you want to give it a nice 
finish. 

No. 388 Bead, 8 ft #1.25 

Shipping Weight, 1 length, 414 lbs. 
Additional lengths, 2 lbs. each 


Packing charge 25^ extra per order regardless of quantity 



No. 387 
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Specifications: Length 14 ft. (can be built any size). Width 77% in. Height, ground to top, 7 ft. 9 in. 
Inside 74 in. wide, 73 in. high. Weight without furnishings, 1,500 lbs. 


and here is the World Famous 

Jim Dandy Cabin Trailer 


From the great number of these 
plans that have been sold, from the 
letters of trailer builders, from the re- 
cords of parts dealers and from my 
investigations, I sincerely believe that MORE trailers 
have been built from the Jim Dandy plans than any 
other plans on the market. Everywhere you go you 
see Jim Dandys! From the four corners of the earth 


BUILD IT 
YOURSELF 


have come orders for these plans; from 
hundreds of trailer builders have come 
letters saying how well they liked the 
trailer, how clear and practical are the 
plans and how easy it is to build a fine trailer from 
them. And now, due to the informative material given 
in this catalog that was previously included in the Jim 
Dandy Plan Book, the price has been reduced to 50^! 


New 1936 Edition -- Features Side Door Model 
and Simplified Instructions! 

The Jim Dandy Cabin Trailer is not an experiment. It has proved itself 
in service. Many Jim Dandy builders have toured from coast to coast and 
have nothing but highest praise for this job. New and right up-to-the- 
minute, these new plans consist of clear, easily understood diagrams, so 
easy to follow that it actually is hard to make a mistake. They incorporate 
suggestions gathered from trailer builders all over the country. Buy the 
parts or make them — the Jim Dandy plans involve no difficult construction 
problems. Simple tools are all you need. Decide now to "Build Your 
Own Trailer . Send for these plans -- see how easy it is to have this 
roomy, comfortable, easily transported trailer for little money! 


If you can drive a nail, you can build a 
Jim Dandy. Mail 50$ for plans today to 


JIM DANDY 

BOX 125 WAUSAU, WIS. 


SPECIAL 

The Jim Dandy 
Cabin Trailer 

PLANS 

Now Only 

50c 

Postpaid 

Do not confuse these plans 
with the Jim Dandy Cabin 
CRUISER plans. These plans 
are for building the trailer il- 
lustrated above! 




38 


Trailer Supply Co., Wausau, Wisconsin 


Parts for the Jim Dandy Cabin Trailer are 
Listed on this and the Following Page 



CORNER PLATES FOR THE 
JIM DANDY TRAILER 

We have had so many requests for these plates 
ready made that we are now in a position to furnish 
them at an attractive price. It hardly pays to make 
them yourself now. These are the plates shown in 
Sections 6, 7 and 8 of Diagram "B” of the Jim 
Dandy Model T Cabin Trailer Plan Book. Set con- 
sists of 5 pieces, accurately cut of ^ in. iron with 
all holes drilled and countersunk. 

No. 207 Corner Plates, per set #3.75 

Shipping Weight, 8 lbs. 



for the Jim Dandy Cabin Trailer 

Made of 20 gauge galvanized iron with ham- 
mered overlock seam. Screw holes for attaching to 
frame are drilled all around. Length of arc, 33 in. 
Height 16 Vs in. Metal lining for wheel house cover 
included. These housings are especially designed for 
the Jim Dandy Model T Cabin Trailer as shown in 
Diagram "C” of the plan book. For frames for 
these housings, see No. 188 on page 24. 

No. 183 Housings, set of 2 #6.00 

Shipping Weight, 40 lbs. 

BODY CORNERS 

Made of 20 gauge galvanized 
iron, with screw holes punched ready 
to apply. 5 Vi feet long. Angle is 
1 inch on a side. These are the 
corners recommended for the orig- 
inal Jim Dandy Cabin Trailer in 
Diagram 16 of the first plan book. 
No. 205 Corners, set of 5 #2.00 
Shipping Weight, 7 lbs. 


The No. 388 Chrome Corner 
Bead listed on page 36 makes a 
fine body corner for the Jim Dandy 
Cabin Trailer. Can also be used 
for the peak corner. 



Do not confuse the Jim Dandy Cabin 
"Trailer” (page 37) with the "Cruiser” 
(page 31) . They are two entirely different 
models. On these two pages are listed the 
parts necessary for the "trailer”. We have 
gone through the material list for the 
"trailer” and show you exactly the parts 
listed in this catalog necessary for its con- 
struction. 

Select your parts from this catalog ~ 
build a "Jim Dandy” -- have a fine, com- 
fortable trailer at low cost that will give 
you long, satisfactory service. You’ll save 
a lot of time by buying all the parts you 
need here. Shopping around for them is 
a tiresome job. 


PEAK PLATE 

for the Jim Dandy 
Cabin Trailer 
This plate is mount- 
ed right on the No. 
104 hitch as shown in 
Diagram "B” of the Jim Dandy Model T Cabin 
Trailer Plan Book. Bolt plate through hitch and angle 
irons of the tongue. Plate is made on a 110 degree 
angle - 55 degrees on a side. Suggestion: let front 
end of peak fit over outside of body siding to make 
necessary allowance when securing lower plates of 
frame in this casting. 



No. 123 Peak Plate #1.50 

Shipping Weight, 11 lbs. 



PARKING LEGS 

for the Jim Dandy Trailer 

For an efficient and inexpensive park- 
ing leg, these are hard to beat and you 
can buy them so cheaply it hardly pays 
to make them yourself. Hundreds in 
use. Constructed exactly as shown in 
Diagram "D” of the Jim Dandy Model 
T Cabin Trailer Plan Book. Made 
of 1 in. and 1 % in. pipe. Adjustable 
for 12 to 18 in. in height. Holes are 
Vs in. in size, 1 in. apart. Pipe cap is 
riveted to trailer frame. Leg is mount- 
ed by screwing pipe into cap when 
parking - detached when ready to go. 


No. 126 Parking Legs, Set of 2 #2.50 

Shipping Weight, 9 lbs. 

Set of 4 #4.75 

Shipping Weight, 17 lbs. 
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PARTS LIST 

for the Jim Dandy "Cabin Trailer ” 

with columns for easy figuring of costs -enter price beside items of your selection 

Quantity Item Price 

Chassis Complete No. 168, page 16 

1 


Axle and Spring Assembly No. 165, page 16 



Axle, Spring and Wheel Assembly No. 167, page 17 



Axle "Champion” No. 116, page 12 



Axle "Marathon” No. 115, page 13 



Springs No. 145, page 14 ..... 



Spring Clips No. 148, page 14 



Spring Brackets No. 157, page 14 



Spring Shackles No. 150, page 14 



Spring Bolts No. 155, page 14 



Hub Assembly No. 140, page 15 





— 

Channel Iron No. 170, page 24 


Angle Iron No. 174, page 24 



Hitch No. 104, page 10 



Dolly Jack No. 110, page 11 



Peak Plate No. 123, page 38 






Body Braces No. 201, page 22 



Parking Legs No. 126, page 38 



Wheel Housings No. 183, page 38 


— 

Wheel House Frames No. 18fT, page 24 


Top Ribs No. 191, page 43 



Basswood Sheeting No. 226 or No. 227, page 42 






Aluminum Duck No. 413, page 42 



Drip Moulding No. 213, 214, 218 or 219, page 43 



Roof Ventilator No. 401, page 30 



Windows and Screens No. 230, page 25 



Door Window and Screen No. 231, page 24 



Window Arms No. 235, page 26 






Window Hinges No. 242, page 26 



Door Hinges No. 311, page 29 






"T” Moulding No. 212, page 29 



Door Ventilator No. 402, page 30 






Wood Moulding for Outside and Inside Trim No. 215, page 21 __ 

Body Corners No. 205, page 38 or 

— 


Chrome Corner Bead No. 388, page 36 



Corner Braces, page 22 



"T” Plates, page 22 



"L” Plates, page 22 



Washer Head Screws No. 335, page 23 



Wood Screws, page 23 



Nails, page 21 __ 






Rivets, page 23 



Window Shades No. 375, page 29 



Mattresses, pages 46 and 47 






Total 




Materials and Fixtures for electric light and water systems, sinl 
stove canopy, refrigeration, hardware, paints, etc., are not incl 
above lists. Choose as you wish and add cost to above list. 

c, stove, 
uded in 



— 
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Popular Mechanics 
“FAMILY” Trailer 

The plans for building this trailer appeared in the 
February, March and April 1936 numbers of Popular 
Mechanics and it is a nice English type of trailer. You 
can get everything you need to build this trailer and 
we not only have parts in our regular stock necessary 
but we have made the special parts required -- such as 
axle, water tank, fenders, sink. All are listed below: 


Quan. 

Cat. No. Item 

Price 

1 

117 Axle 68 in. Tread, page 12 

#17.50 

1 set 

145 Springs, page 14 

7.00 

1 set 

148 Spring Clips, page 14 

.80 

1 set 

150 Spring Shackles, page 14 

1.80 

1 set 

155 Spring Bolts, page 14 - - . 

.90 

1 set 

157 Spring Brackets, page 14 

4.00 

Special 

- Assembly No. 165 consisting of all of above completely assembled, page 16 

#32.00 

1 set 

140 Hub Assembly, page 15 

9.50 

1 pr. 

138 Wheels, page 15 ... . 

6.75 

Special 

-Assembly No. 167 consisting of all of above completely assembled, page 17 

. #48.00 

1 

103 Hitch, page 10 See description below 

7.50 

1 

110 Dolly Jack, page 11 See description below 

9.50 

1 set 

620 Curved End Members - 4 front, 4 rear described below 

4.50 

1 pr. 

125 Parking Legs, page 15 .... 

3.50 

1 pr. 

621 Fenders - See description below 

5.50 

1 

622 Water Tank - See description below 

8.00 

1 

485 or486 Pump, page 49 

4.75 

1 

623 Sink - See description below 

3.00 

1 

490 Chemical Toilet, page 53 

7.00 


Miscellaneous Needs: Within this catalog you will find everything you need to build the ''Family” 
Trailer - No. 413 Aluminum Finish Duck for top, page 42. No. 401 and No. 402 Ventilators, page 30. 
No. 311 Door Hinges, page 29. No. 310 Door Lock Set, page 29. Drip Mouldings, page 43. Cabinet 
Hardware, page 35. Stoves, pages 54, 55, 56. Stove Canopy No. 403, page 30. Light Fixtures, pages 58 
and 59. Battery No. 448, page 60. Body Braces, Screws, Bolts, Siding Screws, Moulding Nails, etc., etc 



Suggestion: Construct your beds for the "Family” trailer as shown in Diagram "J” on page 44. Mattresses 
for these beds are described below. 


Adapting the Ball Bearing Safety Hitch and 
Dandy Dolly Jack to the Family Trailer 
The Ball Bearing Safety Hitch No. 103 described 
on page 10 of this catalog is an ideal hitch for the 
"Family” trailer. It can be mounted on the channel 
iron tongue which, when assembled, is 2 in. wide -- 
and that is the opening of the No. 103 Hitch and can 
be secured on the tongue with 3 bolts. The screw 
shank of the Dandy Dolly Jack No. 110 described on 
page 1 1 can be inserted in hitch which has a hole in it 
for this purpose or the extra socket, that comes with 
jack, can be mounted beneath the plate just back of the 
offset in the tongue permitting further raise of front. 

MATTRESSES 

Four 7 in. inner spring mattresses 24x75 in. cov- 
ered in your choice of green, blue or lacquer army 
duck for use in bed arrangement "J” described on page 
44 of this catalog which is an economical, easily con- 
structed and ideal bed installation for the Family 
Trailer. For complete description of mattresses and 
materials, see No. 552 on page 46. 

No. 552 Set of 4 Mattresses #50.00 

Shipping Weight , DO lbs. 


CURVED END MEMBERS 

Complete set, four front, four rear, curved end 
members as laid out in diagram 3 of the plans. Cut 
of pine, and built up to l/ 2 in. thick. 

No. 620 Curved End Members, set #4.50 

Shipping Weight , 12 lbs. 

FENDERS FOR "FAMILY” TRAILER 

Pair fenders made of 20 gauge galvanized iron. 
14 in. deep, 10 in. wide as required in plans. 

No. 621 Family Trailer Fenders, pair #5.50 

Shipping Weight, 32 lbs. 

WATER TANK 

Made of 20 gauge galvanized iron according to 
dimensions given in figure 6 of the plans. l/ 2 in. 
filler pipe, % in. outlet. Shipping Weight, 28 lbs. 
No. 622 Family Trailer Water Tank #8.00 

SINK 

Size 10x12x6 in. inside. Made of 26 gauge gal- 
vanized iron with opening for 1% in. waste pipe 
and rubber plug. Shipping Weight, 3 lbs. 

No. 623 Family Trailer Sink #3.00 
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Put a Good Top on Your Trailer 


Nothing is more important than the top of your 
trailer for it is the part that gets the greatest abuse. 
It must withstand the beating rains, the lashing winds 
and the boiling rays of the sun, and be strong enough 
to withstand the vibration and racking of the trailer 
when underway. Then, too, a good top will add to 
your living comfort. It will help to keep you cool 
in summer and warm in winter. Put a good top on 
your trailer. It pays. 

A good top is simple to construct. Ribs must be 
selected or cut to the contour you prefer, and should 
be set on the upper plate of your trailer on 12 inch 
centers. Before attaching the ribs, you must decide 
whether or not you are going to line the inside of 
the top. If you are going to line the inside, you can 
simply put the ribs and frame together with finishing 
nails as the outside decking and the inside lining will 
give the top plenty of strength; but if you are not 
going to line the inside, it is best to put the entire 
frame together with 1 in. corner braces No. 273, 
stove bolts No. 336, spring washers No. 365 and 
screws as shown in Diagram S. For best results, this 
latter method is recommended in either case as there 
will be no doubt as to the strength and rigidity of 
your top if this method is followed. 

For a simple, inex- 
pensive job the top can 
now be covered with 
1/8 or 1/10 in. Mason- 
ite. This material can 
easily be applied on or- 
dinary curves of not 
less than 12 in. radius, 
but it cannot be used 
on compound curves 
and you should not try 
to apply it on curves 
of a smaller radius. 
Apply with No. 287 or 
288 nails. Of great im- 
portance in using Ma- 
sonite on the top is the 
joints. Due to vibra- 
tion, joints will open 
and permit the roof to 
leak unless a good flex- 
ible filler is used. Painting: Give top one or two 
coats of No. 576 Aluminum Emulsion or, better still, 
one or two coats of good quality white lead primer, 
then one coat of aluminum paint. 

The most satisfactory top job is one with ribs, 
stringers and rafters thoroughly braced and bolted as 
shown in Diagram "S” with a wood decking. You 
have your choice of two kinds of wood for this pur- 
pose: Basswood sheeting No. 226, % in. thick, 
or % in. two-ply basswood panels No. 225. The 
latter makes a beautiful job, smooth, strong and, for 
best construction, it is recommended. Either stock 
can be applied with small nails (Catalog No. 285). 
In applying, be sure to put a brace between the trailer 
floor and the top section you are working on to give 
you a solid nailing base. In applying decking to ribs, 
begin at top and work down — nail as you go and 
trim off bottom edge when job is finished. To make 
a compound curve, as will be required on trailers with 
round corners, cut decking in narrow strips and bend 
around curve, fitting edges closely, tacking securely 
and sanding smoothly. See Diagram "T”. 


After top decking is 
applied, cut holes for any 
ventilators you plan to 
install and give it two 
coats white lead filler. 

Now select the top 
covering material, either 
of which will give you a 
perfect top. No. 412 can- 
vas: this is a fine quality 
cotton duck 96 in. wide 
and can be purchased in any length you wish. If your 
trailer has square corners, lay canvas over top, stretch 
tight and tack one side — let corners go until the last. 
Stretch as tightly as possible and tack other side - 
working on all sides accordingly. On the peak and 
corners fold canvas under — do not cut. Tack on peak 
and corner ribs. By stretching and tacking as you 
go you can get a perfectly smooth job - so nice, in 
fact, that the canvas you have folded under will 
scarcely be noticeable when you’ve finished. 

Painting: two coats of white lead filler, and one 
or two coats aluminum paint or No. 575 Glazo 
Aluminum Emulsion. 

A method of applying canvas to decking that has 
been highly recommended is by the use of a white 
lead paste paint. This paste paint is made as follows: 
25 lbs. white lead, Zi pint varnish, 7 lbs. whiting. 
Best results are obtained if paint is machine mixed 
to perfect smoothness. This is enough for a trailer 
614 by 14 feet. Application: just before you spread 
the canvas over the top, give decking a very thick 
coating of paste paint as quickly as possible. Pour 
paint on and spread with large brush or wide stick. 
Spread canvas over the top while paint is wet and 
pull down tightly, rolling the entire top from middle 
to sides with a wide roller or rolling pin. Keep 
stretching while you tack. This cements the canvas 
to the top. Allow three or four days for drying, then 
proceed with the painting as described in above para- 
graph. 

One advantage in using our No. 412 canvas for 
the top covering lies in its adaptability to tops with 
compound curves, as will be found on trailers with 
round corners. It is possible to stretch this canvas 
smoothly around a compound curve of 12 inch radius 
or more without cutting it whatsoever. All that is 
required is a strong arm and a little patience. Tack 
straight sides temporarily, then pull and twist on the 
corners and the peak until every wrinkle or bulge 
has disappeared, then tack permanently. Slight 
bulges and wrinkles can be eliminated by wetting 
canvas after it is applied. This causes it to shrink. 
Be sure to let the canvas dry thoroughly before 
painting. See illustrations -- actual photographs of 
a top with compound curves covered with canvas by 
the method described. Do not use the paste paint 
described above on a job of this kind. Give wood 
decking two coats white lead primer paint and let dry 
thoroughly before proceeding with covering. 

Another fine top covering is our No. 413 water- 
proof aluminum duck. This is an oil filled canvas 
with aluminum finish on one side and requires no 
painting after it is applied. To get a neat corner with 
this material, it must be cut to fit the corners and 
cemented or tacked (or both). After you have tacked 
it to the straight sides, take a thin stick and mark 
the line of your cut on the corners. Make your cut 



DIAGRAM 'S” 
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Above -Peak of trailer. Below ~ rear corner 
showing canvas laid on compound curves with- 
out a wrinkle. A smooth job equal to the 
finest factory workmanship. 



and overlap the canvas an inch or so and cement it 
securely. By careful work you will get a smooth, 
tailored job - and certainly a good top. This method 
of application applies also to artificial leather and 
similar materials. Of course, if the top is flat, no 
cutting is necessary. 

Inside Lining 

Two-ply basswood panels No. 225 undoubtedly 
make the finest inside top lining obtainable. Masonite 
can be used if desired but it is somewhat heavier. Fit 
your pieces carefully, seeing that the material is tight 
against the ribs and curves, using small nails No. 287 
for tacking. On the compound curves, do not try to 
make them in one piece or with narrow strips as sug- 
gested for the outside but fit your material in three 
sections. Cover joints with moulding (Catalog No. 
215) applied with No. 286 moulding nails or 331 or 
333 oval head screws, countersunk, 4 to 5 inches 
apart. Painting. Wood: one coat white lead primer, 
one coat enamel, light color preferable. Masonite: 2 
coats white lead primer, one coat enamel. 

Don’t forget to do any wiring for your lights be- 
fore applying inside lining. 

Do not cut the holes in the canvas for ventilators 
until after the entire top is completed and painted. 
When this is done, it is easy to cut these out by 
following the outline of the hole already in the 
top decking. 


BASSWOOD SHEETING 

for Top Decking of Your Trailer 

Eight pieces rotary cut basswood sheeting, % in. 
thick in sheets 24x98 in. Clear, select stock. Can 
easily be bent around curves. 

No. 226-8 pcs. Basswood Sheeting $8.00 

Shipping Weight , about 50 lbs. 

Eight pieces 2 ply birch plywood % in. thick. 
Size 24x98 in. waterproof glued. Possesses great 
strength and takes beautiful finish. 

No. 227 -- 8 pcs. Birch Plywood $18.00 

Shipping Weight , about 75 lbs. 



TRAILER TOP COVERINGS 


Best Quality 

We handle and recommend only two kinds of 
trailer top coverings described below. These coverings 
have been thoroughly tested in actual installations and 
if applied according to our recommendations in the 
foregoing suggestions, you will have a top that will 
match a factory job in every respect and one that 
will be waterproof and last for years. A satisfactory 
substitute for good old canvas top has never been 
found, and with these materials you have canvas at 
its best. Send 10<^ for a swatch card which, among 
other materials, contains a sample swatch of the fol- 
lowing canvasses. 

COTTON DUCK, 96 and 108 in. Widths 

This is a closely woven medium weight duck-heavy 
enough to provide for durability yet light enough to 
stretch around those compound curves without a 
wrinkle. 96 inches is wide enough for trailers 78 to 
80 in. wide with short or long arc top curve. 

No. 412 Cotton Duck, 96 in. wide, yard $2.00 
Shipping Weight, 2 A lbs. per yard 
No. 414 Cotton Duck, 108 in. wide, yard $2.50 
Shipping Weight, 2\'z lbs. per yard 

SPECIAL 

A piece of the No. 412 Cotton Duck 96 in. 
wide 5-1/3 yards long for the 14 ft. Jim Dandy 
Cabin Trailer or the Jim Dandy . 

Cabin Cruiser, special at $ 10*00 

Shipping Weight, 12 lbs. 


WATERPROOF ALUMINUM DUCK 
A New Top Material 
Needs No Finishing 
Nothing to do to this top covering but to tack it 
down on the edges and your trailer top is finished. 
This material is oiled and finished with a heavy alu- 
minum coating on one side. Saves priming paints, all 
enamels or aluminum finish. Though it is pliable, 
this material cannot be stretched smoothly over com- 
pound curves. To fit such curves the manufacturer 
recommends that it be stretched tightly, tucked under 
and tacked on the curves which, if done carefully, 
will result in a smooth, satisfactory job. Though cut- 
ting is not recommended, it is possible to cut and fit 
the corners, cementing the laps. Cover seams or tacks 
with aluminum paint. Here is a durable material 
that is not only attractive top covering but one that 
has excellent insulating properties. 

No. 413, 96 in. Aluminum Duck, yard $3.60 
Shipping Weight, 3 A lbs. per yard 
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Long Radius 

TOP RIBS 

For a graceful curved top like 
that of the Jim Dandy Cabin 
Cruiser shown on page 31, use these 
curves. They are made of light % 
in. pine and taper from 1 % in. 
wide to 1 in. at top. Use just as 


they are if your upper plate is VA in. wide. For a 
narrower plate, take off difference on the inside of 
rib with your band or jig saw. Dimensions are given 
in illustration. 

No. 190 Top Ribs, each 18$ 

Shipping Weight , Vi lb. 


TOP RIBS IN SETS 

Complete sets of No. 190 top ribs for trail- 
ers of various lengths as listed below are offered 
at a special low price. These sets include the 
extra long ribs necessary for the rear corners 
and one for the peak. 

Set of 45 Ribs for 12 ft. Trailer #8.00 

Set of 49 Ribs for 14 ft. Trailer #8.75 

Set of 51 Ribs for 15 ft. Trailer #9.00 

Shipping Weight, about 25 lbs. per set 



SOLID 
ALUMINUM 
DRIP 

MOULDING 

Put the finishing 
touch to your trailer 
_____ with drip moulding 

around the top. 
Solid aluminum moulding as illustrated with flat 
back 3 A in. wide which will cover the tacks used in 
fastening the canvas of the roof. Can be bent around 
curves. Apply with No. 332 oval head screws, about 
5 in. apart. Sold only in 13 ft. lengths. 

No. 214 Moulding per 13 ft. length #2.10 

Packing charge, 25$ extra per order. 

Shipping Weight, one length, 7Vi lbs. 

Each additional length, 3 lbs. 

Can be shipped only by freight or express. 



STEEL 

DRIP MOULDING 

Has flat back % in. wide. 
Apply with No. 290 escutcheon 
pins. Pin holes are punched. 
Good looking, economical and 
easy to apply. Sold only in 13 ft. 
lengths. 


No. 213 Moulding, per 13 ft. length 80$ 

Packing charge, 25$ extra per order 
Shipping Weight, 1 length, 7 lbs. 

Each additional length, 2Vz lbs. 


Can be shipped only by freight or express 



Short Radius 

RIBS 


recommend- 
Dandy Cabin 
as shown in 
Diagram "C” of the 
They are 1 % in. wide 
at base and taper to 1 in. at the 
top enabling you to save one in. 
in studding height as well as quite 
a little weight. Made of light, 
% in. pine. If your upper plate 
is narrower than 1 % in., take off difference from in- 
side of rib with your band or jig saw. Dimensions 
given in illustration. 


No. 191 Top Ribs, each 15$ 

Shipping Weight, Vi lb. 


TOP RIBS IN SETS 

for the Jim Dandy Cabin Trailer 

Complete sets of 41 No. 191 top ribs for 
the 14 ft. Jim Dandy Cabin Trailer Model T 
are offered at a special low price. These sets 
include the extra long ribs necessary for the 
front and rear corners and one for the peak. 

Set of 41 Ribs #6.00 

Shipping Weight, 20 lbs. 


A NEW DRIP 
MOULDING 

Full % in. wide - enough 
to cover tack heads of top 
canvas. A good looking 
moulding made in aluminum 
or zinc. Easily bent around 
curves. Can be applied with 
oval head screws No. 331 or 
escutcheon pins No. 289. Holes should be drilled 


evenly spaced before applying. 

No. 218 Aluminum, 7 ft. piece #1.00 

No. 219 Zinc, 7 ft. piece 70$ 


Ship. W t., 1 piece, 5 lbs.; Add’l pieces, lVi lbs. each 
Packing charge, 25$ per order. 

Shipped only by freight or express. 




"Little Bear ” 
WATERPROOF 
CEMENT 
for All Fabrics 

Here’s a fine cement for 
canvas work of any kind. 
Tops, tents, etc. Ready to 
use and spreads easily. It 
is absolutely waterproof. 
Made especially for fabrics 
and is highly recommended 
if it is necessary to cut your 
top material. 


No. 520 Little Bear Fabric Cement, 
Per jar 


Shipping Weight, 8 oz. 


25$ 
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MATTRESSES, Cushions, Pads of Every 
Description for Your Trailer Beds and Seats 



You may think trailer living is a lot of fun, but 
without a good bed it soon becomes mighty tiresome. 
A good bed is worth all the money you put into it. 
We believe the following numbers include practically 
every kind of mattress or cushion a trailer builder can 
possibly want. If it is not here, we can make it up 
for you. All we need is exact sizes and specifications. 
Please remember, these mattresses and cushions are 


made right here in Wausau to our own specifications 
and under our own supervision. We know the quality 
is right and we are certain you cannot duplicate them 
at the price. Remember too that it may pay you to 
alter your plans a little to use the mattresses or cush- 
ions listed here for you can save money by doing so. 

Please allow a week to 10 days for delivery 
on all mattresses . 



our inner spring mattresses. 
In all mattresses and loose 
cushions there are three 
layers of felt above and be- 
low springs. In mattresses 
and cushions mounted on 
boards, the six layers of 
felt are placed on top of 
the spring. 


INNER SPRING MATTRESSES AND CUSHIONS 

When you use an inner spring mattress - especially of the 7 in. thick- 
ness such as we make - a spring is not necessary. The interior is filled with 
coil springs and is indeed a most comfortable bed. In each description the 
number of coil springs is given, and these are made of heavy gauge "Prem- 
ier” spring wire of the very best grade. Inner spring cushions that are 
mounted on boards have the felt layers all on top of the springs and these 
units make a bed that gives you unusual comfort. 

COTTON FELT MATTRESSES 
AND CUSHIONS 

All of our felt mattresses and cushions 
are made with ten layers of clean, fluffy, new, 
cotton felt which is drawn to a thickness of 
5 inches -- the standard thickness for cotton 
felt mattresses. Though these mattresses 
will make a comfortable bed, we recommend 
the inner spring mattresses if you can afford 
them. Please note', we do not furnish cotton 
felt mattresses or cushions mounted on 
boards. They are impractical. Roll edge 
mattresses are tape tufted; box edge mat- 
tresses are button tufted. 


DURABLE, COLORFUL COVERINGS 

We use army duck for all mattress and cushion 
coverings. The khaki colored duck is 8 oz. and is 
the least expensive. The colored ducks are 8.42 oz. 
and are furnished in the newest fast colors of Green, 
Blue or Lacquer. These colored ducks are the 
latest in coverings for outdoor use and you can buy 
nothing more durable. One of these three colors or 
khaki will harmonize with any interior finish you use. 
Be sure to specify color in ordering. 

7-in. INNER SPRING MATTRESSES 
Size 24x74 in. or 24x75 in. 

Made with box edge and button tufted. 72 coil 
springs in each mattress. The 24x75 in. size is for 
the Jim Dandy Cabin Trailer; the 24x74 in. size is 
for bed arrangements in Diagrams C, F, J and K. 

No. 551 in 8 oz. Khaki Colored Duck 
Single, #10.50 Pair, #20.00 Set of 4, #38.00 
Ship. Wt., 38 lbs. 73 lbs. 130 lbs. 

No. 552 in 8.42 oz. Colored Army Duck 
Single, #13.50 Pair, #25.50 Set of 4, #50.00 
Ship. Wt., 38 lbs. 73 lbs. 130 lbs. 


SEND lOf FOR SAMPLE CARD! 

We have a card containing sample swatches of all 
our mattress coverings as well as top coverings and 
window shade materials. The samples are of a gener- 
our size and show you exactly what you are buying. 
If you care to make your selection from the actual 
samples, send 10^ for one of these cards. This will 
enable you to make a most satisfactory choice as mat- 
tresses and cushions are not returnable under any 
circumstances. 

5-in. LAYER FELT MATTRESSES 
Size 24x74 in. or 24x75 in. 

Made with roll edge and tape tufting. Ten layers 
of felt in each mattress. The 24x75 in. size is for the 
Jim Dandy Cabin Trailer. The 24x74 in. size is for 
bed arrangements in Diagrams C, F, J and K. 

No. 553 in 8 oz. Khaki Colored Duck 
Single, #8.00 Pair, #15.00 Set of 4, #31.00 
Ship. Wt. 23 lbs. 30 lbs. 100 lbs. 

No. 554 in 8.42 oz. Colored Army Duck 
Single, #10.00 Pair, #19.50 Set of 4, #39.00 
Ship. Wt. 23 lbs. 30 lbs. 100 lbs. 
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5-in. DOUBLE SIZE LAYER FELT 
MATTRESSES 
Size 44x74 in. 

Roll edge and tape tufted. Furnished with khaki 
colored duck covering only. Recommended for bed 
arrangement in Diagrams B and G. Here’s real 
mattress value. Compare! 

No. 550 in 8 oz. Khaki Colored Duck 
Single, #11.00 Pair, #21.00 

Ship. Wt. 45 lbs . 90 lbs. 

7-in. DOUBLE SIZE INNER SPRING 
MATTRESSES 
Size 44x74 in. 

Box edge and button tufted. 144 coil springs. 
Furnished with khaki duck covering only. Recom- 
mended for bed arrangement in Diagrams B and G. 
Think of getting inner spring mattresses at these 
prices! 

No. 549 in 8 oz. Khaki Colored Duck 
Single, #15.00 Pair, #29.50 

Ship. Wt. 65 lbs. 130 lbs. 



LOOSE CUSHIONS OF ALL KINDS 

You may prefer the loose cushions for your seats 
or for your Deds or occasional seats in your trailer. 
These are made in the full 44-in. width. Use four 
of them for a 74 in. bed. Use boards No. 570 for 
the base. 

7-in. INNER SPRING CUSHIONS 

Size 18 l / 2 X 44 in. 

Made with box edge and button tufting. 32 coil 
springs in each cushion. 3 layers of felt top and 
bottom. These are the cushions for bed arrangements 
in Diagrams A, D, E and H and I (lower). 

No. 555 in 8 oz. Khaki Colored Duck 
Single, #6.75 Pair, #13.00 Set of 4, #25.00 
Ship. Wt. 18 lbs. 35 lbs. 70 lbs. 

No. 556 in 8.42 oz. Colored Army Duck 
Single, #7.75 Pair, #15.00 Set of 4, #29.75 
Ship. Wt. 18 lbs. 35 lbs. 70 lbs. 

5-in. LAYER FELT CUSHIONS 

Size 18 l /2x44 in. 

Made with roll edge and tape tufting. Ten layers 
of felt in each cushion. These are cushions for bed 
arrangements in Diagrams A, D, E and H. 

No. 557 in 8 oz. Khaki Colored Duck 
Single, #5.00 Pair, #9.75 Set of 4, #19.50 
Ship. Wt. 12 lbs. 24 lbs. 48 lbs. 

No. 558 in 8.42 oz. Colored Army Duck 
Single, #6.50 Pair, #12.50 Set of 4, #24.00 
Ship. Wt. 12 lbs. 24 lbs. 48 lbs. 


Mattresses and Cushions are Not 
Returnable under any Circumstances 

Be sure that the mattresses and cushions you 
order are exactly what you want as they are 
not returnable for credit or exchange. 
Special orders N Oil-Cancellable 



SEAT CUSHIONS ON BOARDS 


Made the same as loose cushions, but slightly 
smaller for easy sliding, and mounted on 5 ply boards 
for seats or beds, easy to handle. Made only in the 
inner spring style, 7 in. deep. The springs rest right 
on the base board -- the six layers of felt are on top 
of the spring -the last word in comfort! 

7-in. INNER SPRING SEAT 
CUSHIONS 

Size 18 l /&x43 V 2 in. 

Made with box edge and button tufts. 32 coil 
springs in each. Six layers of cotton felt on top. 
These are the cushions for bed arrangements in Dia- 
grams A, D, E, H and I (lower) . 

No. 559 in 8 oz. Khaki Colored Duck 
Single, #9.00 Pair, #17.50 Set of 4, #34.00 
Ship. Wt. 35 lbs. 70 lbs. 140 lbs. 

No. 560 in 8.42 oz. Colored Army Duck 
Single, #10.00 Pair, #19.50 Set of 4, #38.00 
Ship. Wt. 35 lbs. 70 lbs. 140 lbs. 

7- in. INNER SPRING SEAT 
CUSHIONS 
Size 24x74 in. 

Made with box edge and button tufts. 72 coil 
springs in each. Six layers of cotton felt on top. 
These are the cushions for bed arrangements in Dia- 
grams C, F, J and K (upper). 

No. 561 in 8 oz. Khaki Colored Duck 
Single, #16.00 Pair, #30.00 Set of 4, #59.00 
Ship. Wt. 65 lbs. 125 lbs. 250 lbs. 

No. 562 in 8.42 oz. Colored Army Duck 
Single, #17.00 Pair, #32.00 Set of 4, #63.00 
Ship. Wt. 65 lbs. 125 lbs. 250 lbs. 

7- in. INNER SPRING SEAT 
CUSHIONS 

Size 4iy 2 x36 l /2 in. 

Made with box edge and button tufts. 72 coil 
springs in each. Six layers of cotton felt on top. 
Sold only in pairs. These are the upper berth cushions 
for bed arrangement shown in Diagram I. Please 
read description accompanying diagram carefully. 

No. 563 in 8 oz. Khaki Colored Duck 
Pair #30.00 Ship. Wt. 138 lbs. 

No. 564 in 8.42 oz. Colored Army Duck 
Pair #35.00 Ship. Wt. 138 lbs. 

SEAT AND BED BOARDS 

Light but very stiff boards for seats, beds. Es- 
pecially constructed to carry weight with a minimum 
bend. Made of 5 ply lumber with thin, smooth birch 
face and basswood core. % in. thick. These are the 
boards to use in constructing beds or seats with 
loose cushions. 

No. 570 Plywood Bed Boards, 19x44 in. 
Single, #3.00 Pair, #5.50 Set of 4, #10.00 
Ship. Wt. 18 lbs. 35 lbs. 70 lbs. 

No. 571 Plywood Bed Boards, 24x75 in. 
Single, #6.50 Pair, #11.00 Set of 4, #21.00 
Ship. Wt. 25 lbs. 50 lbs. 100 lbs. 
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BED SPRINGS 


If you wish to install permanent beds in your 
trailer as suggested in floor plan Diagrams "B” and 
"G” and wish to use bed springs as well as mattresses 
these springs are offered in 44x74 in. size for the 
purpose -- the same size as Mattresses No. 549 and 
No. 550. Made with angle iron frame that is easily 
attached at ends and sagless wire fabric top that is 


extremely comfortable. 

No. 565 Bed Spring, 44x74 in. $6.25 

Shipping Weight, 35 lbs. 

No. 566 Bed Spring, 24x74 in. $5.00 


Shipping Weight, 20 lbs. 



HANDY HANGERS 
for Cushions and Tables 

You need these hangers to hang 
cushions on wall to form seat backs 
as suggested in Bed Diagram "H”, 
and they’re handy for hanging 
many other things, too. Can be 
used to attach portable table to wall 
by mounting slotted piece in wall 
and hook on table. Cadmium finish. 

No. 567 Hangers, pair 10$ 

Shipping Weight, 4 oz . 



Convenient Folding Step 
for Trailers 

SIZE: 8 in. x 18 in. 


$ 




UPPER 

BERTH SUPPORTS 
and CLEATS 

Collapsible arms or supports 
cleats for upper berth cushions No. 
or 564 to use in the arrangement sug- 
gested in bed diagram ”1”. Please note 
- unless otherwise ordered these are 
made in one length - 35 in., but can 
be made in different lengths on special 
order as suggested in the description 
of this bed arrangement with Diagram / / 

”1”. To install these arms it is first 
necessary to install the angle iron cleats and rods as 
shown in sketch above. These should be firmly at- 
tached to cushion boards about 6 in. from edge. The 
cushions are now firmly hinged to headers with at 
least four 6 in. T hinges. Raise cushions to level, 
or as a bed, and put a stick underneath to hold them 
firmly in place. After this is done, mount arms on 
rods and locate positions of brackets on sides of bed 
boards. After your brackets have been fastened, your 
upper berths can be lowered. Note: Cleats for seats 
should not be over 1 in. thick. The upper berth 
cushions will slide between them. In making up berth, 
don’t forget to pin the arms in holes provided to 
prevent accidental collapse. 


No. 573 Berth Supports and Cleats, 

Set of 4 $9.00 

Shipping Weight, 20 lbs. 


SEAT OR BED ENDS 
No. 568 

22 in. wide, 42 in. high. 
Made of pine 1 % in. thick and 
smoothly sanded. Exactly as 
pictured. These are the ends 
used in Seat and Bed 
Diagrams "I” and 
"K”; also in the Jim 
Dandy Cabin Cruiser 
pictured on pages 32 
and 33. Designed for 
use where an upper 
berth is installed. 
No. 568 Bed Ends, 

Pair $5.50 

Shipping Weight, 
40 lbs. 


— 


SEAT OR BED ENDS No. 569 


Folds beneath trailer body when under way - opens 
easily and conveniently when you stop. Saves hunting 
around for a step of some kind. Strong, well made 
and has rubber mat on tread. Easily installed. Many 
in use. Put one on your trailer. 

No. 492 Folding Step $7.00 

Shipping Weight, 6Vi lbs. 


24 in. wide, 40 in. high. Made of pine 1 /% in. 
thick. These are the ends used in Seat and Bed Dia- 
grams "H” and "J”> also i n the Gilburg job shown 
on page 34. Designed for use where no upper berth 
is planned. 

No. 59 Bed Ends, pair $4.50 

Shipping Weight , 35 lbs. 
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You Can Have Water in Your Trailer 



The big objection to the air pressure water system 
seems to be that the tank always needs air. Of 
course if you incorporate the luxury of a shower bath 
in your trailer, the air pressure system is the only 
practical system for this convenience. 

Pump System 

The pump system is by all means the most prac- 


vjvi. u. ui a iiuxiTusung metai witn 

good, sturdy joints. Put baffle plates inside to stop 
the movement of the water and see that it has a drain 
valve - and don’t forget to drain the tank in freez- 
ing weather. Locate the tank in a well covered place 
in your trailer, to keep the heat away from it and 
the water as cool as possible. Follow Diagram "Q” 
above. 


Special Trailer Galley Pumps 

for a Simple , Trouble+Proof, easily 
installed Water Supply System 


Made by a well known marine hardware manufacturer to our spec- 
ifications. Especially designed for house trailers and especially priced 
to give you a good pump at low cost. Made of brass throughout 
with nickeled handles and white enameled spouts. Easily operated, 
and furnish a surprising amount of water with a few strokes. If 
you want a simple, positive water supply system, see diagram "Q” 
above. This is the pump to use. No air to fool with. A child 
can operate this pump almost as easily as turning on a faucet. 
Pumps are connected to tanks with Vi in. pipe. 

The pumps are made in two styles -- on the No. 485 the spout 
projects 6 l / 2 in. above the sink enabling you to fill pails, pans, or 
pots easily. On the No. 486, the spout is flush with the sink. 
Study the illustrations to the right which will show you the dif- 
ference between the two pumps. Note: Be sure water tank filler 
cap has u or ^ inch hole in top to allow air to enter tank as 
water is used. 

You will not find better pumps than these. 

No. 485 Pump, High Spout $4.75 

No. 486 Pump, Low Spout $4.75 

Shipping Weight , 3 lbs. 


Two 
Styles 
One Price 



Above — 
Low 
Spout 
Pump 
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Made Only to Your Order 

We do not carry water tanks in stock but make 
them to order according to the size you give us. All 
of our tanks are made of 20 gauge galvanized iron 
and are substantially constructed throughout. On 
large tanks, baffle plates are built in to prevent ex- 
treme water motion causing sway. All tanks are 
equipped with intakes for 1 Vi in. pipe. A Wi in 
elbow with nickeled tank cap, 4 in. nipple and nickeled 
flange is furnished with each tank. Outlets take 
Zi in. pipe. A 4 in. nipple, "T” and drain plug is 
furnished. In ordering a tank, make a simple draw- 
ing showing exact length, width and depth of tank 
wanted and show exactly where you want intake and 
outlet openings. Give exact measurement showing lo- 
cation of each. State also whether tank is to be used 
for gravity, air pressure or pump system. Upon 
receipt of complete information we will quote you a 
price. Bear in mind, if you want an odd shaped tank 
you must furnish a fair drawing giving exact informa- 
tion. Please note: water tanks will be made exactly 
to the specifications given and cannot be returned 
under any circumstances nor will we bear any respon- 
sibility for errors if your specifications are followed. 
Order your tank from 'Trailer Supply”. Quality, 
price and service are right! 

COMPRESSION 
FAUCETS 
for Air Pressure 
Water Systems 

This is the faucet to 
use with air pressure 
water systems as its 
valve is firmly seated 
to prevent escape of 
air. A good looking 
faucet in bright chro- 
mium finish. Takes 
on gravity tanks. 

No. 489 Faucet #1.00 

Shipping Weight, lVz lbs. 


AIR PRESSURE 
GAUGES 

For Water Systems 
in T r ailers 
If you use air pres- 
sure for the water sys- 
tem of your trailer you 
will want to know how 
much air you have in 
the tank to avoid burst- 
ing it. For average tanks 
the pressure should be 
no greater than 15 lbs. 
These gauges show 
pressure up to 15 lbs. 
The flush type can be 
set into the trailer side 
near the intake of the 
tank. The open type 
can be mounted in tank 
or anywhere you like. 
Both use % in. pipe 
or tubing. These gauges 
are nicely made and 
nickel trimmed. Diam- 
eter of face plate on 
flush type, 2% in. Di- 
ameter of open type, 
2/i in. Suggestion: 
solder an automobile 
tire valve in water tank 
filler cap for air service. See that all joints, faucet 
valves, tank cap in entire system are air tight. 

No. 487 Pressure Gauge, Flush Type #1.00 

No. 488 Pressure Gauge, Open Type #1.25 

Shipping Weight each, 8 oz. 



T. S . Co. Special DeLuxe C 


STAINLESS STEEL SINKS 

Something fine in trailer sinks. Especially made 
of 26 gauge stainless steel to our own specifications. 
Square bottom with round sides. Made by expert 
metal craftsmen, and is of the highest quality through- 
out. Inside dimensions are 17% in. long, 12% in. 
wide, 6!4 in. deep, with 2% in. lip all around which 
may be trimmed to fit installation. Takes 1 in. drain 
pipe. Here’s a sink that is easily kept sparklingly 
clean and will last a lifetime. 

No. 475 Stainless Steel Sink #14.50 

Shipping Weight, 9 lbs. 




OPEN TYPE 


How Much Does it Cost to Build a Trailer? 

This is the question asked more often than any other. With this complete catalog it is easy to compute 
the cost of a trailer. Take your own plan or any other, if no material list is given, make up one, then go 
through this catalog, list the parts required and their prices. Add the cost of the lumber you buy locally and 
you’ll have a pretty good idea of what a trailer costs. The cost of any trailer depends on the amount you 
spend for parts and materials. The more of the parts you make, the less it may cost you. The more parts 
you buy the less time it takes you to build - and it certainly means less trouble - and often less expense! 
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95 

SINK 

ONLY 


Lolor 
Wanted 


DIMENSIONS 

18 3 / 4 in. long; 12!/2 in. wide 
5 l A in. deep. Weight 3% lbs. 

Capacity, 15 quarts 

Shaped of heavy gauge, special 
ameling steel and durably finished with 
three coats of serviceable, acid resisting 
enamel, this sink will give years of 
service! And what a value! -only #2.95 
for a sink of this size - the very sinJk trailer builders 
and users have been waiting for at a price within the 
means of all! Here’s the answer to your sink prob- 
lem - a most economical solution, for you get your 
choice of three beautiful finishes - White, Ivory or 
Green to harmonize with any color scheme. Has 
2 in. hole in one end to accommodate standard sink 
coupling. Place your order now - steel prices are ad- 
vancing and there’s no telling how long we’ll be able 
to maintain this low price of #2.95! 

No. 495 Sink, Only (State Color) #2.95 

Shipping Weight , 4Vi lbs. 


SINK 

STRAINER and COUPLING 
With Rubber Stopper 
Complete with all washers, nuts, 
strainer plate and rubber stopper and 
tail piece that fits into 1 % in. pipe. 
Has slip joint nut for locking at any 
height. Tail piece also fits into the 
No. 477 "S” Trap. Outfit assembled 
for Sink illustrated above or any 
standard sink. 

No. 496 Strainer #1.00 

Shipping Weight , l l A lbs. 


NICKELED "S” TRAPS 

for No. 476 Sinks 

A splendid unit for the No. 476 
sink installation. These traps are 
brightly nickeled and are 25% in. 
high. Equipped with washer and floor piate. 

Order this unit with the No. 476 sink and * 1 
have a good looking sink unit. See diagram 
"Q” on P a 8 e 49 for suggested installation. 

No. 477 Trap #2.25 

Shipping Weight, 3Vi lbs. 

BOTTLE 
TRAPS 

A small trap for 1 
1 !4 in. pipe. 6 in. high, Jk 
5 in. wide with clean- 
ing plug conveniently 
located. This trap takes the 
place of an "S” trap and is 
much easier to install. 

No. 481 Trap #1.40 

Shipping Weight, 3 lbs. 


S pedal 

Complete Sink Outfits 

Ready to Install 

No. 497-A consists of No. 495 Sink and 
No. 496 Coupling. Drain can be a piece of 
1 !4 in. pipe leading from tail piece through 
the trailer floor. 

No. 497-A Sink Outfit #3.75 

Shipping Weight, 5 X A lbs. 

No. 497-B consists of No. 495 Sink, No. 
496 Coupling and No. 481 Bottle Trap. Con- 
nect trap to tail piece with 1 % in. pipe and 
with another length of pipe lead drain through 
trailer floor. 

No. 497-B Sink Outfit #5.00 

Shipping Weight, 9 lbs. 

No. 497-C consists of No. 495 Sink, No. 
496 Coupling and No. 476 "S” Trap — a 
deluxe outfit. Trap is 25 % in. high and fitted 
with slip joint nut to slip over tail piece of 
coupling. 

No. 497-C Sink Outfit #5.75 

Shipping Weight, 9 lbs. 
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SUGGESTION 

How to Install a Sink 

Best to cut a cardboard pattern of the inside of 
sink right at lip, then trace pattern on the board on 
which you are going to mount sink and cut hole 
smoothly. Sink can be attached to board by drilling 
holes in lip and attaching to board with washer head 
screws (Catalog No. 335). Cleats rabbeted out for 
lip may be used on all four sides to hold sink to 
board, if you prefer not to drill holes in sink. In 
either case, spread a thick layer of So-Lo plastic rub- 
ber (Catalog No. 578) on lip of sink, then secure 
a board by either method described. The So-Lo 
rubber forms a gasket between the wood and metal 
and keeps water out. 

By all means use a trap in your sink installation. 
This keeps out bugs, odors and whatnot. To use a 
trap means only a dollar or so more and it’s worth it. 


Here’s a little gadget that 
Trailer 'Travelers Want! 
DR. CURRY’S WEATHER 
FORECASTER 

Forecasts weather for 8 
to 15 hours in advance 

You can now 
avoid disappoint- 
ments due to 
unexpected 
weather changes 
by consulting 
Curry’s Weath- 
er Forecaster - 
an instrument to 
help you plan 
your daily ac- 
tivities so that 
the weather will 
never mislead Weather Facts at the 
you. T urn of a Knob 

This new in- 
vention combines Humidity and Wind Direc- 
tion to give you a dependable prediction. A 
turn of the knob and the weather you may 
expect in 8 to 15 hours is announced in 
printed words on the dial. Indispensable to 
every outdoor enthusiast — sportsmen, campers, 
tourists. Any one can use it. Over 250,000 
now used abroad. Send for one of these fas- 
cinating instruments. 

No. 535 Weather Forecaster #1.00 

Shipping Weight, 8 oz. 


Hoad Ayaih.! 

The prices in this Catalog are subject 
to change without notice. Materials of 
all kinds are rapidly advancing - Get 
your order in early and Save! 



$4 oo 


1 



A PORTABLE REFRIGERATOR 


Many trailer users prefer one of these portable ice 
boxes rather than build a refrigerator in their trailer. 
Ideal refrigeration for those who have no present 
means of preserving foods. These boxes are well in- 
sulated and have strong hinged covers which lock 
tight. Metal lining with separate ice and food com- 
partments. Light and handy to carry around. Can 
be carried on running board of car. 

No. 502 Refrigerator Box, Medium size #3.50 
Size 21 Vi in. long, 10 in. wide and 1054 in. high. 
Has removable handles and running board clamps. 
Shipping Weight, 20 lbs. 

No. 503 Refrigerator Box, Large #4.50 

Size 30 in. long, 10 in. wide and 10 Vi in. high. 
Has end handles and running board clamps. Ship- 
ping Weight, 28 lbs. 



"SEALDSLAB” 


the Remarkable Insulation for Refrigerators 
Insulation of the refrigerator has been a problem 
for trailer builders but with Sealdslab, it is as simple 
as cutting a board and nailing it in place. Sealdslab 
is a wood fibre insulating material that cannot be 
equalled. It is two inches thick and comes in pieces 
2 ft. square that may be cut to surround the metal 
lining of your refrigerator and to fit the door. Best 
to build the refrigerator first and have the metal ice 
and food chamber fitted afterward. Sealdslab is coated 
with asphalt to make it moisture proof. It can be 
sawed and nailed easily. You can use no other ma- 
terial that will be as economical, as efficient or as 
easily installed as Sealdslab. We recommend it. 
No. 525 Sealdslab. Piece 24x24 in., 

2 in. thick #1.00 

Shipping Weight, 12 lbs. 
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Complete Chemical Toilet Outfit! 

includes everything^even to roll of toilet paper 


Special at only 
$^00 

Here’s the finest outfit and 
the finest value we’ve ever seen 
in chemical toilets. Nothing 
finer for house trailers can be 
obtained. The outfit is complete 
as pictured. Bowl (15 in. in 
diameter) is enameled gray. 
Scat and cover are varnished. 
6 /a gallon pail. 8 joints of 3 in. 
gray enameled vent pipe with 
two elbows and collar. One gal- 
lon of chemical, one roll toilet 
paper and roll holder. Complete, 
ready to install in camp, cottage, 
trailer or home. In making room 
for this toilet, remember the size 
of the bowl given above deter- 
mines the size of space required. 
Make allowances accordingly. If 
you want the convenience of a 
toilet in your trailer, you’ll not 
find a better outfit at the price. 







No. 490 Chemical Toilet Outfit, Complete as Pictured Shipping Weight , 32 lbs. 


#7.00 



FOLDING BATH TUBS 


Here s that folding Bath Tub you’ve wanted for 
your trailer -- and it’s a Gold Medal -- which means 
quality. Tub is double coated rubber fabric and 
rests on the floor, relieving all strain on the fabric. 
Frame is Gold Medal hardwood construction and 
varnished Tub is 60 in. long, 26 in. wide, 13 in. 
deep. Folds to 60 in. by 5 in. by 4 in. Get one for 
your cottage, camp or home - it’s a dandy! 

No. 546 Gold Medal Bath Tub #8.10 

Shipping Weight , 17 lbs. 


SUGGESTION 

For reliable touring information, one source of 
free service is the Conoco Travel Bureau, Denver, 
Colorado. This is a service of the Continental Oil 
Company. Aside from information on roads, routes, 
points of interest, etc., they have lists of camps in all 
parts of the country for the accommodation of trailer 
tourists. The information is remarkably complete and 
is certainly a credit to the company providing it in 
view of the fact that they give it without charge. If 
you write to them and they give you the information 
you ask for, give them a break in return - use their 
gas - at least once in a while. 



CLOSED OPEN 


Special 

PORTABLE, FOLDING WASH 
BASIN and RACK, Only £1.50 

A handy, folding wash basin rack for your 
trailer, your camp, boat, cottage or home. Can 
be hung anywhere. Rack is made of neatly 
finished iron and comes complete with tin 
wash basin and soap dish. Folds into small 
space as illustrated. Solves the washing prob- 
lem in trailer travel. Can be hung anywhere. 
Get one - see how handy it is! 

No. 480 Wash Basin and Rack #1.25 

Shipping Weight, 4 lbs. 
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Cook Stoves and Trailer Heaters of all Kinds 


Here, we believe, is the most complete display of 
Cook Stoves and Heaters ever shown in a trailer 
supply catalog. We will be glad to learn of any stove 
or heater for trailer use that excels these in prac- 
ticability and value. All are from reliable manufac- 
turers whose products are well known - all have been 


thoroughly tested and are recommended by us. Your 
choice is limited only by the price you wish to pay. 
Warning - most of these stoves use gasoline for fuel 
- clean, white, unadulterated gasoline - not ethyl. Be 
sure to use pure gas, and handle it carefully to pre- 
vent fire. 


Here are the New Coleman Trailer Cook Stoves 


These two hot plates are especially designed for 
use in auto-trailers. They are little stoves that fill 
the bill in furnishing modern gas cooking service. 
You can cook with gas wherever you travel. They 
make and burn their own gas from regular lead-free 
gasoline -- just like any city gas. Burns with an 
odorless blue flame that produces an intense, even 
heat perfect for cooking or baking. 



Coleman 

RADIANT HEATERS 


Ideal for House Trailers 

Here’s a new, modern heater that provides an 
abundance of clean, healthful, radiant heat at a cost 
of less than 2^ an hour. Ideal for use in the living 
room, bedroom, bathroom - all over the house. A 
fine heater, too, for shops, stores, offices, churches, 
etc. It is light in weight, compact, and easily carried 
anywhere. Operates on the famous Coleman Instant- 
Gas Principle. Just scratch a match, turn a valve, 
and it’s going instantly - no pre-heating necessary, 
and out pours a continual flood of healthful, radiant 
heat. No dust or ashes, no soot or smoke. The Cole- 
man Radiant Heater is complete in itself. It makes 
and burns its own gas from any good grade of regu- 
lar, untreated motor gasoline, free of anti-knock com- 
pounds. 

Has nickel plated steel guards, polished aluminum 
heat deflector and seven radiants. Body is finished in 
rich, bronze-brown baked enamel. Top of brown por- 
celain enamel, heat resisting and non-tarnishing. 
Equipped with Everdur metal fuel tank that will not 
rust or corrode; capacity 7 pints. Special alloy gen- 
erator that resists carbon formation, will not warp and 
is easily cleaned. Separate air pump. Improved burner 
insures perfect combustion. 

Height 18 Zz in.; width, 16 in.; depth, 7% in. 

No. 513 Coleman Heater $ 14.70 

Shipping Weight, 24 lbs. 


They are compact - take up small space - can be 
built right in. Valves are located for convenient opera- 
tion - everything at your finger tips. Tanks are 
quickly and easily removed for filling. You have a 
miniature gas range ready to serve you at ail times. 
Give safe, dependable low-cost operation. Good look- 
ing, too! - right up to the minute in style, design 
and finish. 

One advantage of a Coleman Cook Stove is that 
the gas tank can be lifted off and taken outside to 
be filled -- a safety feature that deserves consideration. 



Model 515 


A small size handsome, modern little stove that 
gives quick, dependable instant-gas cooking service. 
Has all the outstanding Coleman operating features 
- Hi-Power Burners that light instantly - give instant 
heat regulation for any kind of cooking. Removable 
Everdur Metal Fuel Tank. Makes a dandy compact 
stove for the modern auto trailer or for use in camp 
or cabin. Has black baked enamel top, ivory baked 
enamel body, black bakelite valves. Overall size: 14/4 
in. wide, 19% in. long, 7% in. high. 

No. 515 Coleman Stove $ 7.95 


Shipping Weight, 17 lbs. 



Deluxe Model 516 


Here is the finest, handiest little stove of its kind 
for use in auto trailers - a beauty in design and finish 
and a marvel in operating efficiency. Has two Hi- 
Power, Wind-Proof Burners that light instantly just 
like gas - no preheating. Everdur metal fuel tank - 
can’t rust or corrode - a big safety feature. Tank 
easily and quickly removed for filling. Top finished 
in ivory porcelain enamel with a neat, black stripe 
trim, black porcelain enameled grate. Body in ivory 
baked enamel and black bakelite valves. Overall size: 
16% in. wide, 23% in. long, 7% in. high. 

No. 516 Coleman Stove $12.75 

Shipping Weight, 24 lbs. 
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A Preway Gas Plate Provides Home Cooking 
Facilities for Cottage, Camp or Trailer 



Lights just as 
quickly and easily 
as your own gas 
range at home 
and provides a 
clean blue flame 
that makes cook- 
ing a pleasure. 

No wonder these 
plates are so pop- 
ular with trailer 
users, campers and 
cottage owners all 
over the country. 

Has cast iron 
burners and re- 
movable cast iron 

grates. Built of steel with black baked enamel finish. Easy to clean and keep 
w/ L m pump ’, air P ressure gauge, improved generator and warming 
s e . We have tested and used this stove over a period of years in trailer 
service and have found it to be a wonderful cooker, simple to operate and never 
gives any trouble whatsoever. We recommend this stove very highly to those 
who are looking for something a little larger than the ordinary camp stove. 

No. 506 Preway 2-Burner Plate Shipping Weight , 31 lbs #9.00 

Length over all, 26% in. Height, 9 in. Cooking space, 11x20% in. 

No. 507 Preway 3-Burner Plate Shipping Weight , 37 lbs #10.95 

Length over all, 32% in. Height, 9 in. Cooking space, 11x26 in. 


2 and 3 Burner Models 


Instant Lighting 
Economical on Fuel 
Air Pressure Gauge 
Built-in Pump 

Safe and Simple to 
Operate 


KAMPKOOK 
Folding Ovens 

No need to do with- 
out delicious roasts and 
home-made cakes, pies, 
rolls, cookies while on 
a camping trip or a 
trailer tour for here’s 
a splendid folding oven 
that has been thorough- 
ly tested for baking 
performance. Made of 
natural finish, uniform 
blue steel -the handiest 
and most convenient 
oven for outdoor use 
ever made. Size of 
oven, 11 in. wide, 11 
in. high, and 10 in. 
deep. Folds into ex- 
tremely small space - 
11 in. by 1 1 % in. by 
% in. Compact, easy 
to carry and stow away. Take one with you - have 
the fun of baking and the joy of eating baked 
delicacies while on your trip. 

No. 512 Folding Oven #2.00 

Shipping Weight, 9 lbs. 


See Page 30 for Stove Canopy to 
carry off cooking odors 



PREWAY CAMP STOVES 


for Camp , Trailer and Cottage 
These are instant lighting stoves with substantial 
cast iron hinged grates. A positive blue cooking flame 
at the touch of a match. Burner is one piece unit — 
no movable parts to leak. Improved steel generators 
and one piece cleaning needle. Large fuel tanks of 
electrically welded rust resisting steel with built-in 
pump. Cases are heavy steel finished in olive brown 
color. Uses clear white untreated gasoline. For econ- 
omy and service, a Preway cook stove will give greatest 
satisfaction. They are safe and simple to operate. 

No. 504 Preway 2-Burner Stove #6.50 

Cooking surface 12 by 21% in. Cooking height 
7% in. Tank capacity 2% pints. Size when folded 
21% by 12 by 5% in. Shipping Weight, 23 lbs. 

No. 505 Preway 3-Burner Stove #8.50 

Cooking surface 12 by 27% in. Cooking height 
7% in. Size when folded, 27% by 12 by 5% in. 
Tank capacity 3% pints. Shipping Weight, 29 lbs. 



FOLDS INTO SMALL SPACE 
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A Hot Value 
THE BUDDY STOVE 

Built Especially for Trailers 

Heat, and plenty of it, for 
your trailer, tent or cabin. Ideal 
for that ice fishing shack, garage 
or spare room. Burns coal or 
wood. The buddy stove stands 
only 2 1 54 in. high and only 
9% in. in diameter. One piece 
cast front, cast top with remov- 
able lid. Bottom and legs are 
cast iron — legs have holes for 
attaching to floor. Has inner 
cast fire pot with draw center 
shaker grate. Takes 3 -in. pipe. Hundreds of trailers 
are equipped with this dandy little stove. 

No. 514 Buddy Stove #7.85 

Shipping Weight, 30 lbs. 

Sterno 
HEATERS 

A splendid little circu- 
lating heater that burns 
Sterno Canned Heat. 
Quick acting, odorless and 
safe. No noise, no oil or 
gas, no trouble - cannot 
get out of order. You 
simply remove the lid from 
a can of Sterno, light it 
and set the can in the 
heater. Heater is made of 
white enameled metal, 
stands 15*/2 in. high, 11 
in. wide and 6 in. deep. 
Takes up but little room. One large can of Sterno 
Heat furnished with each heater. Just the heater for 
summer tours to kill the chill on those cool evenings 
that occur everywhere. If you camp in a tent, a 
Sterno Heater will be appreciated many times on cool 
nights and cold rainy days. It warms up a tent in 
a few minutes. It is a splendid heater also for the 
bathroom at home. 

No. 508 Sterno Heater #3.50 

Shipping Weight, 10 lbs. 

STERNO Canned Heat 

Large, economical size cans 
that burn 1 J4 hours each. Buy 
them by the half dozen or dozen. 
Whether you have a Sterno Stove 
or Heater or not, a few cans of 
this handy heat should be a part 
of your trailer equipment. 


No. 509 Sterno Heat, 12 large cans #3.00 

Shipping Weight, 12 cans, 6 lbs. 

6 cans Shipping Weight, 3 lbs. #1.50 


Head AtyaUt! 

The prices in this Catalog are subject 
to change without notice. Materials of 
all kinds are rapidly advancing - Get 
your order in early and Save! 


Safety First -Be Prepared for Fire 
in Your Trailer with a 

DIETZ VOLUNTEER FIRE 
EXTINGUISHER 
Don't Tour Without One! 

You need not be told of the danger 
of fire in your trailer. Your chances of 
escaping the loss of your trailer and per- 
haps your life if fire should start, are 
slim indeed. Carry a fire extinguisher - 
keep it handy - ready to stop a fire the 
moment it starts. The Dietz Volunteer 
is a good, practical, refillable extinguisher 
that operates by pump action and throws 
a stream of fluid 20 feet which smothers 
fire from any source - gasoline, oil or 
electricity. No acid. Fluid will not cor- 
rode or freeze - will not stain or injure 
fabrics. Container holds one pint of 
fluid and can be refilled. All working parts are brass. 
Barrel is of steel. Length 11 in., diameter of barrel 
2 in. Handy hanger furnished with each unit. Carry 
a Dietz Volunteer in your trailer, your car, your 
home - in the basement, attic, kitchen, closet or garage 
or factory — ready for instant use. Big value and 
low cost fire protection that saves a loss and its at- 
tendant inconveniences. 

No. 530 Fire Extinguisher #2.50 

Shipping Weight, 4 lbs. 

Dietz VOLUNTEER Fluid Refills 

This fluid is prepared in accordance with under- 
writers specifications. It may be safely used on elec- 
trical fires because it is a non-conductor. Do not use 
any other fluid in the Volunteer extinguisher as it 
may corrode and destroy the pump - and may fail 
when your need is greatest. Never use water. 

No. 531 Fire Extinguisher Refills 85tf 

Shipping Weight, 3 lbs. 

At Last — a 
BROILER 
or Grill 
that makes Out- 
door Cooking a 
Pleasure . . . 

Here’s a broiler 
that will put the 
finishing touch to 
your steaks, hot 
dogs, hamburgers, 
etc., and it’s built 
for convenience as 
well as practicabil- 
ity - nothing to 
hold over the fire, 
no burned fingers. 
The grill is 11 x 18 in. in size, with fire box beneath 
for charcoal or wood. The top is large enough to 
cook an entire meal at once, folds into small space 
and is easily carried - weighs less than 9 lbs. Thou- 
sands of experienced campers and picnickers have 
found it the best broiler and cook stove ever made. 

No. 532 Broiler #1.50 

Shipping Weight, 10 lbs. 








Trailer Supply Co., Wausau, Wisconsin 


57 


Let there he Light in Your Trailer 

Your ideal light is electricity. 

Good dry battery lights for in- 
termittant use are the handy 
Eveready wall lights. (Catalog 
No. 460.) These are neat little 
fixtures that can be attached 
to the ceiling. They use two 
large flashlight batteries (Cata- 
log No. 461) and they provide 
a lot of light for their size. 

These lights are not recom- 
mended for steady burning, but 
for a light to go to bed by or 
in emergencies they are fine. 

Now about real electric lights 
-- not those dinky little three 
candle power dome lights like 
you find in automobiles, but a 
real lighting system that will il- 
luminate your trailer with the 
same brilliance as your home. 

Light that you can read by — 
live by and enjoy. A lighting 
system that enables you to use 
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DIAGRAM "R” 

Simplified wiring diagram for interior lights, running lights, stop and 
tail light. Two 4-way connectors No. 466 are used. All wiring from plug 
to battery, transformer and switch is 8-gauge No. 473. Wire from plug to 
running lights and stop and tail light is No. 474 twin armored wire. 
Solder all connections. 


110 volt current when it is available or a battery 
which you will install in the trailer - with the same 
circuit and the same bulbs. The main feature about 
this system is a 15 ampere double pole, double throw 
switch No. 471, one side of which takes the current 
from the battery, while the other side takes it from 
the 110 volt circuit. This current, however, is reduced 
to 6 volts by passing it through a small transformer 
(No. 457) . Another feature lies in the size of the 
wire leads to your lights. Being only a 6 volt circuit, 
large wire is required - for up to 6 to 9 bulbs, No. 3 
wire must be used (Catalog No. 473). Lead this as 
closely to the fixture as possible and connect it to the 
sockets with the smaller leads with which the fixture 
is equipped. A study of Diagram "R” will show 
you the features of this system. 

Locate your fixtures and equip them with 6-8 volt 
32 candle power bulbs. (Catalog No. 446.) Use 
the old type round bulbs as these provide much more 
light than the new tapered bulbs. For side lights, 
special 6 volt 25 watt frosted bulbs are available 
(Catalog No. 459). 

Of course when using the battery circuit you will 
be as economical with current as possible and you 
can keep your trailer battery well charged by bring- 
ing a lead from the generator on your car through a 
plug (Catalog No. 466) in the trailer. When draw- 
ing the current for charging, have your generator 
stepped up to discharge a greater volume for it must 
not only charge your car battery but your trailer bat- 
tery as well. In selecting a battery for your trailer, 
get one somewhat larger and of a greater capacity 
than is required for your car. (Catalog No. 448). 
This will cost you a little more money, but it is worth 
it. Put the battery in your trailer where it is easily 
accessable, and it is best to line the battery compart- 
ment with sheet lead. 

Take the current for your driving lights, tail light 
and stop light from your car lighting system through 
another plug in the trailer. See Diagram "R”. 

A simpler system of lighting is by the use of 
ordinary 110 volt lighting fixtures just as you would 
buy for your home. Use 110 volt bulbs when you 
have this current available, but when you have to 


change to battery current (6 volts) remove the 110 
volt bulbs from the fixtures and insert adapters (Cat- 
alog No. 456) permitting the use of 6-8 volt auto- 
mobile bulbs. With this system, lead the 110 volt 
circuit into the trailer through a plug to a double 
pole, double throw switch as mentioned before, one 
side connected to the 110 volt circuit, the other side 
to the battery circuit. See diagram. To be remem- 
bered: change your small bulbs to the 110 volt bulbs 
before you throw on the 110 volt current. Also: 
use No. 8 wire for leads to your fixtures and prevent 
loss of voltage, thus affecting the brilliance of your 
lights when you use the battery circuit. 

Trailer Radio 

When you get the idea of a radio for your trailer, 
you’ll probably think of the regular automobile radio 
right off the bat! Once you understand that this 
type takes a lot of juice and soon exhausts a battery, 
you’ll look about for something different and better - 
and the dry battery operated set will be it! 

Automobile radios are made to use in a car pri- 
marily while it is running and the battery is being 
continually charged. But with a set with two volt 
tubes, a couple of 45 volt "B” batteries and a good 
"A” battery will give you three or four months’ 
service without having to renew the batteries. 

Put an aerial of copper screen wire in the top of 
the trailer between the ribs and decking and solder 
the aerial lead to it. Solder the ground wire to the 
metal chassis frame. 

* * * 

We are at present testing out several types of bat- 
tery operated sets to find the one best suited to trailer 
use. The results of our tests and the radio we will 
recommend will be announced shortly. Purchasers of 
this Manual will receive full information. 


Head Again! 

The prices in this Catalog are subject 
to change without notice. Materials of 
all kinds are rapidly advancing - Get 
your order in early and Save! 
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Two-Bulb Dome Lights that Flood Your 
Trailer with Plenty of Brilliant Light! 

The small dome lights such as are used in automobiles are easy to get, but, owing to their size, they 
are impractical for trailer use because they do not give enough light. But here are dome lights that are prac- 
tical. Two of them will flood your trailer with light -- good light that you can read or sew and live by — light 
that is just as brilliant as your home lights. Of course they cost a little more, but what’s a little money com- 
pared to good light? We have tested these lights in actual installations and they are more than satisfactory 
- they are a real delight! For bulbs for these lights see page 59. 

2-BULB FLUSH TYPE LIGHTS 

Chromium finished dome lights with 6-in. frosted 
glass globes. Uses two 25 or 32 candle power 6-8 
volt double contact bulbs. Not equipped with switch. 
Mount switch in ceiling near light. Highly polished 
dome reflector extends into ceiling between top deck 
and ceiling. Should you not have depth enough in 
this space, a wood ring should be used to project 
light below ceiling to fit. Each light has two bulbs. 
Diameter of fixture 7 in. Total depth, 2Vi in. 
No. 450 2-Bulb Dome Lights #4.50 


2-BULB PROJECTING TYPE DOME 
LIGHT WITH SWITCH 

These lights can be attached directly to the ceiling. 
If your wire is concealed, you need only to bring the 
leads to the light through a small hole. Has 6 in. 
frosted glass globe, chromium finished fixture with 
hinged cover. Same features as No. 450 and uses 
same size bulbs. Diameter of fixture, 7 14 in. Total 
depth 3 in. These lights are equipped with toggle 
switches. 

No. 451 2-Bulb Dome Lights #5.50 

Shipping Weight, 3 lbs. 


Single Bulb Dome Lights -Modernistic Globes 

l-BULB FLUSH TYPE DOME LIGHTS 

These are not the dinky dome lights referred to at 
the top of this page but have beautiful Alba glass globes 
5 14 in. in diameter. Note their modernistic design. Globe 
may be detached by a slight turn. Fixture is 6 in. in 
diameter and chromium finished. Not equipped with 
switch. (See description of Light No. 450 above for sug- 
gestion on installing.) Use one 25 or 32 candle power 
6-8 volt double contact bulb. Total depth, 214 in. 

No. 452 1-Bulb Dome Light #3.50 

Shipping Weight, 3 lbs. 

Use Toggle Switch listed on page 61 

1-BULB DOME LIGHTS 
PROJECTING TYPE WITH SWITCH 

Attach them directly to ceiling and bring lead 
wires through a small hole above them. A beautiful 
light with modernistic Alba glass globes 514 in. in 
diameter and chromium finished cases. Globe de- 
tached with slight turn. Diameter of fixture, 6 in. 

Total depth, 214 in. Equipped with switch and 
bulb. Use same size bulb and has same features as 
No. 452 light above. 

No. 453 1-Bulb Dome Light _ #4.00 

Shipping Weight, 3 lbs. 




Shipping Weight, 3 lbs. 


Use Toggle Switch listed on page 60. 
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Chromium Finish 


SIDE LIGHT 
FIXTURES 


The most attractive 
lights for trailer interiors. 

Spot them about on the 
side walls of your trailer 
wherever light is needed. 

(See Jim Dandy Cabin 
Cruiser on pages 32 and 
33). High quality spun 
brass fixtures with chro- 
mium finish. Have 
standard lamp sockets 
and push button switches. 

Base is 214 in. in diameter. Bulb not furnished. 



25 WATT BULBS 

6 volt frosted light bulbs 
with standard bases that pro- 
duce a nice light for the in- 
terior of your trailer. These 
are the bulbs recommended 
for side light fixtures No. 458 
and may be used in any regu- 
lar lighting fixture you care 
to install. They draw about 
3 amperes of current. 


No. 458 Light Fixture, each 

Shipping Weight, 1 lb. 


#3.00 


No. 459 Bulbs, each 35 $ 

Shipping Weight, 8 oz. 


Eveready 
WALLITES 
Battery Operated 

Many a trailer is equipped 
with these remarkable little lights. 
Two or three of them on the 
ceiling will furnish a lot of light. 
They are a splendid light for 
emergencies, or for use in closets, 
cupboards, tents, etc. Finished in 
Ivory. Size 6 in. long, 414 in. 
wide, 214 in. deep. Equipped with 
pull chain switch, frosted glass 
shade and Eveready Mazda lamp 
bulb, and three Size 2 flashlight 
batteries. A splendid fixture. 
May be hung in any position. 
No. 460 Wallite 





$1.95 


Shipping Weight, 2 lbs. 



6-8 VOLT 

LIGHT BULB ADAPTERS 

These adapters make it possible for 
you to use regular automobile head- 
light bulbs in 110 volt light fixtures. 
Can be inserted in the fixture as easily 
and quickly as a light globe. Takes 
double contact bulbs. 

No. 456 Adapters, each 50$ 

Shipping Weight, 3 oz. 



BULLET SIDE LAMPS 

If you want to add a streamline touch to your 
trailer, mount a pair of these ''Bullet” lights on each 
side at the front near the top (see Jim Dandy Cabin 
Cruiser on page 31). These little beauties are made 
of heavy gauge brass and chromium finished. Non- 
glare frosted lens 2 l A in. in diameter with rubber 
waterproof gasket. Equipped with 3 candle power, 
6-8 volt bulbs. In connecting this lamp, attach one 
wire to lead from socket; solder the other to the case 
or attach it to the bolt holding the lamp to the body. 
These lamps serve as front running lights - put them 
on your trailer for safety. 

No. 462 Bullet Lamps, pair #3.00 

Shipping Weight, 2 lbs. 


FLASHLIGHT BATTERIES 

Marathon flashlight unit cells 
"Famous for Endurance” are made 
right in our own town. Don’t confuse 
these with "dime” store batteries. We 
know the quality of the Marathon. 

One size only - the size to fit the No. 

460 Wallite and the No. 528 Red 
Guard Lantern. Order your season’s 
supply from "Trailer Supply” and get the best bat- 
teries you ever used. 

No. 461 Flashlight Batteries, each 10 $ 

Shipping Weight, 8 oz. (min.) 



LIGHT BULBS 

3 C. P . Single Contact 
These bulbs are for 
running lights, rear 
lights, side lights, etc. 
H ave single contact 
bases. Remember, in us- 
ing these lights on a 
trailer you must attach 
your wires to lamp by 
the lead or terminal of lamp and 
the other to lamp housing or case. 

No. 445 -- 3 candle power, 6-8 volts, each 10$ 

Shipping Weight, 4 oz. 



BULBS — 32 C. P. Double Contact 

The above are for dome lights and have round 
bulbs which give more light in this installation than 
the new tapered bulbs. Have double contact bases. 
These are the bulbs recommended for the dome lights 
described on page 58. ^ 

No. 446 - 32 candle power, 6-8 volts, each 25$ 

Shipping Weight, 6 oz. 
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A Big Value in 

Lighting Batteries 

6 Volts - 3 Cells - 23 Plates Per Cell 

Dependable battery lights require a dependable 
battery. Here’s a big one in a rubber case that is 
14 Zi in. long at a remarkable price. Case is 7 in. 
wide, 9!4 in. high and contains 3 cells in which are 
23 plates each, or 69 plates in all. When you con- 
sider that the average automobile battery has only 13 
to 17 plates, you can see the extra capacity of this 
battery. It will light one 3 ampere light steadily for 
64 hours or six 3 ampere lights for 10 hours steady, 
so you see that you can have plenty of light for quite 
a while without recharging. Has screw terminals for 
attaching wires easily. This battery was especially 
selected by us as ideal for trailer lighting purposes 
and is of thoroughly reliable quality. Comes to you 
completely charged ready for use. You will make no 
mistake by selecting this battery as it assures you the 
lighting service that you want. 



TRANSFORMERS FOR TRAILER 
LIGHTING SYSTEMS 

With this transformer it is simple to use 110 
volt current for 6 volt bulbs. The system is extremely 
simple to install. It is fully described on page 57 of 
this catalog. This transformer has a capacity of 25 
amperes and will not heat if not overloaded. Sub- 
stantially made by transformer specialists. Wires are 
provided to connect 110 volt circuit while screw ter- 
minals take the leads of the 6 volt circuit. Be sure 
to use at least No. 8 wire (our Catalog No. 473) 
for your 6 volt line to the various lights. 

No. 457 Transformer #5.00 

Shipping Weight , 12 lbs. 



SMALL TOGGLE SWITCHES 

Small, screw terminal 
switches with "on” and 
"off” face plates for oper- 
ating lights, appliances, 
radio, etc. Made in two 
styles, long stem for 
panels up to % in. thick and short stem 
for panels up to l A in. thick. 


No. 454 Long Stem Switch 
No. 455 Short Stem Switch 

Shipping Weight, 3 



No. 448 Lighting Battery #12.80 

Shipping Weight, 82 lbs. 


ELECTRIC 
SWITCHES 

15 ampere double 
pole, double throw 
switch with porcelain 
base. This is the switch 
recommended for the 
dual lighting system described in this department and 
shown in Diagram "R”. As suggested, the light wires 
are connected to the center terminals. Leads from 
the battery connected to one side and the leads from 
the transformer connected to the other. Throw the 
switch to either circuit. 

No. 471 Switch #1.25 

Shipping Weight, 1 lb. 
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ARMORED LIGHTING CABLE 

Flat, two conductor armored lighting cable for 
connecting up the 3 candle power running, side and 
tail lights of your trailer. See diagram of lighting 
system on page 57. Armored cable is easy to string 
and hard to damage by wear or vibration. 

No. 474 Lighting Cable, per foot 74 

Shipping Weight, !4 lb. per foot 



NO. 8 LIGHTING CABLE 

You need this size wire to carry the low voltage 
to the various lights in your trailer without loss of 
voltage or power. Use it to lead current to all 25 
watt or 32 candle power lights. Connect leads from 
the lights to this wire as explained in the introduction 
to this department as shown in diagram of lighting 
system on page 57. Solder all connections. Wire has 
rubber insulation covered with lacquered braid. 

No. 473 Lighting Cable, per foot 74 

Shipping Weight, Vi lb. per foot 
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For Running 
Lights y Tail 
Lights or 
110 Volts 



4- WAY PLUG AND 
SOCKET for Elec- 
trical Connections to 
Your Trailer 

Heavy duty connector for 
electrical circuits from car to 
trailer or outside electrical 
sources. With this connector, 
the trailer battery can be 
charged from the car gener- 
ator while underway. Running lights, stop and tail 
lights on the trailer can be operated from the car 
control and, if you use the transformer system for 
your trailer lights described on page 57 you can plug 
in the 110 volt current through this connector. 

The connector is ruggedly constructed. Socket 
has a flange for attaching to body of trailer and has 
a cover to keep out dirt and moisture when not in 
use. The plug fits very tightly but is not locked. 
This allows it to be pulled apart readily in case it has 
been overlooked in detaching trailer. Contacts are in- 
side the casing and well protected. Plug is so made 
that it is impossible to plug in wrong circuit. 

This is an especially built connector for trailers, 
therefore it is the most satisfactory device on the 
market. 


No. 466 Socket and Plug #2.00 

Shipping Weight , 1 lb. 

No. 467 Extra Plugs, each 804 

Shipping Weight, 8 oz. 


Special (tffei 

RED GUARD Electric LANTERNS 



No. 528 Lantern, only 


Once tried, you wouldn’t 
trade this dandy full size 
lantern for a dozen flash- 
lights. Here is an astound- 
ing value! Finely made 
and finished throughout. 
Highly polished reflector 
throws a splendid light. 
Case holds four No. 2 
flashlight cells. A handy 
switch on top of case. 
Handle is movable so that 
lantern may be set in any 
position. Bulb included 
and 2 batteries furnished. 

# 1.00 


Shipping Weight, lVz lbs. 


10^ 


“GOLD MEDAL” 

FOLDING FURNITURE 

A folding chair for those lovely evenings outside, 
a table and chairs for meals, cards, etc. All fold 
into small space for easy storage. 


Gold Medal 
FOLDING 
CHAIR 

If you want to 
rest with greatest 
comfort, get one of 
these chairs, for 
here is without 
doubt the most pop- 
ular of all folding 
easy chairs. It has 
become the favorite 
of the veteran 
campers, tourists and outdoor fans throughout the 
country. Overall height 38 in. -- long back and head 
rest. Seat height, 1 IVi in. - low for comfort. Folds 
into a space 38 in. by 6 in. by 6 in. Made of hard- 
wood throughout with steel braces and woven stripe 
cover of exceptional quality. 

No. 540 Gold Medal Chair #3.15 

Shipping Weight, 9 lbs. 

Gold Medal GENERAL 
SERVICE CHAIRS 

A folding chair that is built 
to last a lifetime. Made of hard- 
wood in natural finish. Com- 
fortable, durable and steady. 

Folds to a thickness of only 
3 Vi in. Seat is of heavy can- 
vas. An ideal trailer, cabin or 
camp chair that is popular the 
world over. 

No. 542 Chair #1.10 

Shipping Weight, 6 lbs. 

Gold Medal 
FOLDING 
TABLES 

When it comes to 
tables for trailers, this 
one is hard to beat. Look 
how it folds. And best 
of all you get a smooth, 
solid, flat top. In addi- 
tion, when folded, it has room enough for tableware, 
napkins, etc. What a table for camping and picnics! 
A sturdy, portable table with 30 by 30 in. top, 28 in. 
from the floor. Top is of Presdwood — will not warp. 
Folds into a space 30 in. by 15 in. by 2 in. Choose 
this table for trailer, porch and all outdoor use as 
well as a handy, attractive card table for the home. 

No. 545 Gold Medal Table #4.90 

Shipping Weight, 13 lbs. 

GOLD MEDAL FOLDING BATH TUB 
Listed on Page 53 





Extra Batteries for Red Guard 
Lantern No. 528, each 
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A Page of Devices for Driving Safety! 



STOP AND TAIL LIGHT 

Specially Adaptable for Trailers 

Universally approved type stop and tail light 
with license plate bracket. This light is especially 
selected for trailer use and it is a beauty. Has black 
enameled body and chrome door. Diameter 3 % in. 
Equipped with double filament bulb, 3 candle power 
for tail light and 21 candle power for stop light. A 
tail light is necessary and here’s one that will be an 
addition to the appearance of any trailer. 

No. 470 Stop and Tail Light #1.50 

Shipping Weight , 2 lbs. 



The Reflecto Lens will reflect the light of on-com- 
ing head lamps, thus assuring you protection for the 
sides, front and rear end of your trailer. It will catch 
the light at any angle and reflect it back with greater 
brilliance than an electric tail light. Whether or not 
you have a tail light, by all means install these Re- 
flectos all around for your own safety. Has 4-in. lens, 
mounted in heavy gauge metal frames. Made in 
Flush or Bracket types in your choice of red, green 
or amber lens. Be sure to state type and color wanted. 

No. 464 Bracket Reflecto Lens, pair 7 0$ 

No. 465 Flush Reflecto Lens, pair 70$ 

Shipping Weight, 1 lb. 


The Law Demands them but 
You Should have them for 
Your own Protection! 

The laws of practically every state demand that 
you install certain safety signals on your trailer and 
to ignore these regulations is not only risking arrest 
and fine — perhaps delaying you on your trip but 
risking an accident as well. Stop and tail light and 
clearance lights are absolutely necessary and a good 
rear view mirror is most essential. Here are the 
devices you need so reasonably priced that it is foolish 
to drive without the protection they provide. Every 
device is of an "approved” type and specially adapt- 
able for trailer use. 



REAR VIEW MIRRORS 

Of course you’ll not venture on the road with a 
trailer without a rear view mirror. Here’s one that 
fastens to the hinge of your car door and is easily 
attached and detached. No screws, bolts or tools re- 
quired. Has 4-in. beveled glass mounted in substan- 
tial metal frame which is chromium finished. Easily 
adjusted to your driving vision. A low cost safety 
device that is as ornamental as it is efficient. Made 
only for hinge 2|4 in. wide. 

No. 468 Hinge Mirror, each__ 95$ 

Shipping Weight, 1 lb. 

FENDER MIRRORS 

You cannot have too many 
safety devices on your car now- 
adays - especially when you’re 
pulling a trailer. This mirror, 
mounted on the fender of your 
car by simply drilling a small 
hole will enable you to see what 
is coming behind. Here’s pro- 
tection when you make turns 
and stops. Here’s a beautiful 
and substantial mirror with a 
4 Zi in. beveled shock proof 
glass. Standard and mirror 
frame is chromium plated. A universal joint enables 
you to adjust mirror to fit your vision. An orna- 
ment to any car. 

No. 469 Fender Mirror, each #1.50 

Shipping Weight, 2 lbs. 




CLEARANCE LIGHTS 

Three-in-line clearance lamps for the 
rear end of your trailer. Required by 
law in some states on trailers and 
busses. Put it on for safety. 22 inches 
long with 2/4 in. beehive lenses. Black finish. All wiring enclosed and concealed. Has ground terminal. 
Furnished with red, green, amber or white lenses. Be sure to specify color wanted. Equipped with 3 
candle power, 6-8 volt bulbs. Shipping weight, 3 lbs. No. 463 Clearance Lamp 90$ 
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About Trailer Painting 

Do not hurry your painting. See that surfaces 
are smooth and perfectly dry before beginning. Allow 
each coat to dry thoroughly before applying the next. 
Always use at least two coats of filler before applying 
finishes. Sand smoothly after each coat. Aluminum 
paint is undoubtedly the best for tops as it reflects 
heat from the sun even better than white. All metal 
parts of the chassis, its wood parts and the floor 
underneath should be given a coat or two of black 
asphalt paint. Wipe galvanized iron with vinegar 
before painting. Masonite can be given a coat of 
shellac or it can be waxed or both for a beautiful 
brown finish. 


About Trailer Insulation 

Many builders place more importance on insula- 
tion than average conditions warrant. For average 
mild weather use, the dead air space between the walls 
of your trailer provides enough insulation but when 
the trailer is to be used in extreme climates, there is 
some need for insulation. For ordinary summer 
weather use, insulation is somewhat of a luxury. Of 
course with the use of metal for siding as some 
builders have in mind, certainly the best of insulation 
is necessary -- and then some! Other builders prefer 
to insulate the top only and this is a sensible thing - 
especially in hot weather does a well insulated top 
make trailer living more comfortable. 


Glazo Aluminum 
Emulsion No. 5 
A beautiful , protective 
coating for all fabrics 
For a beautiful silver-like, 
heat reflecting coating for the 
canvas top of your trailer, give 
it a coat or two of Glazo 
Aluminum Emulsion No. 5 - 
a new aluminum coating that 
requires no mixing ~ always ready to apply. Will not 
stiffen the canvas - is waterproof and mildew proof. 
It penetrates the fibers thoroughly and leaves an in- 
destructible metal coating. Can be used as desired 
by simply opening the can and stirring thoroughly. 
Both powder and liquid are finely ground and 
thoroughly incorporated producing an aluminum 
coating that covers more surface. One gallon will 
cover about 125 square feet. Does not settle hard in 
bottom of can if kept tightly covered. 

No. 575 Glazo Aluminum Fabric Coating, 

One Gallon Can $2.75 

Shipping Weight, 10 lbs. 


Glazo Emulsion 
For All Materials 
A perfect Aluminum 
coating for Wood, 
Metal, Masonite, etc. 
Flere is a real aluminum 
paint for the wood and metal 
parts of your trailer. No mix- 
ing required. The powder and 
liquid are so finely ground to- 
gether that a thorough stirring is all that is necessary 
whenever you want to use it. Covers 25 to 50% more 
surface than regular paint. Does not settle quickly, 
will not chip, crack or blister. Waterproof, rust proof 
and stands unusual heat. Easy to apply, self levelling, 
can be thinned with ordinary thinner. Here’s a beau- 
tiful velvet-like aluminum finish that is suggested for 
the body of your trailer. Use black striping — or other 
harmonizing color. The ideal coating for the metal 
chassis parts and underneath the fenders, floor, etc. 
reached by the mud and water from the road. 

No. 576 Glazo Emulsion, Gallon #3.00 

Shipping Weight, about 10 lbs. 





SO-LO 

a Plastic Rubber 
Mends anything 
Made of Rub- 
ber, Cloth or 
Leather 

Bargain Kit 

39c 

Every workshop 
needs So-Lo Plas- 
tic Rubber be- 
cause it has a 
hundred uses. 


Insulates wires - mends leaks in 
rubber - repairs belting - patches 
cuts in tires, auto tops, rubber 
mats - repairs half soles, heels, 
etc. There’s a thousand uses 
for So-Lo! 


So-Lo Plastic 
Rubber is easy to 
use. Simply spread 
it on and let it 
dry. It can also 
be molded into 
rubber objects of 
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all kinds. So-Lo is flexible, non-skid and waterproof 
It is guaranteed to give complete satisfaction. 

No. 578 So-Lo Rubber Kit 39< 

Shipping Weight, lVz lbs. 



til, * 


Fixes broken furniture, 
doors, tiles, chair legs, 
desks, drawers, window 
frames - Fills cracks, 
knot holes, nail holes — 
Builds up broken wood- 
en corners, ends or 
trimmings - Molds in- 
to any form desired. 


CAN-O WOOD 
1 -Pound 

50c 

Two big features make 
Can-O Wood the finest 
plastic of its kind. First, 
it is non-inflammable and 
second, no solvents are 
necessary. 

Can-O Wood is Real 
Wood. It can be carved, 
sawed or planed and it 
takes paint, shellac, nails 
and screws like wood itself. 

Can-O Wood mends or 
makes anything of wood. 
Works like putty -- hard- 
ens into actual wood. Guar- 
anteed the best for the 
money. 

Biggest value ever of- 
fered -- order a can. 

1 lb. 50$ 


No. 577 Can-O Wood, 

Shipping Weight, 1 Vi lbs. 
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Trailer Supply Co., Wausau, Wisconsin 


INDEX 

Supplies and Equipment 


of Parts , 


Adapters, Bulb 59 

Arms, Berth 48 

Axles _ - . 12, 13 

Axle and Spring Assembly- 16, 18 
Axle, Spring & Wheel 

Assembly 17 

Axle Drops 12 

Balls, Hitch 10 

Basin, Wash 53 

Batteries 59, 60, 61 

Beads, Chrome 36 

Bed Ends 48 

Blue Prints 45 

Boards, Bed & Seat 47 

Body Corners 38 

Body Curves 24 

Bolts 23 

Bolts, Spring 14, 18 

Braces, Body __ 22 

Brackets, Spare Wheel - 15 

Brackets, Spring 14, 18 

Broiler, Grill 56 

Bronco Metal Joints 22 

Bulb Adapters 60 

Bulbs, Light 59 

Bumpers 17 

Bumper Arms 17 

Bumper Guards 17 

Cabinet Hardware 35, 36 

Cable, Lighting 60 

Canned Heat 56 

Canvas, Top 42 

Catches 28, 35 

Cement, Canvas 43 

Chairs, Folding _ ___ 61 

Chassis, Jim Dandy Cruiser, 16 
Chassis, Jim Dandy Trailer 16 

Chrome Beads 36 

Clearance Lights .62 

Clips, Spring 14, 18 

Connectors, Trailer 61 

Converters, Axle 14 

Cook Stoves 54, 55 

Corner Braces 21, 22, 36 

Corner Plates 38 

Corrugated Fasteners 36 

Couplers, Zagelmeyer _ 18 

Cushions 46, 47 

Decking, Top 42 

Dolly Jack 11 

Dome Lights _ 58 

Door Hinges & Locks 29 

Door Step 48 

Drops, Axle 12 

Duck, Cotton 42 

Electric Connectors 61 

Electric Switches 60 

Escutcheon Pins 21 

Extinguishers, Fire 56 

"Family Trailer” Parts List __ 40 
Fasteners, Corrugated 36 


Faucets, Water 50 

Fender Mirrors 62 

Fender Housings 17 

Fire Extinguishers 56 

Fixtures, Light _ 58, 59 

Frames, Wheel House 24 

Gauges, Air Pressure 50 

Hangers, Spring 14 

Hangers, Table and Cushion 43 

Hardware, Cabinet 35, 36 

Heat, Canned ,56 

Heaters 54, 56 

Hinges 26, 29, 35 

Hitches 10, 18 

Hitch Brackets _ 18 

Housings, Wheel 17, 38 

Hub Assembly 15 

Insulation, Refrigerator .52 

Jack, Dolly 11 

Joints, Saw Horse 22 

"L” Plates 22 

Lamps 59 

Lanterns - 61 

Legs, Parking __ 15, 38 

Levers, Refrigerator __ 35 

Light Fixtures 58, 59 

Lighting Battery 60 

Links, Shackle 18 

Lock, Door 29 

Mattresses 46, 47 

Mirrors, Rear View 62 

Mouldings 21, 28, 29, 43 

Nails 21 

Ovens 55 

Paints _ 63 

Panels, Plywood 21, 42 

Parking Legs 15, 38 

Parts List "Jim Dandy” - 39 
Parts List "Family Trailer”- 40 
Peak Plate & Pull Block — 15 

Pins, Escutcheon 21 

Plate, Peak _ 38 

Plates, "T” & "L” 22 

Plugs, Electric 61 

Pulls, Drawer 35, 36 

Pumps, Galley 49 

Rear View Mirrors 62 

Refills, Fire Extinguisher 56 

Reflector Signals 62 

Refrigerator Insulation 52 

Refrigerator Levers 35 

Refrigerators, Portable 52 

Regulator, Window 27 

Retainer Strips 27 


Ribs, Top 43 

Rivets _ 23 

Rubber Cushion __ _ __27 

Running Lights _ 59, 62 

Screens 24, 25 

Screws __ _ _ 21, 23 

Shades, Window __ _ . _ 29 

Sheeting, Basswood 42 

Signals __ 62 

Sinks 40, 50, 51 

Sink Couplings 51 

Sockets, Electric 61 

Spindles, Axle _ 12 

Spring Bolts 14, 18 

Spring Brackets 14, 18 

Spring Clips 14, 18 

Spring Hangers 14 

Spring Shackles 14, 18 

Springs 14, 18 

Springs, Bed 48 

Steel, Angle & Channel 24, 27 

Steel Tubing 10, 13, 15 

Step, Folding 48 

Stop, Window 26 

Stove Canopy 30 

Stoves, Cook 54, 55 

Stop Lights 62 

Supports, Berth 48 

Switches, Electric 60 

"T” Plates 22 

Tables, Folding 61 

Tail Lights 62 

Tanks, Water 40, 50 

Toggle Switches 60 

Toilets, Chemical 53 

Top Coverings 42 

Top Decking, Basswood 42 

Top Ribs 43 

Transformer 60 

Traps _ 51 

Tubing 10, 13, 15 

Ventilators 30 

Wallboard Trim 36 

Washers, Lock 23 

Weather Forecaster 52 

Wheel Brackets 15 

Wheel Housings 17, 38 

Wheels, Wire 15 

Window Arms 26 

Window Catches 28 

Window Channel 27 

Window Cushion 27 

Window Garnish 28 

Window Hinges 26 

Window Regulator 27 

Window Retainer Strips 27 

Window Shades 29 

Windows 24, 25, 28, 29 

Window Stop 26 

Wire, Electric 60 



To Get the Trailer 
You Want . . . 

Build It Yourself! 

Have the Fun of 
Building It~and 
Save One -Third 
of the Cost ♦ ♦ . 


They BUY All the Plans . . 
They BUILD a Jim Dandy! 




